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TRAVEL POWERBOX OPTI 1200

Technical data:

TRAVEL POWERBOX OPTI 1200

TRAVEL POWERBOX OPTI 1200

TRAVEL POWERBOX OPTI 1200

Portable power station TRAVEL POWERBOX OPTI 1200 (600W) is a 
modern  high-tech power station. It can be connect to AC wall outlets, 
solar panels and DC power sources and is designed to keep electronic 
devices powered e.g. household, electronic and medical equipment. 
It is ecological and safe. 
The portable power station does not require the use of gasoline, does 
not emit toxic fumes, does not vibrate during work, does not make 
loud noises. 
It comes equipped with AC outlets, 12VDC output ports, a car port, 
USB-C port and fast charging USB ports for your convenience. 

Perfect for outdoor adventures while traveling, camping, on a yacht.

The device is distinguished by its modern, modular design that allows 
to achieve a high level of efficiency.

The TRAVEL POWERBOX OPTI 1200 (600W) is compatible with :
•     Phones, chargers, laptops, digital cameras, TVs, drones
ź Fans, refrigerators
ź Medical equipment
ź Lighting

MODEL 1200

Battery Capacity Lithium-ion 461Wh (20.8Ah/22.2V)

AC Input Charging AC 100-240V do DC 24V/5A

Car Input Charging DC12V~24V/7A maks

Solar Input Charging DC12V~24V/7A maks

1*Cigarette Lighter Output

Regulated 12.8V/8A maks

3* output DC 12.8V/3A maks

AC Output Waveform Pure sine wave

AC Continuous Output 600W maks

AC Voltage 110V/230V±10%

Output Frequency 50Hz/60Hz±5%

LED Lights
2W MAX,3 Levels(L/M/H adjustable)

with SOS function

Operation Temperature od 0 do 40°C

Battery Charge Cycles ≥800times DOD≥80%

Pass-Through Charging Support

Netto dimensions 290x164x235mm

Netto weight 4,9kg

Gross dimensions 332,6x230,5x270mm

Gross weight 7,22kg

Multipack dimensions 29x16,4x23,5mm

Multipack weight 7,22kg

DC 12V Output

USB Outputs

Safety Protections

USB-C: 1*PD2.0 18W maks; USB Output1: DC5V3A or 

DC9V2A or DC12V1.5A; USBOutput2: DC5V3A or DC9V2A or 

DC12V1.5A; USB Output3: DC5V3A or DC9V3A or DC12V3A 

or DC15V3A or DC20V3A

Short-Circuit

Over-Current

Over-Voltage

Low-Voltage

Over-Load

Over-Temperature
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