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Code: BCS-DVR3208M

DVR BCS-DVR3208M 32 CHANNELS +HDMI +eSATA
Net: 2 899.00 PLN  Gross: 2 899.00 PLN

The BCS-DVR3208M digital recorder is a professional device applicable in
surveillance  systems.  The  H.264  video  compression  standard  using  to
record video data, allows to get the best possible quality of recorded image
at minimal network transfer and disk storage capacity. The menu options
layout has been designed for all users, even beginners can easy navigate
and change parameters in DVR settings without any problem.

SPECIFICATION

Standard: PAL

Video inputs: 32 pcs BNC

Number of compression levels: 6 

Video outputs:
1 pcs HDMI
1 pcs VGA
1 pcs BNC

Audio inputs: 1 pcs Microphone
16 pcs BNC

Audio outputs: 1 pcs Microphone
1 pcs BNC

Image compression method: H.264, MJPEG

Image records resolutions:
176 x 144 
352 x 288 
704 x 288 
704 x 576 

Maximal total frame rate:
800 fps @ 176 x 144 px,
800 fps @ 352 x 288 px,
800 fps @ 704 x 288 px,
192 fps @ 704 x 576 px

Recording speed adjustment: 1  ... 6  / 1  ... 25 fps for each channel

Recording modes: Manual, Sensor, Motion detection, Schedule

Supported hard drives: 8  x 4 TB SATA
1  x 16 TB eSATA

External storage devices backup: Backup to USB drive (pendrive, external drive), eSATA

Searching and playback the records: Advanced searching (to the one second accuracy)
Playback: forward, backward, fast, slow, repeat, loop, digital zoom

Network functions: Network Client software or IE browser: playback, DVR settings, files download,
records searching

Mobile phones support: Available applications for mobile systems: iPhone, Android, Windows CE 5/6,
Blackberry, Symbian

Alarm inputs / outputs: 16 pcs Input / 5 pcs Output
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PTZ control: RS-485 Pelco-P, Pelco-D

Motion Detection: Split the screen into zones 22x18  motion zones
6 sensitivity levels

Mouse support:

Power supply: 230 V AC / 40 W

Weight: 7.18 kg

Dimensions: 441  x 476  x 93 mm

Supported languages: English, Polish

Country of origin: China

Manufacturer / Brand: BCS

Guarantee: 2 years

PRESENTATION

Front view: 

Rear view: 

In the kit: 

PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg
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