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Code: M530

MICRO CAMERA M530 STANDARD: PAL, PINHOLE 540 TVL 3.7 mm
Net: 310.56 PLN  Gross: 310.56 PLN

Color  micro  camera  equipped  with  external  microphone  on  the
cable.
Camera is equipped with PINHOLE type lens, needs only a very
small hole to get right field of view.

SPECIFICATION

Standard: PAL

Sensor: 1/3 " Sony CCD

Resolution: 540 TVL

Lens: 3.7 mm

Audio: External microphone input

View angle: 66 °

Min. illumination: 0.5 Lux / F1.2

Length of the camera / microphone cables: 0.5 m / 0.45 m

Power supply: 12 V DC / 160 mA

Application: The camera is designed for indoor use, due to the possibility of steam condensation.

Housing: Mini, Metal

Color: Black

Operation temp: -20 °C ... 50 °C

Weight: 0.08 kg

Dimensions: Ø 18  x 21 mm

Guarantee: 2 years

PRESENTATION

Both camera and microphone are very small sizes: 
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OUR TESTS

Camera image at artificial illumination (about 30Lux): 

 

Camera image at direct strong light opposite to camera: 

 

Camera image at night conditions, at different illumination values show below: 

1 LUX: 0.1 LUX: 
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OUR OPINIONS

Easy installation inside drilled hole with diameter of 18mm.
Good quality image based on Sony sensor.

PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg


