Code: CW-3100

WIRELESS CAMERA CW-3100 PINHOLE 380 TVL 4 mm
Net: 20.13 EUR Gross: 20.13 EUR

2.4GHz wireless camera. The transmission range (depends also on
receiver sensitivity) is about 50m in the open area.

The default factory transmission channel is presented on the back panel of
the camera and the top part of the box (one of the four available channels).
This camera can be used together with receivers presented below of the
page.

SPECIFICATION
Standard: PAL
Sensor: 1/3 " CMOS
Resolution: 380 TVL
Lens: 4 mm (pinhole)
View angle: 62 °
Min. illumination: 1.5 Lux /F1.2
Frequency band: 2.4 GHz
Transmitter power: 2 mW
Audio: Microphone built-in
Transmission range: 50 m
Housing: Mini, Metal
Color: Black
Application: The camera is designed for indoor use, due to the possibility of steam condensation.
Power supply: 8 VDC /80 mA
Operation temp: -10°C ... 50 °C
Weight: 0.036 kg
Dimensions: 62 x45 x 32 mm
Guarantee: 2 years
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Rear view:

In the kit:

OUR OPINIONS

@

o Small dimensions camera.
e Good quality image CMOS camera.

©

e Poor audio quality from a long distance.

PACKAGE

Dimensions (L x W x H): 0x0x0 mm | Gross Weight: 0 kg
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