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Code: JA-154J

4-CHANNEL REMOTE CONTROL JA-154J JABLOTRON
Price visible after login

It is designed to remote control of the alarm system panels and
other house automatic devices. With 4 keys allows to configure 6
separate functions.
Very often and very useful solution is combine the alarm function
with automatic system application. In that case 1 and 2 keys can be
used to set/unset for example first floor alarm, a 3 and 4 keys to
open the entrance gate and garage door. Due to above user has only
one remote controller keyfob and can easy support the functions of
house automatic system.

SPECIFICATION

Power supply: Alkaline batteries CR2032 3V
Power supply C acc. EN 50131-6

Battery lifetime: about 3 years (5 activations a day)

Frequency range: 868,1 MHz JABLOTRON protocol

Operation range: 30 m (open area)

Operation environment: Class II indoor, EN 50131-1

Operation temp: -10 °C ... 40 °C

Security class: 2, EN 50131-1

Compatible to norms: ETSI EN 300220, EN 55022, EN 50134-2, EN50130-4, EN60950-1
It can be used according to ERC REC 70-03

Weight: 0.035 kg

Dimensions: 36  x 77  x 15 mm

Manufacturer / Brand: JABLOTRON

Guarantee: 2 years

PRESENTATION

Control keys: 
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In the kit: 

PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg
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