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IP MOBILE DVR ATE-
N0401EF-T2 4 CHANNELS

AUTONE

AHD, PAL, IP MOBILE DVR
PROTECT-207 4 CHANNELS

AHD, PAL, IP MOBILE DVR
PROTECT-218 4 CHANNELS

609.52 EUR
609.52 EUR

382.29 EUR
382.29 EUR

447.17 EUR
447.17 EUR

Standard  ...  AHD, CVBS, TCP/IP  AHD, CVBS, TCP/IP  

Video inputs  4 pcs Ethernet + PoE - M12,
6-pin socket  4 pcs BNC  4 pcs BNC  

Audio inputs  ...  4 pcs CINCH  4 pcs CINCH  
Audio outputs  ...  1 pcs CINCH  1 pcs CINCH  

Video outputs  

• 1 pcs HDMI
• 1 pcs VGA
• 1 pcs Video, CVBS : M12,
6-pin socket - CINCH, on the
cable  

1 pcs VGA
1 pcs CINCH
1 pcs M12, 4-pin socket  

1 pcs VGA
1 pcs CINCH
1 pcs M12, 4-pin socket  

Recording modes  Manual, Sensor, Motion
detection, Schedule  

...  ...  

Resolution of recording
video files  max. 1920 x 1080  - 1080p  

1920 x 1080, 1280 x 720,
960 x 576, 720 x 576, 704 x
576 px  

1920 x 1080, 1280 x 720,
960 x 576, 720 x 576, 704 x
576 px  

Max. capacity of memory
card  2 x  128 GB SD/SDHC  ...  ...  

Maximal total frame rate  ...  
• 100 fps @ 4 x AHD 1080p,
• 100 fps @ 4 x CVBS 960H,
• 25 fps @ 1 x IP 1080p  

• 100 fps @ 4 x AHD 1080p,
• 100 fps @ 4 x CVBS 960H,
• 25 fps @ 1 x IP 1080p  

Supported hard drives  1 pcs 2.5 " - 2 TB SATA  1 x 2 TB HDD / SSD 2.5 "  1 x 2 TB HDD / SSD 2.5 "  
Memory storage for video
recording  ...  0.4 GB/h @ 1920 x 1080 px

H.265 15 fps  
0.4 GB/h @ 1920 x 1080 px
H.265 15 fps  

Image compression method  H.264  H.265 / H.264  H.265 / H.264  
GPS        
G-Sensor  ...  3-axis  3-axis  
Gyroscope  ...  3-axis  3-axis  
RS-485        
RS-232  ...      
Vibration resistance    ...  ...  
Alarm inputs / outputs  8 / 1   8 / 1   8 / 1   
SIM socket  mini SIM    ...  
microSD socket  ...      
Port USB  ...  1 x USB 3.0  1 x USB 3.0  
Ethernet port  ...  1 x RJ-45 Passive PoE  1 x RJ-45 Passive PoE  

Wi-Fi module      2.4 GHz, 5 GHz - IEEE
802.11 a/b/g/n/ac  
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Manufacturer / Brand  AUTONE  ...  ...  

Main features  

• Powering the cameras with
12V DC voltage directly from
recorder - M12 connector
• Alarms and maintenance
events registration
• Motion Detection
• Auto recording after power
on
• Firmware upgrade via USB
port
• 3G / 4G support
Recording of the traveled
route of the vehicle using
the GPS receiver
Access to live view,
recordings and saved paths
through a dedicated server
Free account on the
producer's server
The CMSV6 server
application for Windows
(free license for 10 devices)
The ability to copy
recordings from the device
to your own server via the
Wi-Fi interface  

• Powering the cameras with
12V DC/3A voltage directly
from recorder : 4 x DC
2.1/5.5mm socket + 1
x Passive PoE
• Auto recording after power
on
• Power supply backup -
Continuing to record after a
short power failure (up to 8
s)
• Alarms and maintenance
events registration
• Alarms and errors memory
reading
Recording of the traveled
route of the vehicle using
the GPS receiver
• The GPS, G-Sensor and
gyroscope sensors enable
detection of such events as:
collision, sharp braking,
accelerating or cornering
too fast
• Integration with vehicle
sensors
• Backup to USB drive
(pendrive, external drive)
• Backup to micro SD
memory card
• Default administrator
password : 888888 
• Remote control
• Compliance with the MIL-
STD-810G standard
• Automatic heating of the
HDD/SSD slot allows you to
start recording at
temperatures from -40°C
• Mirror - Mirror image  

• Powering the cameras with
12V DC/3A voltage directly
from recorder : 4 x DC
2.1/5.5mm socket + 1
x Passive PoE
• Auto recording after power
on
• Power supply backup -
Continuing to record after a
short power failure (up to 8
s)
• Cooperation with DSM
cameras testing the driver's
behavior
• Cooperation with ADAS
cameras testing the
movement of the vehicle
• Alarms and maintenance
events registration
• Alarms and errors memory
reading
Recording of the traveled
route of the vehicle using
the GPS receiver
• The GPS, G-Sensor and
gyroscope sensors enable
detection of such events as:
collision, sharp braking,
accelerating or cornering
too fast
• Integration with vehicle
sensors
• Backup to USB drive
(pendrive, external drive)
• Backup to micro SD
memory card
• Wi-Fi support - Automatic
data synchronization
• Default administrator
password : 888888 
• Remote control
• Compliance with the MIL-
STD-810G standard
• Automatic heating of the
HDD/SSD slot allows you to
start recording at
temperatures from -40°C
• Mirror - Mirror image  

Power supply  8 V ... 36 V DC  8 V ... 36 V DC  8 V ... 36 V DC  

Power consumption  ...  < 0.5 W (Standby mode)
< 36 W (operation)  < 0.5 W (Standby mode)

< 36 W (operation)  
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Operation temp  -20 °C ... 70 °C  -40 °C ... 80 °C  -40 °C ... 80 °C  

Permissible relative
humidity  10 % ... 95 % RH  20 % ... 95 % RH  20 % ... 95 % RH  

Weight  1.1 kg  1.71 kg  1.72 kg  

Dimensions  185  x 149  x 58 mm  
• 210  x 184  x 61 mm
• 248  x 184  x 61 mm +
additional cable housing  

• 195  x 184  x 61 mm
• 248  x 184  x 61 mm +
additional cable housing  

Supported languages  
Polish, English, Chinese,
Chinese Traditional, Korean,
Russian  

English  English  

Guarantee  2 years  2 years  2 years  


