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Network interface  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  RJ-45  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Number of supported SIM
cards  ...  ...  ...  ...  2   2   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Alarm inputs  8 pcs - Advanced
configuration possible  

14 pcs - Advanced
configuration possible  ...  ...    ...  4 pcs  8 pcs  ...  8 pcs  8 pcs  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Frequency range  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  433.05  ... 434.79 MHz  433 MHz  ...  ...  ...  
Receiver sensitivity  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  -120 dBm  ...  ...  ...  

Alarm outputs  4 pcs - Monostable mode /
Bistable mode  

4 pcs - Monostable mode /
Bistable mode  ...  ...    ...  4 pcs  4 pcs  ...  • 2 pcs - Relay output

• 2 pcs - OC  
• 2 pcs - Relay output
• 2 pcs - OC  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Application  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

• Connecting a computer
with the GUARDX
applicztion installed (same
as for the LCD keypad)
• Event monitoring via
specialized third-party
external modules
• Operation of the control
panel with the help of
software other than that
offered by SATEL (possibility
of integration with other
systems)  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Interface  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
• Port Ethernet 10/100
Mb/s,
• 2 x port I/O,
• 2 x port 4-pin  

Support  ...  ...  Satel MICRA  Satel MICRA  ...  ...  ...  ...  ...  ...  ...  Satel ABAX 2  ...  ...  GSM-X  INTEGRA, INTEGRA Plus  ...  ...  ...  INTEGRA  INT-AV  ...  ...  INTEGRA  ...  ...  Wireless alarm systems
DAHUA  HIKVISION AX PRO  PERFECTA 64 M  • SPECTRA

• Digiplex & Digiplex EVO  INTEGRA, INTEGRA Plus  INTEGRA, INTEGRA Plus  ...  

Telephone numbers to
reporting events  36   36   ...  ...  max. 16   max. 16   4   max. 8   ...  8   8   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Wireless transmission range
 ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  1600 m (open area)  1600 m (open area)  ...  ...  ...  ...  ...  

Number of control inputs  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  16   ...  ...  ...  ...  ...  ...  ...  ...  ...  

Number of supported
wireless devices  ...  ...  ...  

• 32 x Remote control,
• 16 x Wireless detector,
• 4 x Signaling device  

...  ...  ...  ...  ...  ...  ...  max. 46   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  max. 32   ...  ...  ...  ...  ...  ...  

PTZ control  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  INTEGRA, Input lines  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Frequency band  ...  ...  433.05  ... 434.79 MHz  433.05 MHz ... 434.79 MHz  ...  ...  ...  ...  ...  ...  ...  868  ... 868.6 MHz  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  868 MHz  868 MHz  ...  ...  ...  ...  ...  

Maximal current
consumption  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

160 mA - INT-AV + 1 x INT-
AVT
500 mA - INT-AV + 4 x INT-
AVT  

...  ...  ...  500 mA  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Inputs  ...  ...  ...  2 programmable inputs to
sirens control  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...    ...  ...  ...  ...  ...  

Antenna connector  ...  FME  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Outputs  ...  ...  ...  8 programmable relay
outputs  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...    ...  ...  ...  ...  ...  

Event codes sending
messages type  GPRS, CLIP, SMS  GPRS, CLIP, SMS  ...  ...  SMS  SMS, GPRS, Ademco

Contact ID, CID, SIA  CLIP, PUSH, SMS, GPRS  CLIP, PUSH, SMS, GPRS,
LTE  ...  CLIP, PUSH, SMS, GPRS  CLIP, PUSH, SMS, GPRS,

LTE  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Connectors  ...  ...  ...  ...  ...  ...  ...  ...  

• 4 x  ST socket - Multi-
Mode (MM)
• RS-485 - terminals
• DTM - keypad bus data
• DT1 - 1 expander bus data
• DT2 - 2 expander bus data
 

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Radio communication range
(at open area)  ...  ...  

• ≤ 500 m @ PERFECTA
• ≤ 450 m @ VERSA-MCU /
MTX-300 / MICRA  

...  ...  ...  ...  ...  ...  ...  ...  • 2000 m @ ACU-220,
• 1600 m @ ACU-280  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  max. 400 m  ...  ...  ...  ...  

Mobile phones support  ...  ...  ...  ...  ...  ...  ...  ...  ...  
• The GX CONTROL free
application on Android
• The GX CONTROL free
application on iOS  

• The GX CONTROL free
application on Android
• The GX CONTROL free
application on iOS  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Average current
consumption  ...  ...  ...  ...  ...  ...  ...  ...  120 mA (Standby mode)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Number of inputs/outputs  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  8  / 4   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Number of inputs  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  8   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Number of outputs  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  4  - OC type  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Emergency Power Supply  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  Lithium battery  built-in battery  ...  ...  ...  ...  ...  
Battery backup time  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ≤ 35 h  ≤ 35 h  ...  ...  ...  ...  ...  

Main features  ...  ...  ...  ...  ...  ...  ...  ...  

• 4 connectors for
connecting two fiber pairs
(in each pair one
transmitting and one
receiving optical fiber)
• Transmission distance
between two converters ≤ 2
km
• Possibility to connect 3
converters in a chain
• Test mode
• Opto-isolation between
input and output
• Environmental immunity  

...  ...  ...  ...  ...  ...  
Galvanic separation
protecting against potential
difference  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Battery backup support  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  12 V / 7 Ah  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Housing  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  Plastic  Plastic  ...  ...  ...  ...  ...  
Color  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  White  White  ...  ...  ...  ...  ...  

Compliance with standards  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
EN 61000-6-3, EN 60950-1,
ETSI EN 300 220-2, ETSI
EN 301 489-1, ETSI EN 301
489-3, EN 50581  

...  ...  ...  

Environment class  ...  ...  II   ...  ...  ...  ...  ...  II   ...  ...  ...  ...  ...  ...  II   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Protection class (Grade)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  2   ...  ...  ...  
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Main features  

• 2000 events buffer
• Transmitter has
implemented auto-
diagnostics functions
• Device has a possibility to
send reports
• Battery charging current :
250 mA  

• 2000 events buffer
• Remote configuration of
module via GPRS
• automatic fallback to SMS
reporting in case of GPRS
failure
• Transmitter has
implemented auto-
diagnostics functions
• Device has a possibility to
send reports
• Battery charging current :
250 mA  

• Encrypted radio
communication in the 433
MHz frequency band
• Operation status LED
indicator
• Tamper detection -
opening the enclosure
• Built-in switching power
supply
• Power input short-circuit
protection
• Li-Ion battery 3.7 V /
1.8 Ah - Emergency Power
Supply
• Checking the condition of
the battery and
disconnecting the
discharged battery  

• Autonomous operation or
as terminal for the controller
• Tamper detection -
opening the enclosure
• Programming using
buttons located on
mainboard or by the MTX
SOFT application  

• 4G/3G/2G GSM network
operation,
• Reporting via GSM to the
monitoring station,
• Reporting via to the
monitoring station,
• SMS notification about an
alarm or failure,
• Sending the text messages
(SMS) with event details,
• The ability of remote
arm/disarm the system by
sending a text message
(SMS),
• Control panel
communication supervision,
• Installation to SERIAL
connector of alarm control
panel,
• Possibility to connect the
wire antenna,
• Encrypted transmission -
128 bit,
• Tamper protection
(detection of removing from
mounting surface and
enclosure opening)  

• Reporting via GSM to the
monitoring station
• Sending the text messages
(SMS) with event details
• Remote configuration of
module via GPRS
• The ability of remote
arm/disarm the system by
sending a text message
(SMS)
• Cooperation with the
VDMP3 module allows to
voice control of the system
• Function of radio
transmission encoding with
128 / 256-bit encryption key
• Remote update of module
software  

• Two SIM cards support
• Simulation of analog
telephone line over GSM
network
• Conversion of PAGER
messages to SMS
• Remote configuration of
module via GPRS
• Remote programming of
alarm control panels via
GPRS - "remote RS-232
port" function
• Remote update of module
software
• TAMPER switch indicating
open the cover  

• Two SIM cards support
• Simulation of analog
telephone line over GSM
network
• Conversion of PAGER
messages to SMS
• Remote configuration of
module via GPRS
• Remote programming of
alarm control panels via
GPRS - "remote RS-232
port" function
• Remote update of module
software
• TAMPER switch indicating
open the cover
• 4G/3G/2G GSM network
operation  

...  

• Possibility to configure
each of the 8 inputs as NO /
NC digital input or analog
input (voltage measurement
in the range of 0 ... 16.56 V)
• Remote update of module
software
• Possibility of autonomous
operation or cooperation
with any alarm control panel
• Possibility of connecting
up to 8 additional sensors
via the 1-wire bus
• Remote control of outputs
using the cost-free CLIP
service (up to 10 000
numbers)
• Transmission of
measurement data (from
analog inputs and 1-wire
bus) using open protocols:
MQTT, JSON, MODBUS RTU
• Operating the device from
a PC using GX Soft
• External antenna with the
SMA connector
• RS-232 interface  

• Possibility to configure
each of the 8 inputs as NO /
NC digital input or analog
input (voltage measurement
in the range of 0 ... 16.56 V)
• Remote update of module
software
• Possibility of autonomous
operation or cooperation
with any alarm control panel
• Possibility of connecting
up to 8 additional sensors
via the 1-wire bus
• Transmission of
measurement data (from
analog inputs and 1-wire
bus) using open protocols:
MQTT, JSON, MODBUS RTU
• External antenna with the
SMA connector
• RS-232 interface
• 4G/3G/2G GSM network
operation  

• Operation status LED
indicator,
• Microswitch as tamper
contact,
• AES encrypted two-way
radio communication in the
868 MHz frequency band,
• Automatic selection of one
of the 4 transmission
channels, allowing
transmission without
interference with other
signals,
• Built-in advanced power
adapter with extended
diagnostics,
• Li-Ion battery 3.7 V /
1800 mAh  

• INTEGRA / INTEGRA
PLUS / VERSA control
panels support
• Monitoring TCP/IP, UDP
• INTEGRA system
supervision with GUARDX
• INTEGRA system
operation via web browser
and mobile phone with
MobileKPD-2, MobileKPD-2
Pro application
• Possibility of event
notification using e-mail
messages (only INTEGRA
Plus - Firmware v1.13)
• Transmission encoding
• Support for DHCP
automatic address
configuration
• Open protocol for systems
integration via the TCP/IP
channel  

...  ...  ...  

• Telephone line monitoring
conversion to TCP/IP
transmission, compatible
with any panel.
• TCP/IP monitoring
triggered from module
inputs.
• Monitoring the status of
inputs, outputs, power
supply, communication, etc.
(to 2 monitoring stations).
• Automatic events
notification via Email
messages
• Remote control of the
outputs and configuration
via web browser.
• Local programming from
PC connected via RS-232. -
ETHM-2 Soft application
• Possibility to upgrade the
firmware
• The ability of use as a
simple alarm control panel
equipped with TCP/IP
communication.
• 512 events buffer
• Transmission encoding
• Simulated telephone line
(analog)
• Battery charge and
maintenance control  

• Reporting events to two
monitoring stations,
• Possibility of monitoring
on two servers of the
monitoring station
• Converting and
retransmitting codes of
events received from the
alarm control panel
(simulation of telephone
monitoring station)
• Notification of events
related to the module and
received from other devices
• 8 addresses for notification
by e-mail
• Possibility to send push
notifications to GX Control
application users
• Capability of storing up to
500 events generated by the
module or received from the
control panel
• 1-Wire bus - support for up
to 8 1-Wire digital
temperature sensors
• Controlling outputs or
bypassing the module inputs
by means of: inputs, GX Soft
program, GX Control
application
• Encrypted communication
via Ethernet
• Work within the Internet
of Things (IoT) - possibility
of integrating the module
with automation systems
and measuring data
acquisition systems
• Free GX Control
application for remote
operation of the module
• Free GX Soft program for
local (USB port) and remote
(Ethernet) configuring of the
module
• Remote update of software
 

• Partitions arming and
disarming with proximity
cards or keyfobs
• Support for 125 kHz
passive transponders
• 3 Programmable partition
arm modes
• 3 LEDs for system state
indication and user interface
display
• Sound signaling
• INTEGRA / VERSA control
panels support  

• Supports up to 4 panels
INT-AVT
• Bi-directional audio
streaming support  

• Bi-directional audio
streaming support
• Intercom button  

• INTEGRA -> v1.13 control
panels support
• Bi-directional
communication
KNX/INTEGRA  

• INTEGRA / VERSA control
panels support
• Voice menu for easy
operation of the alarm
control panel with any
DTMF telephone
• Message recording with
the use of "text-to-speech"
technology or recording with
built-in microphone
• Remote arming/disarming,
output control for "home
automation" devices, system
status checking
• Possibility to 16 messages
recording for voice
messaging  

• Possibility to record up to
32 messages
• Microphone built-in
• Message recording with
the use of "text-to-speech"
technology or recording with
built-in microphone
• dedicate tamper loop input
 

• Spectra SP -> v2.10 / MG
Series -> v2.10 / EVO
control panels support
• Voice menu for easy
operation of the alarm
control panel with any
DTMF telephone
• Remote arming/disarming,
output control for "home
automation" devices, system
status checking
• Notifies a voice message
for any content if there was
an alarm  

Small-sized enclosure of the
module makes it possible to
install it inside detector's
enclosure  

• Bidirectional
communication
• AES-128 data encryption
• Frequency hopping against
jamming for reliable
transmission
• Smart, auto-paring
• Measurement of signal
strength and quality
• Tamper detection -
opening the enclosure
• Low battery level alarm
• LED indication
• ON/OFF button
• Cloud update  

• Bidirectional
communication
• AES-128 data encryption
• Smart, auto-paring
• Finding and connecting
(auto paring) up to 8
detectors with a camera
• Compliance with the Tri-
X/Cam-X protocol
• Tamper protection
(detection of removing from
mounting surface and
enclosure opening)
• LED indication
• Very easy installation  

• Connecting to the device -
on the mainboard
• Support for up to 64
detectors
• Support for up to 4 sirens
• Support for up to 4
wireless keypads
• Support for up to 62
keyfobs
• Encrypted radio
communication in the 433
MHz frequency band
• Up to 6 control functions
available from the keyfob  

• LED indication
• Adjustable interference
detection
• Two transistor outputs (
150 mA, programmable )
• Relay output ( 28 V DC /
5 A, programmable )
• Support for up to 32
keyfobs  

• Two SIM cards support
• Possibility to check the
pre-paid account balance
• Time synchronization with
the NTP server or GSM
network
• SMS, PUSH, e-mail
(INTEGRA Plus) personal
messaging
• Remote control of the
system state via mobile
phone
• User control with
INTEGRA CONTROL - iOS /
Android application
• Monitoring GPRS, SMS
• Cooperation with the
ETHM-1 Plus Ethernet
module allows using the
GSM network as a backup
communication path
• Possibility of using the
SATEL connection setup
service
• Programming control
panels by using DLOADX
(remote connection)
• Supervision of the alarm
system by using GUARDX
(remote connection)
• Connecting to the
INTEGRUM system
• Remote update of module
software
• Class II  

• Two SIM cards support
• Possibility to check the
pre-paid account balance
• Time synchronization with
the NTP server or GSM
network
• SMS, PUSH, e-mail
(INTEGRA Plus) personal
messaging
• Remote control of the
system state via mobile
phone
• User control with
INTEGRA CONTROL - iOS /
Android application
• Monitoring GPRS, SMS
• Cooperation with the
ETHM-1 Plus Ethernet
module allows using the
GSM network as a backup
communication path
• Possibility of using the
SATEL connection setup
service
• Programming control
panels by using DLOADX
(remote connection)
• Supervision of the alarm
system by using GUARDX
(remote connection)
• Connecting to the
INTEGRUM system
• Remote update of module
software
• Class II  

• Digiplex EVO / Spectra SP
/ MG5000 / MG5050 /
MG5075 control panels
support,
• Remote system
management via the Insite
GOLD application,
• Support for DHCP
automatic address
configuration,
• Support for static IP
addresses and P2P
connections,
• Automatic events
notification via Email
messages,
• Email encryption support
(SSL),
• View the current status of
all lines and partitions in the
system,
• Ability to arm and disarm
system partitions,
• Transmission encryption :
MD5, RC4  

Environmental class EN
50130-5  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  II   ...  ...  ...  ...  ...  II   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  II  ...  ...  ...  ...  

Permissible relative
humidity  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  93 % ± 3 %  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

SAP Code  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  302401748   ...  ...  ...  ...  ...  

Transmitter power  ...  ...  ...  ...  • 2 W @ 850 MHz,
• 1 W @ 1800/1900 MHz  

• 2 W @ 850 / 900 MHz
• 1 W @ 1800 / 1900 MHz  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Country of origin  ...  ...  ...  ...  ...  Canada  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  Canada  ...  ...  ...  ...  Canada  ...  ...  ...  

Power supply  

• 12  ... 16 V AC / 300 mA
(power adapter not
included)
• Emergency Power Supply -
Battery max. 7.0 Ah, min.
2.5 Ah (not included)  

• 12  ... 15 V AC / 1.5 A
(power adapter not
included)
• Emergency Power Supply -
Battery max. 7.0 Ah (not
included)  

230 V AC  12 V DC / 70 mA (max)  12 V DC  12 V DC  12 V DC / 275 mA  12 V DC / 520 mA  12 V DC  12 V DC / 220 mA  12 V DC / 220 mA  230 V AC  12 V DC  12 V DC - From the GSM-X
module  

12 V DC - From the GSM-X
module  12 V DC  

16 V AC / 12 V DC -
switching power supply
adapter 1.2A  

12 V DC ± 15 %  12 V DC  12 V DC  ...  12 V DC  12 V DC  12 V DC  ...  ...  12 V DC / 1.5 A (power
adapter included)  100 V ... 240 V AC  12 V DC ± 15 %  12 V DC  12 V DC  12 V DC  

13.8 V DC - Power supply
from alarm control panel via
serial bus  

Current consumption  ...  ...  max. 15 mA  ...  300 mA (operation)
60 mA (Standby mode)  • 100 mA (Standby mode)

• 1200 mA (max)  
...  ...  ...  ...  ...  • 8 mA

• max. 15 mA  max. 80 mA  max. 25 mA  ...  max. 40 mA  max. 450 mA  60 mA, max. 80 mA  65 mA  ...  ...  max. 50 mA  max. 35 mA  ...  max. 35 mA  1.2 mA  ...  max. 200 mA  max. 25 mA  50 mA  < 130 mA (Standby mode)
< 250 mA (operation)  < 130 mA (Standby mode)

< 250 mA (operation)  max. 100 mA  

Operation temp  0  ... 50 °C  0  ... 50 °C  -10 °C ... 55 °C  - 10  ... 55 °C  -20 °C ... 50 °C  0 °C ... 50 °C  - 10  ... 55 °C  -10  ... 55 °C  - 10  ... 55 °C  - 10  ... 55 °C  -10  ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  0 °C ... 45 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 50 °C  -10 °C ... 55 °C  0 °C ... 50 °C  ...  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  0 °C ... 50 °C  ...  ...  ...  

Dimensions  125  x 73 mm - PCB  142  x 73 mm - PCB  126  x 158  x 32 mm  126  x 158  x 32   207  x 74  x 21   97  x 171  x 44   158  x 126  x 46   158  x 126  x 46   80  x 57 mm - PCB  83  x 65  x 24   83  x 65  x 24   126  x 158  x 32 mm  140  x 68 mm  61  x 55 mm  61  x 51 mm  63  x 80  x 18 mm  120  x 68  x 25 mm  83  x 60  x 26 mm  127  x 35  x 21 mm  
• 80  x 57 mm - INT-AV
• 35  x 127  x 21 mm - INT-
AVT module  

35  x 127  x 22 mm  80  x 57 mm  80  x 57 mm  140  x 68 mm  63  x 64 mm  37  x 17  x 8 mm  163  x 163  x 33 mm  150  x 150  x 25 mm  102  x 25  x 5 mm  172  x 154  x 29 mm  80  x 57  x 15 mm  80  x 57  x 15 mm  109  x 30  x 22 mm  

Weight  0.1 kg  0.113 kg  0.27 kg  0.21 kg  0.150 kg  0.202 kg  0.254 kg  0.27 kg  0.04 kg  0.11 kg  0.11 kg  0.27 kg  0.064 kg  0.026 kg  0.03 kg  0.04 kg  0.086 kg  0.08 kg  0.06 kg  0.085 kg (total)  0.04 kg  0.03 kg  0.03 kg  0.09 kg  0.022 kg  0.01 kg  0.31 kg  0.37 kg  0.01 kg  0.232 kg  0.04 kg  0.04 kg  0.04 kg  
Manufacturer / Brand  PRONAL  PRONAL  SATEL  SATEL  PARADOX  PARADOX  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  SATEL  PARADOX  SATEL  DAHUA  Hikvision  SATEL  PARADOX  SATEL  SATEL  PARADOX  
Guarantee  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  2 years  3 years  2 years  2 years  2 years  2 years  2 years  2 years  


