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ACCESS CONTROLLER
WITH TEMPERATURE
MEASUREMENT APTI-
AI70FRTD-V2 4.5 mm -

1080p

ACCESS CONTROLLER
WITH TEMPERATURE
MEASUREMENT APTI-

AI71FRTD 4.5 mm - 1080p

ACCESS CONTROLLER
WITH TEMPERATURE
MEASUREMENT APTI-

AI80FQRTD 4.5 mm - 1080p

PTZ OUTDOOR IP CAMERA
RHEITA-100 Wi-Fi - 1080p

THOMSON

TIME & ATTENDANCE
RECORDER ASA3213G-MW

DAHUA

TIME & ATTENDANCE
RECORDER ASA3213GL-

MW DAHUA

ACCESS CONTROLLER
ASI3213G-MW DAHUA

ACCESS CONTROLLER
WITH TEMPERATURE

MEASUREMENT ASI7213X-
T1 - 1080p DAHUA

DUAL IP CAMERA TC-
C32RN

SPEC:I5/E/Y/QX/2.8MM/V4.2
2 x 1080p 2 x 2.8 mm

TIANDY

IP VANDALPROOF CAMERA BCS-L-DIP22FC-AI2 NightColor - 1080p 3.6 mm IP VANDALPROOF CAMERA BCS-L-DIP24FC-AI2 NightColor - 4 Mpx 3.6 mm IP CAMERA DS-2CD6425G1-30(2.8MM)(8M) - 1080p 2.8 mm
Hikvision

IP VANDALPROOF CAMERA IPC-HDBW5249R-ASE-NI-0360B Full-Color -
1080p 3.6 mm DAHUA

IP VANDALPROOF CAMERA IPC-HDBW5449R-ASE-NI-0360B Full-Color -
4 Mpx 3.6 mm DAHUA

IP CAMERA IPC-HFW5449T-ASE-LED-0360B Full-Color - 4 Mpx 3.6 mm
DAHUA

IP CAMERA IPC-HFW5449T1-ZE-LED-2712 Full-Color - 4 Mpx 2.7 ... 12 mm
DAHUA

IP CAMERA IPC-HUM8531M-V-LED-0360B - 5 Mpx 3.6 mm DAHUA IP CAMERA IPC-PDW3849-A180-E2-AS-PV-0280B PANORAMIC TiOC Full-Color
- 7.6 Mpx 2 X 2.8 mm DAHUA

IP CAMERA IPC-PFW3849S-A180-E2-AS-PV-0280B PANORAMIC TiOC Full-
Color - 7.6 Mpx 2 X 2.8 mm DAHUA

SOLAR IP CAMERA, OUTDOOR SD2A400HB-GN-AGQ-PV-SP-EAU PIR 4G/LTE -
3.7 Mpx 4 mm DAHUA

USB VIDEO CONFERENCE
CAMERA VCS-C4A0 - 1080p

DAHUA

USB WEB CAMERA
HQ-730IPC - 1080p 3.6 mm

IP CAMERA DS-2CD2387G2P-LSU/SL(4MM)(C) PANORAMIC
ColorVu - 7.4 Mpx 2 x 4 mm Hikvision

IP CAMERA DS-2CD2387G2P-LSU/SL(4MM)(C)/BLACK
PANORAMIC ColorVu - 7.4 Mpx 2 x 4 mm Hikvision

IP CAMERA DS-2CD2423G2-I(2.8MM) ACUSENSE - 1080p
Hikvision

IP CAMERA DS-2CD2443G2-I(2MM) ACUSENSE - 4 Mpx
Hikvision

IP CAMERA DS-2CD2483G2-I(2.8MM) ACUSENSE - 8.3 Mpx
Hikvision

IP CAMERA DS-2CD2E43G2-U(2.8MM) ACUSENSE - 4 Mpx
Hikvision

IP CAMERA DS-2CD2T46G2P-ISU/SL(2.8MM)(C) PANORAMIC
ACUSENSE - 4.1 Mpx 2 x 2.8 mm Hikvision

IP CAMERA DS-2CD2T87G2P-LSU/SL(4MM)(C) PANORAMIC
ColorVu - 7.4 Mpx 2 x 4 mm Hikvision

IP CAMERA DS-2CD2T87G2P-LSU/SL(4MM)(C)/BLACK
PANORAMIC ColorVu - 7.4 Mpx 2 x 4 mm Hikvision

SOLAR IP CAMERA, OUTDOOR DS-2XS2T41G1-
ID/4G/C05S07(4MM) 4G/LTE - 3.7 Mpx 4 mm Hikvision

SOLAR IP CAMERA, OUTDOOR DS-2XS2T47G0-
LDH/4G/C18S40(4MM) ColorVu 4G/LTE - 4 Mpx 4 mm Hikvision

ACCESS CONTROLLER
WITH FACE RECOGNITION

DS-K1T341AM-S - 720p
Hikvision

ACCESS CONTROLLER
WITH TEMPERATURE
MEASUREMENT DS-
K1TA70MI-T - 1080p

Hikvision

71.52 EUR
71.52 EUR

57.21 EUR
57.21 EUR

57.21 EUR
57.21 EUR

177.43 EUR
177.43 EUR

476.78 EUR
476.78 EUR

365.45 EUR
365.45 EUR

491.80 EUR
491.80 EUR

3490.04 EUR
3490.04 EUR

131.74 EUR
131.74 EUR

140.24 EUR
140.24 EUR

327.79 EUR
327.79 EUR

548.30 EUR
548.30 EUR

346.86 EUR
346.86 EUR

505.86 EUR
505.86 EUR

576.43 EUR
576.43 EUR

764.28 EUR
764.28 EUR

442.93 EUR
442.93 EUR

526.60 EUR
526.60 EUR

526.60 EUR
526.60 EUR

736.15 EUR
736.15 EUR

320.16 EUR
320.16 EUR

14.07 EUR
14.07 EUR

577.62 EUR
577.62 EUR

606.47 EUR
606.47 EUR

192.14 EUR
192.14 EUR

198.34 EUR
198.34 EUR

265.81 EUR
265.81 EUR

242.68 EUR
242.68 EUR

415.04 EUR
415.04 EUR

684.18 EUR
684.18 EUR

718.27 EUR
718.27 EUR

650.57 EUR
650.57 EUR

2027.51 EUR
2027.51 EUR

476.54 EUR
476.54 EUR

1787.21 EUR
1787.21 EUR

Optical zoom        ...  ...  ...  ...    ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Sensor  
1/2.8 " SONY Starvis™ Back-
illuminated CMOS
1/5 " GC2145  

1/2.8 " SONY Starvis™ Back-
illuminated CMOS
1/5 " GC2145  

1/2.9 " GC2093
1/2.9 " GC2053  

...  CMOS  CMOS  CMOS  1/2.8 " CMOS  2  x 1/3 " Progressive Scan
CMOS  

1/2.8 " Progressive Scan CMOS  1/1.8 " Progressive Scan CMOS  1/2.8 " Progressive Scan CMOS  1/2.8 " Progressive Scan CMOS  1/1.8 " Progressive Scan CMOS  1/1.8 " Progressive Scan CMOS  1/1.8 " Progressive Scan CMOS  1/2.7 " Progressive Scan CMOS  2 x 1/2.8 " Progressive Scan CMOS  2 x 1/2.8 " Progressive Scan CMOS  1/2.8 " Progressive Scan CMOS Progressive Scan CMOS  1/2.8 " CMOS  1/2.9 " Progressive Scan
CMOS  2  x 1/1.8 " Progressive Scan CMOS  2  x 1/1.8 " Progressive Scan CMOS  1/2.8 " Progressive Scan CMOS  1/3 " Progressive Scan CMOS  1/2.8 " Progressive Scan CMOS  1/3 "

Progressive Scan CMOS  2  x 1/2.5 " Progressive Scan CMOS  
2  x 1/1.8 "
Progressive Scan CMOS  2  x 1/1.8 "

Progressive Scan CMOS  1/3 " Progressive Scan CMOS  1/1.8 " Progressive Scan CMOS  CMOS  
CMOS
Uncooled VOx
microbolometer  

Matrix size  2.1 Mpx
2 Mpx  

2.1 Mpx
2 Mpx  

2.1 Mpx
2 Mpx  2.1 Mpx  2 Mpx  2 Mpx  2 Mpx  2.1 Mpx

120 x 90 px  
...  2 Mpx  4 Mpx  2.1 Mpx  2 Mpx  4 Mpx  4 Mpx  4 Mpx  5 Mpx  2 x 4 Mpx  2 x 4 Mpx  4 Mpx  2.1 Mpx  2.1 Mpx  2  x 3.7 Mpx - 8 Mpx (total)  2  x 3.7 Mpx - 8 Mpx (total)  2.1 Mpx  4 Mpx  8.3 Mpx  4 Mpx  2  x 2 Mpx - 4.1 Mpx (total)  2  x 3.7 Mpx - 8 Mpx (total)  2  x 3.7 Mpx - 8 Mpx (total)  4 Mpx  4 Mpx  2 Mpx  2.1 Mpx

120 x 160 px  

Pixel pitch  1.75 µm  1.75 µm  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Cards support  ...  ...  13.56 MHz S50  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  13.56 MHz S50  13.56 MHz S50  
Reading distance of prox-
keys  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ~ 5 cm  

Keyboard built-in  ...  ...    ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Doorbell button  ...  ...    ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Scanning system  Progressive  Progressive  Progressive  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  Progressive  Progressive  ...  ...  ...  ...  ...  Progressive  Progressive  Progressive  ...  ...  ...  ...  ...  Progressive  Progressive  ...  ...  ...  Progressive  

Resolution  1920 x 1080  - 1080p
800 x 600  - 0.48 Mpx  

1920 x 1080  - 1080p
800 x 600  - 0.48 Mpx  

1920 x 1080  - 1080p
1280 x 720  - 720p
640 x 480 px  1920 x 1080  - 1080p  1920 x 1080  - 1080p  1920 x 1080  - 1080p  1920 x 1080  - 1080p  1920 x 1080  - 1080p

120 x 90 px  2  x 1920 x 1080  - 1080p  
1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx ,
1280 x 720  - 720p  

2688 x 1520  - 4 Mpx ,
2560 x 1440  - 3.7 Mpx ,
2304 x 1296  - 3 Mpx ,
1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx ,
1280 x 720  - 720p  

1920 x 1080  - 1080p ,
1280 x 720  - 720p
640 x 480  - VGA ,
640 x 360  ,
320 x 240  - QVGA  

1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx ,
1280 x 720  - 720p  

2688 x 1520  - 4 Mpx ,
2560 x 1440  - 3.7 Mpx ,
2304 x 1296  - 3 Mpx ,
1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx ,
1280 x 720  - 720p  

2688 x 1520  - 4 Mpx ,
2560 x 1440  - 3.7 Mpx ,
2304 x 1296  - 3 Mpx ,
1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx ,
1280 x 720  - 720p  

2688 x 1520  - 4 Mpx ,
2560 x 1440  - 3.7 Mpx ,
2304 x 1296  - 3 Mpx ,
1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx ,
1280 x 720  - 720p  

2560 x 1920  - 5 Mpx ,
2688 x 1520  - 4 Mpx ,
2560 x 1440  - 3.7 Mpx ,
2304 x 1296  - 3 Mpx ,
1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx
1280 x 720  - 720p  

4096 x 1860  - 7.6 Mpx ,
3632 x 1632  - 6 Mpx ,
3040 x 1368  - 4.1 Mpx ,
1200 x 530  - 0.6 Mpx ,
1920 x 860  - 1.6 Mpx ,
960 x 432  - 0.4 Mpx  

4096 x 1860  - 7.6 Mpx ,
3632 x 1632  - 6 Mpx ,
3040 x 1368  - 4.1 Mpx ,
1200 x 530  - 0.6 Mpx ,
1920 x 860  - 1.6 Mpx ,
960 x 432  - 0.4 Mpx  

2560 x 1440  - 3.7 Mpx ,
1920 x 1080  - 1080p ,
1280 x 960  - 1.3 Mpx ,
1280 x 720  - 720p  

1920 x 1080  - 1080p  
1920 x 1080  - 1080p ,
1920 x 720  ,
640 x 360   5120 x 1440  - 7.4 Mpx  5120 x 1440  - 7.4 Mpx  1920 x 1080  - 1080p ,

1280 x 720  - 720p  
2688 x 1520  - 4 Mpx ,
1920 x 1080  - 1080p ,
1280 x 720  - 720p  

3840 x 2160  - 8.3 Mpx ,
3200 x 1800  - 5.7 Mpx ,
2688 x 1520  - 4 Mpx ,
1920 x 1080  - 1080p ,
1280 x 720  - 720p  

2688 x 1520  - 4 Mpx ,
1920 x 1080  - 1080p ,
1280 x 720  - 720p  

3140 x 1368  - 4.1 Mpx  5120 x 1440  - 7.4 Mpx  5120 x 1440  - 7.4 Mpx  
2560 x 1440  - 3.7 Mpx ,
1920 x 1080  - 1080p ,
1280 x 720  - 720p  

2688 x 1520  - 4 Mpx ,
1920 x 1080  - 1080p ,
1280 x 720  - 720p  

1280 x 720  - 720p  1920 x 1080  - 1080p  

Memory  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

• Memory of 1500 face
templates
• Memory of 1500 RFID
cards
• Non-volatile log buffer of
the last 150 000 events  

Memory of 6000 face
templates
Memory of 6000 RFID cards
Non-volatile log buffer of the
last 100 000 events  

Lens  4.5 mm 2.4 mm  4.5 mm 2.4 mm  4.5 mm 4.5 mm  ...  ...  ...  ...  ...  2  x 2.8 mm  3.6 mm  3.6 mm  2.8 mm, F2.0  3.6 mm  3.6 mm  3.6 mm  2.7  ... 12 mm  3.6 mm  2 x 2.8 mm  2 x 2.8 mm  4 mm  ...  3.6 mm  2  x 4 mm  2  x 4 mm  2.8 mm  2 mm  2.8 mm  2.8 mm  2  x 2.8 mm  2  x 4 mm  2  x 4 mm  4 mm  4 mm F1.0  ...  ...  

Horizontal rotation range  ...  ...  ...  270 ° - Rotation of the head
is limited by stops  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  0 ° ... 345 ° - Rotation of the head is limited by stops  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Interface  ...  ...  USB, RS-232 TTL  ...  ...  ...  ...  ...  10/100 Base-T (RJ-45)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  USB 2.0  USB 2.0  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Vertical rotation range  ...  ...  ...  
0 ° ... 40 ° - Manual
adjustment, no possibility of
remote control of the head
tilt  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  0 ° ... 80 °  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

IR illuminator  ...  ...  ...  ...        ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...      
Maximum background
illumination  ...  ...  100 000 Lux  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

LED illuminator  ...  ...  ...  ...        ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...      

RFID proximity reader built-
in  ...  ...  ...  ...  

• 13.56 MHz S50
• Memory of 500 RFID cards
 

• 13.56 MHz S50
• Memory of 500 RFID cards
 

• 13.56 MHz S50
• Memory of 1500 RFID
cards  

13.56 MHz S50  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

View angle  68 °
70 °  68 °

70 °  
66 °
66 °
90 °  

75 °  ...  ...  ...  50 °  94 ° for single camera  
• 88 ° (manufacturer data)
• 83 ° (our tests result)  

• 93 ° (manufacturer data)
• 90 ° (our tests result)  

• 108 ° (manufacturer data)
• 104 ° (our tests result)  

• 88 ° (manufacturer data)
• 85 ° (our tests result)  

• 93 ° (manufacturer data)
• 88 ° (our tests result)  

• 95 ° (manufacturer data)
• 90 ° (our tests result)  

• 115 ° ... 48 ° (manufacturer data)
• 111 ° ... 49 ° (our tests result)  79 °  • 180 ° (manufacturer data)

• 180 ° (our tests result)  
• 180 ° (manufacturer data)
• 180 ° (our tests result)  84 ° (manufacturer data)  120 °  85 °  180 ° (horizontal)

44 ° (vertical)  180 ° (horizontal)
44 ° (vertical)  109 °  128 °  108 °  103 °  180 ° (horizontal)

44 ° (vertical)  
180 ° (horizontal)
44 ° (vertical)  

180 ° (horizontal)
44 ° (vertical)  

• 79 ° (manufacturer data)
• 76 ° (our tests result)  

• 95 ° (manufacturer data)
• 94 ° (our tests result)  ...  ...  

Possibilities of adjustment  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  Solar Panel : -30 ° ... 30 ° (horizontal) ; -45  ... 45 (vertical)  • Camera : 0 ° ... 360 ° (horizontal) ; -60 ° ... 0 ° (vertical)
• Solar Panel : 0 ° ... 358 ° (horizontal) ; -40  ... 40 (vertical)  ...  ...  

Access from PC  ...  ...  ...  ...  ...  ...  ...  ...  
Port no.: 3000 or access by a
cloud (P2P) - PC: Free
application Easy7 Smart
Client Express  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Rotation speed (manual
control)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  • 0.1 °/s ... 74 °/s (horizontal)

• 0.1 °/s ... 36 °/s (vertical)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

S/N ratio  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  > 56 dB  > 56 dB  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
USB  ...  ...  ...  ...  1 x USB 2.0  1 x USB 2.0  1 x USB 2.0  2 x USB 2.0  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Preset rotation speed  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  • 62 °/s (horizontal)
• 36 °/s (vertical)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Min. illumination  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  0.002 Lux @ F1.2, AGC  ...  ...  0.0005 Lux / F1.0  0.0005 Lux / F1.0  
• 0.02 Lux @ F2.0 / 30IRE (color),
• 0.0002 Lux @ F2.0 / 30IRE (B/W)
• 0 Lux @ LED  

0.005 Lux / F1.0 (color)  0.005 Lux / F1.0 (color)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Relay output  ...  NO, NC  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Bitrate  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  32  ... 8192 kbps - H.264
19  ... 8192 kbps - H.265  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

RS-232 interface  ...  ...  ...  ...          ...  ...  ...    ...  ...  ...  ...    ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

QR codes reading  ...  ...  

• 1D : EAN, UPC, Code 39,
Code 93, Code 128,
UCC/EAN 128, Codabar,
Interleaved 2 of 5 (ITF),
ITF-6, ITF-14, ISBN, ISSN,
MSI-Plessey, GS1 Databar,
Code 11, Industrial 25,
Standard 25, Plessey, Matrix
2 of 5
• 2D : QR Code, Data
Matrix, PDF417, Aztec  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Image compression method  ...  ...  ...  Smart H.264  ...  ...  ...  ...  S+265 / H.265 / H.264  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / H.264H / H.264B / MJPEG  AI H.265 / H.265+ / AI H.264 / H.264+  AI H.265 / H.265+ / AI H.264 / H.264+  H.265+ / H.265 / H.264+ / H.264 / MJPEG  MJPEG  H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  H.265+ / H.265 / H.264+ / H.264 / MJPEG  ...  ...  
RS-485      ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...    

Main stream frame rate  ...  ...  ...  25 fps @ 1080p  ...  ...  ...  ...  25 fps @ 2.1 Mpx  25 fps @ 1080p  25 fps @ 4 Mpx  25 fps @ 1080p  25 fps @ 1080p  25 fps @ 4 Mpx  25 fps @ 4 Mpx  25 fps @ 4 Mpx  25 fps @ 5 Mpx  20 fps @ 7.6 Mpx  20 fps @ 7.6 Mpx  25 fps @ 4 Mpx  ...  25 fps @ 1080p  20 fps @ 7.4 Mpx  20 fps @ 7.4 Mpx  25 fps @ 1080p  25 fps @ 4 Mpx  12.5 fps @ 8.3 Mpx
25 fps @ 4 Mpx  25 fps @ 4 Mpx  25 fps @ 4.1 Mpx  20 fps @ 7.4 Mpx  20 fps @ 7.4 Mpx  12.5 fps @ 3.7 Mpx  12.5 fps @ 4 Mpx  ...  ...  

Mechanical protection class
 ...  ...  ...  ...  ...  ...  ...  ...    ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Reading distance  ...  ...  

• EAN13 (13 mm) : 30 ...
140 mm
• Code 39 (5 mm) : 30 ...
50 mm
• QR Code (20 mm) : 35 ...
120 mm
• Data Matrix (10 mm) : 30
... 70 mm
• PDF417 (6.67 mm) : 30 ...
80 mm  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Minimal contrast  ...  ...  25 %  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Standard  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  USB  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  TCP/IP  
Range of IR illumination  5 m  5 m  5 m  25 m  ...  ...  ...  5 m  50 m  ...  ...  ...  ...  ...  ...  ...  ...  25 m  25 m  30 m  ...  ...  ...  ...  10 m  10 m  10 m    40 m  ...  ...  30 m    ...  ...  
White light LED illuminator
range  5 m  5 m  5 m  ...  ...  ...  ...  5 m  ...  ...  ...  ...  ...  ...  60 m  70 m  0.5 m  20 m  20 m  30 m  ...  ...  30 m  30 m  ...  ...  ...  ...  ...  40 m  40 m  ...  max. 30 m  ...  ...  

Temperature measurement        ...          ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...    
Temperature measurement
range  35 °C ... 42 °C  35 °C ... 42 °C  35.7 °C ... 42 °C  ...        30 °C ... 50 °C  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  30 °C ... 45 °C  

Accuracy of temperature
measurement  ± 0.3 °C  ± 0.3 °C  ± 0.3 °C  ...        ± 0.1 °C  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ± 0.5 °C  

Temperature measurement
distance  

0.5 m ... 1.3 m
optimal distance : 0.75 m  

0.5 m ... 1.3 m
optimal distance : 0.75 m  0.7 m ... 1.2 m  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  0.3  ... 1.8 m  

Face recognition distance  0.5 m ... 1.5 m (max 30 000
faces in the database)  

0.5 m ... 2.3 m (max 30 000
faces in the database)  

0.5 m ... 2.0 m (max 30 000
faces in the database)  ...  0.3 m ... 1.5 m (max 500

faces in the database)  
0.3 m ... 1.5 m (max 500
faces in the database)  

0.3 m ... 1.5 m (max 1500
faces in the database)  

0.3 m ... 1.8 m (max 100 000
faces in the database)  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  0.3 m ... 1.5 m  0.3 m ... 1.8 m  

Internal memory  Support storage of 25 000
records  

Support storage of 25 000
records  

Support storage of 50 000
records  ...  Support storage of 150 000

records  
Support storage of 150 000
records  

Support storage of 150 000
records  

Support storage of 300 000
records  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Video output        ...          ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...      
RS-485 interface        ...                Half Duplex, Pelco-P, Pelco-D, Hikvision                ...  ...  ...                    ...  ...      
Wiegand interface        ...          ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Alarm inputs / outputs  
0 / 2  ( bolt control, signaling
of exceeding the
temperature )  

0 / 2  ( bolt control, signaling
of exceeding the
temperature )  

0 / 1   ...  1 / 1  - Relay outputs  1 / 1  - Relay outputs  1 / 1  - Relay outputs  2 / 2  - Relay outputs    1 / 1   1 / 1   1 / 1   1 / 1   1 / 1   1 / 1   1 / 1     1 / 1   1 / 1   ...      1 / 1   1 / 1           1 / 1   1 / 1   1 / 1   ...  ...    2 / 1   

Audio  Speaker built-in  Speaker built-in  Speaker built-in  

• Microphone built-in,
• Speaker built-in,
• Audio transmission via
network,
• Bi-directional audio
streaming support  

Voice message  Voice message  Voice message  Speaker built-in  
• Microphone built-in
• Audio transmission via
network  

• External microphone input
• Audio output
• Bi-directional audio streaming support
• Audio detection  

• External microphone input
• Audio output
• Bi-directional audio streaming support
• Audio detection  

• Audio input
• Audio output
• Bi-directional audio streaming support
• Audio detection
• Noise reduction  

• External microphone input
• Audio output
• Bi-directional audio streaming support
• Audio detection  

• External microphone input
• Audio output
• Bi-directional audio streaming support
• Audio detection  

• Microphone built-in
• External microphone input
• Audio output
• Bi-directional audio streaming support
• Audio detection  

• Microphone built-in
• External microphone input
• Audio output
• Speaker built-in
• Bi-directional audio streaming support
• Audio detection  

• Microphone built-in,
• Audio detection  

• Microphone built-in,
• External microphone input,
• Speaker built-in
• Audio output
• Bi-directional audio streaming support
• Audio detection
• Compliance with the AAC standard  

• Microphone built-in,
• External microphone input,
• Speaker built-in
• Audio output
• Bi-directional audio streaming support
• Audio detection
• Compliance with the AAC standard  

• Microphone built-in,
• Speaker built-in - Alarm siren,
• Audio transmission via network,
• Bi-directional audio streaming support,
• Noise reduction,
• Alarm signaling,
• Compliance with the AAC standard  

• Microphone built-in, omni-
directional,
• Noise and echo reduction
• Effective range of voice
reception - 3 m
• Speaker built-in,
Bandwidth 300 Hz ... 22 kHz
• Bi-directional audio
streaming support  

Microphone built-in - Noise
and echo reduction  

• Microphone built-in
• External microphone input
• Audio output
• Bi-directional audio streaming support
• Digital Noise Reduction  

• Microphone built-in
• External microphone input
• Audio output
• Bi-directional audio streaming support
• Digital Noise Reduction  

• Microphone built-in,
• Speaker built-in,
• Bi-directional audio streaming support
• Compliance with the AAC standard,
• Noise suppression and echo cancellation  

• Microphone built-in,
• Speaker built-in,
• Bi-directional audio streaming support
• Compliance with the AAC standard,
• Noise suppression and echo cancellation  

• Microphone built-in,
• Speaker built-in,
• Bi-directional audio streaming support
• Compliance with the AAC standard,
• Noise suppression and echo cancellation  

Microphone built-in  

• Microphone built-in,
• External microphone input
• Audio output
• Bi-directional audio streaming support
• Digital Noise Reduction  

• Microphone built-in
• External microphone input
• Audio output
• Bi-directional audio streaming support
• Digital Noise Reduction  

• Microphone built-in
• External microphone input
• Audio output
• Bi-directional audio streaming support
• Digital Noise Reduction  

• Microphone built-in,
• Speaker built-in,
• Audio transmission via network,
• Bi-directional audio streaming support,
• Noise reduction,
• Alarm signaling,
• Compliance with the AAC standard  

• Microphone built-in,
• Speaker built-in - Alarm siren,
• Audio transmission via network,
• Bi-directional audio streaming support,
• Noise reduction,
• Alarm signaling  

Speaker built-in  Speaker built-in  

Max. number of on-line
users  20   20   ...  ...  ...  ...  ...  ...  2   20   20   15   20   20   20   20   20   20   20   20   ...  ...  6   6   ...  ...  ...  6   6   6   6   6   6   ...  ...  

Network interface  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  Wi-Fi - IEEE 802.11 b/g/n  1 x 10/100 Base-T (RJ-45)  1 x 10/100 Base-T (RJ-45)  1 x 10/100 Base-T (RJ-45)  
• 1 x 10/100 Base-T (RJ-45)
• 1 x 10/100/1000 Base-T
(RJ-45)  

...  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  • 4G LTE
• RJ-45 - 10/100 Mb/s  ...  ...  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  10/100 Base-T (RJ-45)  

• RJ-45 - 10/100 Mb/s, Ethernet
• 4G LTE - The microSIM cards support, Uplink / Downlink : 50 /
150 Mbps  

RJ-45 - 10/100 Mb/s  10/100/1000 Mbps (RJ-45)  10/100/1000 Base-T (RJ-45)  

Memory card slot        
Micro SD memory cards up
to 128GB support (possible
local recording)  

          Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local
recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 256GB support (possible local recording)  Micro SD memory cards up to 512GB support (possible local recording)      Micro SD memory cards up to 256GB support (possible local

recording)  
Micro SD memory cards up to 256GB support (possible local
recording)  

Micro SD memory cards up to 512GB support (possible local
recording)  

Micro SD memory cards up to 512GB support (possible local
recording)  

Micro SD memory cards up to 512GB support (possible local
recording)  

Micro SD memory cards up to 512GB support (possible local
recording)  

Micro SD memory cards up to 512GB support (possible local
recording)  

Micro SD memory cards up to 256GB support (possible local
recording)  

Micro SD memory cards up to 256GB support (possible local
recording)  

Micro SD memory cards up to 256GB support (possible local
recording)  

Micro SD memory cards up to 256GB support (possible local
recording)      

Network protocols  IPv4, HTTP, HTTPS, TCP/IP  IPv4, HTTP, HTTPS, TCP/IP  IPv4, TCP/IP, HTTP, MQTT,
RTSP, SMTP, NTP  TCP/IP, P2P  IPv4, RTSP, RTP, TCP, UDP,

P2P  
IPv4, RTSP, RTP, TCP, UDP,
P2P  

IPv4, RTSP, RTP, TCP, UDP,
P2P  

IPv4, RTSP, RTP, TCP, UDP,
P2P  ...  

IPv4/IPv6, HTTP, HTTPS, TCP, UDP, ARP, RTP, RTSP, RTCP, RTMP, SMTP,
FTP, SFTP, DHCP, DNS, DDNS, QoS, UPnP, NTP, Multicast, ICMP, IGMP, NFS,
SAMBA, PPPoE, IEEE 802.1x, SNMP  

IPv4/IPv6, HTTP, HTTPS, TCP, UDP, ARP, RTP, RTSP, RTCP, RTMP, SMTP,
FTP, SFTP, DHCP, DNS, DDNS, QoS, UPnP, NTP, Multicast, ICMP, IGMP, NFS,
SAMBA, PPPoE, IEEE 802.1x, SNMP  

TCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP,
RTSP, RTCP, NTP, UPnP, SMTP, SNMP, IGMP, IEEE 802.1x,
QoS, IPv6, UDP, Bonjour, SSL / TLS  

IPv4/IPv6, HTTP, HTTPS, TCP, UDP, ARP, RTP, RTSP, RTCP, RTMP, SMTP,
FTP, SFTP, DHCP, DNS, DDNS, QoS, UPnP, NTP, Multicast, ICMP, IGMP, NFS,
SAMBA, PPPoE, IEEE 802.1x, SNMP  

IPv4/IPv6, HTTP, HTTPS, TCP, UDP, ARP, RTP, RTSP, RTCP, RTMP, SMTP,
FTP, SFTP, DHCP, DNS, DDNS, QoS, UPnP, NTP, Multicast, ICMP, IGMP, NFS,
PPPoE, IEEE 802.1x, SNMP  

IPv4/IPv6, HTTP, HTTPS, TCP, UDP, ARP, RTP, RTSP, RTCP, RTMP, SMTP,
FTP, SFTP, DHCP, DNS, DDNS, QoS, UPnP, NTP, Multicast, ICMP, IGMP, NFS,
SAMBA, PPPoE, IEEE 802.1x, SNMP  

IPv4/IPv6, HTTP, HTTPS, TCP, UDP, ARP, RTP, RTSP, RTCP, RTMP, SMTP,
FTP, SFTP, DHCP, DNS, DDNS, QoS, UPnP, NTP, Multicast, ICMP, IGMP, NFS,
SAMBA, PPPoE, IEEE 802.1x, SNMP  

IPv4/IPv6, HTTP, TCP, UDP, ARP, RTP, RTSP, RTCP, RTMP, SMTP, FTP, SFTP,
DHCP, DNS, DDNS, QoS, UPnP, NTP, Multicast, ICMP, IGMP, NFS, PPPoE  ...  ...  

HTTP, HTTPS, TCP/IP, IPv4/IPv6, RTSP, UDP, SMTP, NTP, DHCP, DNS, DDNS,
IEEE 802.1x, SSL, QoS, FTP, UPnP, ICMP, SNMP, IGMP, ARP, RTCP, RTP,
PPPoE, RTMP, Bonjour, SMB, NFS  

...  UVC, UVA  
TCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP,
RTSP, NTP, UPnP, SMTP, IGMP, IEEE 802.1x, QoS, IPv6, UDP,
Bonjour, SSL / TLS, PPPoE, SNMP, WebSocket, WebSockets  

...  ...  ...  ...  ...  ...  
TCP/IP, ICMP, HTTP, HTTPS, FTP, DHCP, DNS, DDNS, RTP,
RTSP, NTP, UPnP, SMTP, IGMP, IEEE 802.1x, QoS, IPv6, UDP,
Bonjour, SSL / TLS, PPPoE, SNMP, WebSocket, WebSockets  

...  ...  
TCP/IP, ICMP, DHCP, HTTP, FTP, DHCP, DNS, DDNS, RTP,
RTSP, RTCP, NTP, UPnP, SMTP, IGMP, QoS, IPv6, UDP, Bonjour,
SSL / TLS, SNMP, HTTPS, IEEE 802.1x, ONVIF  

TCP/IP, ISUP, ISAPI  TCP/IP  

WEB Server  Built-in  Built-in  Built-in    Built-in  Built-in  Built-in  Built-in  Built-in  Built-in  Built-in    Built-in  Built-in  Built-in  Built-in    Built-in  Built-in  Built-in  ...  ...  Built-in  Built-in  ...  ...  ...  Built-in  Built-in  Built-in  Built-in  Built-in  Built-in  Built-in    
ONVIF                    20.06   20.06     18.12   18.06   20.12   20.12   21.12   22.12   22.12   21.12   ...  ...                            

Mobile phones support  ...  ...  ...  

Access by a cloud (P2P)
• The At Home Security free
application on Android
• The At home Security free
application on iOS  

...  ...  ...  ...  

Port no.: 3000 or access by a
cloud (P2P)
• Android: Free application
EasyLive Plus
• iOS (iPhone): Free
application EasyLive Plus  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application BCS Manager
• iOS (iPhone): Free application BCS Manager  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application BCS Manager
• iOS (iPhone): Free application BCS Manager  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

Port no.: 37777 or access by a cloud (P2P)
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

Port 37777
• Android: Free application DMSS
• iOS (iPhone): Free application DMSS  

...  ...  
Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

Port no.: 8000 or access by a cloud (P2P)
• Android: Free application Hik-Connect
• iOS: Free application Hik-Connect  

...  ...  

Default IP address  DHCP / 192.168.1.88   DHCP / 192.168.1.88   DHCP / 192.168.1.88   DHCP  192.168.1.108   192.168.1.108   192.168.1.108   192.168.1.108   192.168.1.2   192.168.1.108   192.168.1.108   192.168.1.64   192.168.1.108   192.168.1.108   192.168.1.108   192.168.1.108   192.168.1.108   192.168.1.108   192.168.1.108   192.168.1.108   ...  ...  192.168.1.64   192.168.1.64   DHCP or 192.168.1.64   DHCP or 192.168.1.64   DHCP or 192.168.1.64   192.168.1.64   192.168.1.64   192.168.1.64   192.168.1.64   192.168.1.64   192.168.1.64   192.168.1.64   192.168.1.64   

Default admin user /
password  admin / 12345  admin / 12345  admin / 12345  ...  

admin / -
The administrator password
should be set at the first
start  

admin / -
The administrator password
should be set at the first
start  

admin / -
The administrator password
should be set at the first
start  

admin / -
The administrator password
should be set at the first
start  

admin / -
The administrator password
should be set at the first
start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

...  ...  admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  

admin / -
The administrator password should be set at the first start  admin / -  admin / -  

admin / -
The administrator password
should be set at the first
start  

admin / -
The administrator password
should be set at the first
start  

Web browser access ports  7080   7080   80     80, 37777   80, 37777   80, 37777   80, 37777   80, 443, 3000, 3001, 3002,
23002   80, 37777   80, 37777   80   80, 37777   80, 37777   80, 37777   80, 37777   80, 37777   80, 37777   80, 37777   80, 37777   ...  ...  80   80   80   80   80   80   80   80   80   80   80   80   ...  

PC client access ports  7080   7080   80     37777   37777   37777   37777   3000, 3001   37777   37777   Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

37777   37777   37777   37777   37777   37777   37777   37777   ...  ...  Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

Port no.: 8000 or access by a cloud (P2P)
iVMS-4200 application  Port no.: 8000 or access by a cloud (P2P)

iVMS-4200 application  
Port no.: 8000 or access by a cloud (P2P)
iVMS-4200 application  

Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 

Port no.: 8000 or access by a cloud (P2P) - iVMS-4200 application
 port 8000  port 8000  

Montage hole diameter  33 mm  ...  35 mm  ...  ...  ...  ...  37 mm  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Mobile client access ports  ...  ...  ...    ...  ...  ...  ...  3000, 3001   37777   37777   8000   37777   37777   37777   37777   37777   37777   37777   37777   ...  ...  8000   8000   8000   8000   8000   8000   8000   8000   8000   8000   8000   ...  ...  
Length of the cable  64 cm  64 cm  65 cm  ...  ...  ...  ...  ...  ...  ...  ...  8 m  ...  ...  ...  ...  ...  ...  ...  ...  1.5  + 1.8 m USB  1.6 m  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Port ONVIF  ...  ...  ...    ...  ...  ...  ...  80   80   80   80   80   80   80   80   80   80   80   80   ...  ...  80   80   80   80   80   80   80   80   80   80   80   ...  ...  

https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai71frtd-4-5-mm-1080p_l2_p16848.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai71frtd-4-5-mm-1080p_l2_p16848.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai71frtd-4-5-mm-1080p_l2_p16848.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai71frtd-4-5-mm-1080p_l2_p16848.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai71frtd-4-5-mm-1080p_l2_p16848.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai71frtd-4-5-mm-1080p_l2_p16848.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai80fqrtd-4-5-mm-1080p_l2_p18248.html
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https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-ds-k1ta70mi-t-1080p-hikvision_l2_p16884.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-ds-k1ta70mi-t-1080p-hikvision_l2_p16884.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai70frtd-v2-4-5-mm-1080p_l2_p16973.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai71frtd-4-5-mm-1080p_l2_p16848.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-apti-ai80fqrtd-4-5-mm-1080p_l2_p18248.html
https://sklep.delta.poznan.pl/ptz-outdoor-ip-camera-rheita-100-wi-fi-1080p-thomson_l2_p18943.html
https://sklep.delta.poznan.pl/time-attendance-recorder-asa3213g-mw-dahua_l2_p17373.html
https://sklep.delta.poznan.pl/time-attendance-recorder-asa3213gl-mw-dahua_l2_p17986.html
https://sklep.delta.poznan.pl/access-controller-asi3213g-mw-dahua_l2_p17987.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-asi7213x-t1-1080p-dahua_l2_p16433.html
https://sklep.delta.poznan.pl/dual-ip-camera-tc-c32rn-speci5eyqx2-8mmv4-2-2-x-1080p-2-x-2-8-mm-tiandy_l2_p22980.html
https://sklep.delta.poznan.pl/ip-vandalproof-camera-bcs-l-dip22fc-ai2-nightcolor-1080p-3-6-mm_l2_p18083.html
https://sklep.delta.poznan.pl/ip-vandalproof-camera-bcs-l-dip24fc-ai2-nightcolor-4-mpx-3-6-mm_l2_p18087.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd6425g1-302-8mm8m-1080p-2-8-mm-hikvision_l2_p18954.html
https://sklep.delta.poznan.pl/ip-vandalproof-camera-ipc-hdbw5249r-ase-ni-0360b-full-color-1080p-3-6-mm-dahua_l2_p16495.html
https://sklep.delta.poznan.pl/ip-vandalproof-camera-ipc-hdbw5449r-ase-ni-0360b-full-color-4-mpx-3-6-mm-dahua_l2_p16322.html
https://sklep.delta.poznan.pl/ip-camera-ipc-hfw5449t-ase-led-0360b-full-color-4-mpx-3-6-mm-dahua_l2_p18522.html
https://sklep.delta.poznan.pl/ip-camera-ipc-hfw5449t1-ze-led-2712-full-color-4-mpx-2-7-12-mm-dahua_l2_p18523.html
https://sklep.delta.poznan.pl/ip-camera-ipc-hum8531m-v-led-0360b-5-mpx-3-6-mm-dahua_l2_p19851.html
https://sklep.delta.poznan.pl/ip-camera-ipc-pdw3849-a180-e2-as-pv-0280b-panoramic-tioc-full-color-7-6-mpx-2-x-2-8-mm-dahua_l2_p21416.html
https://sklep.delta.poznan.pl/ip-camera-ipc-pfw3849s-a180-e2-as-pv-0280b-panoramic-tioc-full-color-7-6-mpx-2-x-2-8-mm-dahua_l2_p21692.html
https://sklep.delta.poznan.pl/solar-ip-camera-outdoor-sd2a400hb-gn-agq-pv-sp-eau-pir-4glte-3-7-mpx-4-mm-dahua_l2_p20705.html
https://sklep.delta.poznan.pl/usb-video-conference-camera-vcs-c4a0-1080p-dahua_l2_p18735.html
https://sklep.delta.poznan.pl/usb-web-camera-hq-730ipc-1080p-3-6-mm_l2_p16726.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2387g2p-lsusl4mmc-panoramic-colorvu-7-4-mpx-2-x-4-mm-hikvision_l2_p18984.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2387g2p-lsusl4mmcblack-panoramic-colorvu-7-4-mpx-2-x-4-mm-hikvision_l2_p21185.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2423g2-i2-8mm-acusense-1080p-hikvision_l2_p22825.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2443g2-i2mm-acusense-4-mpx-hikvision_l2_p22826.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2483g2-i2-8mm-acusense-8-3-mpx-hikvision_l2_p22827.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2e43g2-u2-8mm-acusense-4-mpx-hikvision_l2_p22719.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2t46g2p-isusl2-8mmc-panoramic-acusense-4-1-mpx-2-x-2-8-mm-hikvision_l2_p22720.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2t87g2p-lsusl4mmc-panoramic-colorvu-7-4-mpx-2-x-4-mm-hikvision_l2_p18986.html
https://sklep.delta.poznan.pl/ip-camera-ds-2cd2t87g2p-lsusl4mmcblack-panoramic-colorvu-7-4-mpx-2-x-4-mm-hikvision_l2_p21181.html
https://sklep.delta.poznan.pl/solar-ip-camera-outdoor-ds-2xs2t41g1-id4gc05s074mm-4glte-3-7-mpx-4-mm-hikvision_l2_p21179.html
https://sklep.delta.poznan.pl/solar-ip-camera-outdoor-ds-2xs2t47g0-ldh4gc18s404mm-colorvu-4glte-4-mpx-4-mm-hikvision_l2_p18685.html
https://sklep.delta.poznan.pl/access-controller-with-face-recognition-ds-k1t341am-s-720p-hikvision_l2_p21015.html
https://sklep.delta.poznan.pl/access-controller-with-temperature-measurement-ds-k1ta70mi-t-1080p-hikvision_l2_p16884.html
https://help.tiandycloud.com/software.html?page=Easy7%20Smart&id=2002
https://help.tiandycloud.com/software.html?page=Easy7%20Smart&id=2002
https://play.google.com/store/apps/details?id=com.thomson.athomesecurity
https://apps.apple.com/pl/app/at-home-security/id1539391515
https://play.google.com/store/apps/details?id=com.tiandy.easyliveplus&hl=pl&gl=US
https://apps.apple.com/us/app/easylive-plus/id1573338371
https://play.google.com/store/apps/details?id=pl.bcscctv&hl=pl&gl=US
https://apps.apple.com/pl/app/bcs-manager/id1292567163?l=pl
https://play.google.com/store/apps/details?id=pl.bcscctv&hl=pl&gl=US
https://apps.apple.com/pl/app/bcs-manager/id1292567163?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
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https://play.google.com/store/apps/details?id=com.mm.android.DMSS&hl=pl&gl=US
https://apps.apple.com/us/app/dmss/id1493268178
https://play.google.com/store/apps/details?id=com.mm.android.DMSS&hl=pl&gl=US
https://apps.apple.com/us/app/dmss/id1493268178
https://play.google.com/store/apps/details?id=com.mm.android.DMSS&hl=pl&gl=US
https://apps.apple.com/us/app/dmss/id1493268178
https://play.google.com/store/apps/details?id=com.mm.android.DMSS&hl=pl&gl=US
https://apps.apple.com/us/app/dmss/id1493268178
https://play.google.com/store/apps/details?id=com.mm.android.DMSS&hl=pl&gl=US
https://apps.apple.com/us/app/dmss/id1493268178
https://play.google.com/store/apps/details?id=com.mm.android.DMSS&hl=pl&gl=US
https://apps.apple.com/us/app/dmss/id1493268178
https://play.google.com/store/apps/details?id=com.mm.android.DMSS&hl=pl&gl=US
https://apps.apple.com/us/app/dmss/id1493268178
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl
https://appstore.hikvision.com/
https://apps.apple.com/pl/app/hik-connect-for-end-user/id1087803190?l=pl


DELTA-OPTI Monika Matysiak / VAT:PL5251295225 / 60-713 Poznań, ul. Graniczna 10
Tel:+48 61 864 69 60 / GSM:+48 607 60 11 66 / Fax:+48 61 864 69 65 / e-mail: info@delta.poznan.pl
Monday-Friday: 8.00-19.00 / Saturday: 8.00-14.00

2024-04-24 2/2

Main features  

• Built-in LCD display
showing the image from the
video camera and the result
of temperature
measurement - 1024 x
600 px
• Wiegand 26
• Day/Night mode
(color/b&w/auto)
• RESET button
• Relay output operating
modes: access control or
notification of an exception  

• Built-in LCD display
showing the image from the
video camera and the result
of temperature
measurement - 1024 x
600 px
• Day/Night mode
(color/b&w/auto)
• RESET button
• Wiegand 26
• Relay output operating
modes: access control or
notification of an exception  

• Built-in LCD display
showing the image from the
video camera and the result
of temperature
measurement - 800 x
1280 px, 8 "
• Wiegand 34/26
• Day/Night mode
(color/b&w/auto)
• RESET button
• Alarm output of NO/NC
relay type
• Relay output operating
modes: access control or
notification of an exception
• Built-in QR code reader  

• Wi-Fi module - IEEE
802.11 b/g/n
• Video PUSH personal
messaging
• Motion Detection
• Intelligent recognition of
the human figure and
tracking the movement of a
person
• Two-section LED lamp :
- Section 1 (omnidirectional
lamp) : 1500 lm with
dimmer, 4000 K
- Section 2 (facing
downwards) : 2 x 100 lm
with dimmer, 4000 K
• Twilight Sensor
• The white LED light can be
remotely turned on/off via
the app
• Sound signaling
• ICR - Movable InfraRed
filter
• RESET button  

• Built-in LCD display
showing the image from the
video camera - 4.3 "
capacitive touch screen, 480
x 272 px
• Identification modes : PIN,
Proximity identifier 13.56
MHz S50, Face recognition,
Any combination of the
above
• 500 users
• Software update via
network
• Real-time Surveillance
• Multiple Authentication
• Take face image after
swiping card
• Auto-Registration
• Recording of information
about Time&Attendance
• Statistical Reporting
• Backup to USB drive
(pendrive, external drive)
• Output button support
• Door status detection
• Lock control
• Tamper protections  

• Built-in LCD display
showing the image from the
video camera - 4.3 "
capacitive touch screen, 480
x 272 px
• Identification modes : PIN,
Proximity identifier 13.56
MHz S50, Face recognition,
Any combination of the
above
• 500 users
• Software update via
network
• Real-time Surveillance
• Multiple Authentication
• Take face image after
swiping card
• Auto-Registration
• Recording of information
about Time&Attendance
• The possibility of
programming group or
individual work schedules,
taking into account the
permissible time of lateness
and earlier exit
• Statistical Reporting
• Backup to USB drive
(pendrive, external drive)
• Output button support
• Door status detection
• Lock control
• Tamper protections  

• Built-in LCD display
showing the image from the
video camera - 4.3 "
capacitive touch screen, 480
x 272 px
• Identification modes : PIN,
Proximity identifier 13.56
MHz S50, Face recognition,
Any combination of the
above
• 1500 users
• Software update via
network
• Real-time Surveillance
• Multiple Authentication
• Take face image after
swiping card
• Auto-Registration
• Backup to USB drive
(pendrive, external drive)
• Output button support
• Door status detection
• Lock control
• Function to prevent of
multiple use of the same
code/card to gain access
(anti-passback)
• Auto-uploads alarm
messages to Master or client
station after entering the
duress code to open the door
• Ability to work with reed
switch and signalling the
door being opened too long
• 128 General Purpose
Schedules
• Unlocking the transition
only when more than one
user is present
• Tamper protections  

• Temperature measurement
• Built-in LCD display
showing the image from the
video camera and the result
of temperature
measurement - 7 " capacitive
touch screen, 1024 x 600 px
• Identification modes : PIN,
Proximity identifier 13.56
MHz S50, Face recognition,
Any combination of the
above
• Wiegand 34/26
• WDR - 120 dB - Wide
Dynamic Range
• LED indication
• Bbuzzer for acoustic
signaling of some system
events
• AGC - Automatic Gain
Control
• Sharpness - sharper image
outlines
• Day/Night mode
(color/b&w/auto)
• RESET button
• AI detection : A solution
dedicated to measuring
temperature. The camera is
able to detect increased
object temperature  

• D-WDR - Wide Dynamic
Range
• 3D-DNR - Digital Noise
Reduction
• BLC - Back Light
Compensation
• HLC - High Light
Compensation (spot)
• Possibility to change the
resolution, quality and bit
rate
• Configurable: brightness,
contrast, saturation
• Motion Detection  

• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• BLC/HLC - Back Light / High Light Compensation
• Possibility to change the resolution, quality and bit rate
• Motion Detection
• Configurable Privacy Zones
• Mirror - Mirror image
• Heat map - the selection in the image by corresponding colors the areas with
different traffic
• IVS analysis : crossing the line (tripwire), intrusion - classification of people
and vehicles, abandoned/missing object, fast moving, loitering detection, scene
changing, illegal parking, detection of people gathering, people counting -
detection and maintenance of 4 independent areas, face detection - advanced
face recognition and search functions  

• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• BLC/HLC - Back Light / High Light Compensation
• Possibility to change the resolution, quality and bit rate
• Motion Detection
• Configurable Privacy Zones
• Mirror - Mirror image
• Heat map - the selection in the image by corresponding colors the areas with
different traffic
• IVS analysis : crossing the line (tripwire), intrusion - classification of people
and vehicles, abandoned/missing object, fast moving, loitering detection, scene
changing, illegal parking, detection of people gathering, people counting -
detection and maintenance of 4 independent areas, face detection - advanced
face recognition and search functions  

• BLC - Back Light Compensation
• HLC - High Light Compensation (spot)
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• F-DNR (Defog) - Reduction of image noise caused by
precipitation
• Configurable Privacy Zones
• Day/night mode - manual/auto
• AGC - Automatic Gain Control
• Configurable: brightness, contrast, saturation
• Sharpness - sharper image outlines
• Motion Detection - Split the screen into zones : 22 x 18 
• IVS analysis - crossing the line (tripwire), intrusion,
abandoned/missing object, scene changing, entering the marked
area, leaving the marked area, Lens focus loss detection, loitering
detection, detection of people gathering, fast moving, illegal
parking  

• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• F-DNR (Defog) - Reduction of image noise caused by precipitation
• BLC/HLC - Back Light / High Light Compensation
• Possibility to change the resolution, quality and bit rate
• Motion Detection
• Configurable Privacy Zones
• Mirror - Mirror image
• Heat map - the selection in the image by corresponding colors the areas with
different traffic
• IVS analysis : crossing the line (tripwire), intrusion - classification of people
and vehicles, abandoned/missing object, fast moving, loitering detection, scene
changing, illegal parking, detection of people gathering, people counting -
detection and maintenance of 4 independent areas, face detection - advanced
face recognition and search functions  

• WDR - 140 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• F-DNR (Defog) - Reduction of image noise caused by precipitation
• BLC/HLC - Back Light / High Light Compensation
• Possibility to change the resolution, quality and bit rate
• Motion Detection
• Configurable Privacy Zones
• Mirror - Mirror image
• Heat map - the selection in the image by corresponding colors the areas with
different traffic
• IVS analysis : crossing the line (tripwire), intrusion - classification of people
and vehicles, fast moving, loitering detection, illegal parking, detection of
people gathering, people counting - detection and maintenance of 4
independent areas, abandoned/missing object, scene changing, face detection  

• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• F-DNR (Defog) - Reduction of image noise caused by precipitation
• BLC/HLC - Back Light / High Light Compensation
• Possibility to change the resolution, quality and bit rate
• Motion Detection
• Configurable Privacy Zones
• Mirror - Mirror image
• Heat map - the selection in the image by corresponding colors the areas with
different traffic
• IVS analysis : Parking monitoring mode, crossing the line (tripwire) -
classification of people and vehicles, intrusion - classification of people and
vehicles, fast moving - classification of people and vehicles, illegal parking,
detection of people gathering, scene changing, abandoned/missing object, face
detection, counting people entering and leaving the area - configuration to 4
counting rules, counting people in a given area - configuration to 4 counting
rules, Statistical Reporting  

• WDR - 140 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• F-DNR (Defog) - Reduction of image noise caused by precipitation
• BLC/HLC - Back Light / High Light Compensation
• Possibility to change the resolution, quality and bit rate
• Motion Detection
• Configurable Privacy Zones
• Mirror - Mirror image
• Heat map - the selection in the image by corresponding colors the areas with
different traffic
• IVS analysis, crossing the line (tripwire) - classification of people and vehicles,
intrusion - classification of people and vehicles, fast moving - classification of
people and vehicles, Parking monitoring mode, illegal parking, detection of
people gathering, scene changing, abandoned/missing object, face detection,
counting people entering and leaving the area - configuration to 4 counting
rules, counting people in a given area - configuration to 4 counting rules,
Statistical Reporting  

• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• BLC - Back Light Compensation
• HLC - High Light Compensation (spot)
• Configurable Privacy Zones
• Motion Detection
• scene changing
• video tampering
• Mirror - Mirror image
• WB - White Balance (ATW/AWB/manual/indoor/outdoor)
• AGC - Automatic Gain Control
• Day/Night mode (color/b&w)
• SSA - Smart Scene Adaptive - intelligent scene adaptation by automatically
adjusting the exposure parameters to obtain a better image
• Light filtering system (polarizing filters) effectively reduces the reflection of
light to deliver clear image
• Heated Glass quickly removes water, ice, snow and mist from the glass to
keep the clear image (Heater built-in)
• Mounting bracket included - Height adjustment  

• Active deterrence function, Alternately flashing LEDs: red and blue -
frequency configuration, Siren sound - 3 volume levels
• EPTZ - advanced target detection and tracking algorithms that trigger alarms
- can simultaneously zoom and track many people and/or vehicles
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• F-DNR (Defog) - Reduction of image noise caused by precipitation
• Quick Pick - AI technology enabling, together with the recorder, quick
identification of interesting objects (people/vehicles) based on an artificial
intelligence algorithm. It allows to extract and compare the colors of clothes
and vehicles
• SMD 4.0 - searching for an object classified as: human, motor vehicle -
increased detection distance and resistance to false alarms
• AI SSA AI Smart Scene Adaptive - scene auto-adaptation using deep learning
algorithms to detect environmental conditions such as rain, fog, backlight, low
light and flickering, in order to set the optimal image parameters
• BLC/HLC - Back Light / High Light Compensation
• Day/night mode
• Full Color - colorful night mode
• Auto White Balance
• AGC - Automatic Gain Control
• Motion Detection - max. 4 zones
• Privacy zones - max. 8
• Mirror - Mirror image
• Light and sound alarm
• White light (LED) illuminator built-in : 2 LEDs
• IVS analysis : crossing the line (tripwire), intrusion - classification of people
and vehicles, scene changing, video tampering, Audio detection  

• Active deterrence function, Alternately flashing LEDs: red and blue -
frequency configuration, Siren sound - 3 volume levels
• EPTZ - advanced target detection and tracking algorithms that trigger alarms
- can simultaneously zoom and track many people and/or vehicles
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• F-DNR (Defog) - Reduction of image noise caused by precipitation
• Quick Pick - AI technology enabling, together with the recorder, quick
identification of interesting objects (people/vehicles) based on an artificial
intelligence algorithm. It allows to extract and compare the colors of clothes
and vehicles
• SMD 4.0 - searching for an object classified as: human, motor vehicle -
increased detection distance and resistance to false alarms
• AI SSA AI Smart Scene Adaptive - scene auto-adaptation using deep learning
algorithms to detect environmental conditions such as rain, fog, backlight, low
light and flickering, in order to set the optimal image parameters
• BLC/HLC - Back Light / High Light Compensation
• Day/night mode
• Full Color - colorful night mode
• Auto White Balance
• AGC - Automatic Gain Control
• Motion Detection - max. 4 zones
• Privacy zones - max. 8
• Mirror - Mirror image
• Light and sound alarm
• White light (LED) illuminator built-in : 2 LEDs
• IVS analysis : crossing the line (tripwire), intrusion - classification of people
and vehicles, scene changing, video tampering, Audio detection  

• D-WDR - Wide Dynamic Range
• 2D-DNR, 3D-DNR - Digital Noise Reduction
• F-DNR (Defog) - Reduction of image noise caused by precipitation
• ROI - improve the quality of selected parts of image
• BLC/HLC - Back Light / High Light Compensation
• Day/night mode
• Configurable: brightness, contrast, saturation
• Sharpness - sharper image outlines
• AGC - Automatic Gain Control
• Auto White Balance
• Motion Detection
• Alarm signaling - Audio, Blinking LED, E-mail
• Alarm notifications
• Events saving to the micro SD card
• Built-in PIR detector - Detection range : 10 m
• 4G LTE/WCDMA/GSM support - The microSIM cards support
• RESET button,
• Solar Panel : 36.7 W - built-in battery 10 Ah  

• Easy installation -
Plug&Play USB device type
• Tilt angle adjustment of
the camera
• Bidirectional
communication
• Compatible with Skype,
Wechat, Zoom
• Application - conference
rooms  

Easy installation - Plug&Play
USB device type  

• Intelligent image analysis - crossing the line (tripwire),
intrusion, detection of entry into the area / exit from the area,
scene changing
• WDR - 130 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• NAS - Network Attached Storage support
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• Anti-Flicker - The technology eliminates the tiring eyes
flickering image effect
• Active deterrence function - Light and sound alarm
• White light (LED) illuminator built-in : 4 LEDs
• BLC - Back Light Compensation
• HLC - High Light Compensation (spot)
• AGC - Automatic Gain Control
• Possibility to change the resolution, quality and bit rate
• Configurable: brightness, contrast, saturation
• Motion Detection - classification of people and vehicles  

• Intelligent image analysis - crossing the line (tripwire),
intrusion, detection of entry into the area / exit from the area,
scene changing
• WDR - 130 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• NAS - Network Attached Storage support
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• Anti-Flicker - The technology eliminates the tiring eyes
flickering image effect
• Active deterrence function - Light and sound alarm
• White light (LED) illuminator built-in : 4 LEDs
• BLC - Back Light Compensation
• HLC - High Light Compensation (spot)
• AGC - Automatic Gain Control
• Possibility to change the resolution, quality and bit rate
• Configurable: brightness, contrast, saturation
• Motion Detection - classification of people and vehicles  

• Camera from AcuSense series
• Built-in PIR detector, Range : 8 m / 90 °
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• BLC/HLC - Back Light / High Light Compensation
• ROI - improve the quality of selected parts of image
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• NAS - Network Attached Storage support
• SVC (Scalable Video Coding) - technology enabling the transfer
of several sub-streams of different quality within one stream
• Image rotation and mirror
• Built-in Infra-Red illuminator enables night monitoring
• ICR - Movable InfraRed filter
• Possibility to change the resolution, quality and bit rate
• Sharpness - sharper image outlines
• Smart motion detection (with recognizing people and vehicles)
• Intelligent image analysis : intrusion, crossing the line
(tripwire) - classification of people and vehicles, face detection  

• Camera from AcuSense series
• Built-in PIR detector, Range : 8 m / 90 °
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• BLC/HLC - Back Light / High Light Compensation
• ROI - improve the quality of selected parts of image
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• NAS - Network Attached Storage support
• SVC (Scalable Video Coding) - technology enabling the transfer
of several sub-streams of different quality within one stream
• Anti-Flicker - The technology eliminates the tiring eyes
flickering image effect
• Image rotation and mirror
• Built-in Infra-Red illuminator enables night monitoring
• ICR - Movable InfraRed filter
• Possibility to change the resolution, quality and bit rate
• Sharpness - sharper image outlines
• Smart motion detection (with recognizing people and vehicles)
• Intelligent image analysis : intrusion, crossing the line
(tripwire) - classification of people and vehicles, face detection  

• Camera from AcuSense series
• Built-in PIR detector, Range : 8 m / 90 °
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• BLC/HLC - Back Light / High Light Compensation
• ROI - improve the quality of selected parts of image
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• NAS - Network Attached Storage support
• SVC (Scalable Video Coding) - technology enabling the transfer
of several sub-streams of different quality within one stream
• Anti-Flicker - The technology eliminates the tiring eyes
flickering image effect
• Image rotation and mirror
• Built-in Infra-Red illuminator enables night monitoring
• ICR - Movable InfraRed filter
• Possibility to change the resolution, quality and bit rate
• Sharpness - sharper image outlines
• Smart motion detection (with recognizing people and vehicles)
• Intelligent image analysis : intrusion, crossing the line
(tripwire) - classification of people and vehicles, face detection  

• Camera from AcuSense series
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• BLC/HLC - Back Light / High Light Compensation
• ROI - improve the quality of selected parts of image
• Anti-Flicker - The technology eliminates the tiring eyes
flickering image effect
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• NAS - Network Attached Storage support - allows to connect
memory resources directly to the computer network
• Day/night mode
• ICR - Movable InfraRed filter
• Auto White Balance
• AGC - Automatic Gain Control
• Possibility to change the resolution, quality and bit rate
• Sharpness - sharper image outlines
• Mirror - Mirror image
• Configurable Privacy Zones
• Motion Detection
• Filtering of false alarms based on the recognition of persons
and vehicles
• Intelligent image analysis : intrusion, crossing the line
(tripwire), face detection  

• Camera from AcuSense series
• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• NAS - Network Attached Storage support
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• SVC (Scalable Video Coding) - technology enabling the transfer
of several sub-streams of different quality within one stream
• Active deterrence function - Light and sound alarm
• White light (LED) illuminator built-in : 4 LEDs
• BLC - Back Light Compensation
• HLC - High Light Compensation (spot)
• AGC - Automatic Gain Control
• Possibility to change the resolution, quality and bit rate
• Configurable: brightness, contrast, saturation
• Smart motion detection (with recognizing people and vehicles)
• Intelligent image analysis - crossing the line (tripwire),
intrusion, detection of entry into the area / exit from the area -
classification of people and vehicles, scene changing  

• WDR - 130 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• NAS - Network Attached Storage support
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• Anti-Flicker - The technology eliminates the tiring eyes
flickering image effect
• Active deterrence function - Light and sound alarm
• White light (LED) illuminator built-in : 4 LEDs
• BLC - Back Light Compensation
• HLC - High Light Compensation (spot)
• AGC - Automatic Gain Control
• Possibility to change the resolution, quality and bit rate
• Configurable: brightness, contrast, saturation
• Smart motion detection (with recognizing people and vehicles)
• Intelligent image analysis - crossing the line (tripwire),
intrusion, detection of entry into the area / exit from the area,
scene changing  

• WDR - 130 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• NAS - Network Attached Storage support
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• Anti-Flicker - The technology eliminates the tiring eyes
flickering image effect
• Active deterrence function - Light and sound alarm
• White light (LED) illuminator built-in : 4 LEDs
• BLC - Back Light Compensation
• HLC - High Light Compensation (spot)
• AGC - Automatic Gain Control
• Possibility to change the resolution, quality and bit rate
• Configurable: brightness, contrast, saturation
• Smart motion detection (with recognizing people and vehicles)
• Intelligent image analysis - crossing the line (tripwire),
intrusion, detection of entry into the area / exit from the area,
scene changing  

• D-WDR - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• ROI - improve the quality of selected parts of image
• BLC/HLC - Back Light / High Light Compensation
• Day/night mode
• Configurable: brightness, contrast, saturation
• Sharpness - sharper image outlines
• AGC - Automatic Gain Control
• Auto White Balance
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• NAS - Network Attached Storage support - allows to connect
memory resources directly to the computer network
• Motion Detection
• Alarm signaling - Audio, E-mail
• Alarm notifications
• Events saving to the micro SD card
• Built-in PIR detector :
- Detection angle : 80 ° (horizontal), 42 ° (vertical)
- Detection range : 12 m
• Internal memory : 8 GB ( 5 GB for recording ),
• 4G LTE/WCDMA/GSM support - The microSIM cards support
• RESET button,
• Solar Panel : 6.5 W - built-in battery 51.5 Wh  

• WDR - 120 dB - Wide Dynamic Range
• 3D-DNR - Digital Noise Reduction
• BLC/HLC - Back Light / High Light Compensation
• Day/night mode
• Configurable: brightness, contrast, saturation
• Sharpness - sharper image outlines
• AGC - Automatic Gain Control
• WB - White Balance
• ROI - improve the quality of selected parts of image
• ANR - Automatic Network Replenishment allows to save image
to the card when the network connection with DVR is break
(network failure) and next synchronize its
• Motion Detection
• Alarm signaling - Audio, E-mail
• Alarm notifications
• Events saving to the micro SD card
• Built-in PIR detector :
- Detection angle : 100 ° (horizontal), 80 ° (vertical)
- Detection range : 15 m
• Internal memory : 64 GB ( 50 GB for recording ),
• 4G LTE/WCDMA/GSM support - The microSIM cards support
• RESET button,
• Solar Panel : 40 W - built-in battery 23.2 Ah  

• 4.3 " capacitive touch
screen
• Mechanical tamper
protection
• WDR - Wide Dynamic
Range
• AI detection : Face
recognition
• Configuration and
management from the
iVMS-4200 application
• Port USB
• Recording of information
about Time&Attendance
• Possibility to open the gate
using a QR code
• Door lock control output
• Possibility to connect an
exit button and a reed
switch to control the door
status  

• Detection of people
without a mask - access
denied or voice alerts
• Temperature measurement
• 7 " capacitive touch screen
- 1024 x 600 px
• Mechanical tamper
protection
• Wiegand 34/26
• AGC - Automatic Gain
Control
• Sharpness - sharper image
outlines
• Day/Night mode
(color/b&w/auto)
• AI detection : A solution
dedicated to measuring
temperature. The camera is
able to detect increased
object temperature  

RTSP URL  ...  ...  ...    ...  ...  ...  ...  ...  
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
 

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=0
- Main stream
rtsp://admin:hasło@192.168.1.108:554/cam/realmonitor?channel=1&subtype=1
- Sub stream  

...  ...  

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
• Sub stream
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
 

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

• Main stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/101/
- with authorization
• Sub stream :
rtsp://user:password@192.168.1.64:554/Streaming/Channels/102/
- with authorization  

...  ...  

Estimated battery operation
time  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  • 7 days (Standby mode) - at 1h of remote live view per day  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  • ~ 2 days

• 11 days (Standby mode)  
• 2.5  ... 4.5 days
• 24 days (Standby mode)  ...  ...  

Vandal-proof  ...  ...  ...  ...  ...  ...  ...  ...  ...  IK10  IK10  ...  IK10  IK10      ...      ...  ...  ...      ...  ...  ...          ...  ...  ...  ...  

Operation temp  
15 °C ... 25 °C - temperature
measurement only in closed
rooms (stabilized
temperature)  

15 °C ... 25 °C - temperature
measurement only in closed
rooms (stabilized
temperature)  

15 °C ... 25 °C - temperature
measurement only in closed
rooms (stabilized
temperature)  

...  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  
• -10 °C ... 55 °C - without
temperature measurement
• 15 °C ... 32 °C - with
temperature measurement  

-30 °C ... 60 °C  -40 °C ... 60 °C  -40 °C ... 60 °C  -30 °C ... 60 °C  -40 °C ... 60 °C  -30 °C ... 60 °C  -40 °C ... 60 °C  -30 °C ... 60 °C  -40 °C ... 60 °C  -40 °C ... 60 °C  -40 °C ... 60 °C  ...  ...  -20 °C ... 60 °C  -30 °C ... 60 °C  -30 °C ... 60 °C  ...  ...  ...  -10 °C ... 50 °C  -30 °C ... 60 °C  -30 °C ... 60 °C  -30 °C ... 60 °C  ...  ...  -30 °C ... 60 °C  0 °C ... 50 °C  

Power supply  12 V DC  12 V DC  12 V / 2 A DC  230 V AC  12 V DC / 1.5 A (power
adapter included)  

12 V DC / 1.5 A (power
adapter included)  

12 V DC / 1.5 A (power
adapter included)  

12 V DC / 2 A (power
adapter included)  

• 12 V DC / 625 mA,
• PoE (802.3af)  

• PoE (802.3af),
• ePoE,
• 12 V DC / 320 mA  

• PoE (802.3af),
• ePoE,
• 12 V DC / 370 mA  

• 12 V DC / 250 mA,
• PoE (802.3af)  

• PoE (802.3af),
• ePoE,
• 12 V DC / 320 mA  

• PoE (802.3af),
• ePoE,
• 12 V DC / 370 mA  

• PoE (802.3af),
• ePoE,
• 12 V DC / 320 mA  

• PoE (802.3af),
• ePoE,
• 12 V DC / 640 mA  

• 12 V DC / 420 mA,
• PoE (802.3af)  

• PoE (802.3af),
• 12 V DC / 750 mA  

• PoE (802.3af),
• 12 V DC / 750 mA  Solar Panel - Li-Ion battery 5.4  / 3 A (max), 10.2 Ah, 36.7 Wh  5 V DC / 500 mA (max) -

mini USB  5 V DC / 160 mA - Port USB  • 12 V DC / 790 mA,
• PoE (802.3af)  

• 12 V DC / 790 mA,
• PoE (802.3af)  

• PoE (802.3af),
• 12 V DC / 480 mA  

• PoE (802.3af),
• 12 V DC / 480 mA  

• PoE (802.3af),
• 12 V DC / 490 mA  

• PoE (802.3af),
• 12 V DC / 270 mA  

• 12 V DC / 880 mA,
• PoE (802.3af)  

• 12 V DC / 790 mA,
• PoE (802.3af)  

• 12 V DC / 790 mA,
• PoE (802.3af)  

• Li-Ion battery 8.1  ... 12.6 V,
• Solar Panel : 6.5 W,
• 12 V DC - 5.5/2.1 socket (power adapter not included), For the
purpose of service  

• Li-Ion battery 5.5  ... 8.4 V,
• Solar Panel : 40 W,
• 12 V DC - 5.5/2.1 socket (power adapter not included), For the
purpose of service  

12 V DC / 2 A (power
adapter included)  

12 V DC / 2 A (power
adapter not included)  

Power consumption  ≤ 12 W  ≤ 12 W  ≤ 18 W  ...  ≤ 18 W  ≤ 18 W  ≤ 18 W  ≤ 24 W  ≤ 8.5 W  ≤ 3.8 W  ≤ 4.4 W  max. 3 W @ 12 V
max. 3.65 W @ PoE  ≤ 3.8 W  ≤ 4.4 W  ≤ 8.5 W @ PoE (802.3af) / ePoE

≤ 7.3 W @ 12 V DC  
• ≤ 9.3 W @ PoE (802.3af) / ePoE
• ≤ 7.6 W @ 12 V DC  

max. 5.0 W @ 12 V
max. 5.8 W @ PoE  

• ≤ 10.3 W @ PoE
• ≤ 9 W @ 12 V  

• ≤ 10.3 W @ PoE
• ≤ 9 W @ 12 V  

• ≤ 2.3 W (Standby mode)
• ≤ 10 W (max) - 4G LTE support, Illuminator, PTZ, Heater on  ...  < 0.8 W  • ≤ 9.5 W @ 12 V DC

• ≤ 10.5 W @ PoE  
• ≤ 9.5 W @ 12 V DC
• ≤ 10.5 W @ PoE  

• ≤ 6.8 W @ PoE,
• ≤ 5.8 W @ 12 V DC  

• ≤ 6.8 W @ PoE,
• ≤ 5.9 W @ 12 V DC  

• ≤ 6.9 W @ PoE,
• ≤ 5.9 W @ 12 V DC  

• ≤ 4.2 W @ PoE (802.3af)
• ≤ 3.2 W @ 12 V DC  

• ≤ 10.5 W @ 12 V DC
• ≤ 12.5 W @ PoE  

• ≤ 9.5 W @ 12 V DC
• ≤ 10.5 W @ PoE  

• ≤ 9.5 W @ 12 V DC
• ≤ 10.5 W @ PoE  

• max. 7 W
• ≤ 1.85 W (typical) - 4G LTE support
• 80 mW (Standby mode)  

max. 7.2 W
≤ 1.85 W (typical) - 4G LTE support
40 mW (Standby mode)  ≤ 24 W  ≤ 24 W  

Housing  Compact - Metal  Compact - Metal  Compact - Metal  Plastic + Metal  Plastic (ABS)  Plastic (ABS)  Plastic (ABS)  Aluminum + Tempered glass
 Plastic  Dome - Metal  Dome - Metal  ...  Dome - Metal  Dome - Metal  Compact - Metal  Compact - Metal  Mini - Metal  Dome - Metal  Compact - Metal  Mini Speed Dome, Plastic  Plastic  Compact - Plastic  Compact, Metal  Compact, Metal  ...  ...  ...  Dome, Plastic  Compact, Metal  Compact, Metal  Compact, Metal  Compact, ADC  Compact, ADC  Metal  Compact - Metal  

"Index of Protection"  IP66  IP66    IP65          IP67  IP67  IP67  ...  IP67  IP67  IP67  IP67  IP67  IP67  IP67  IP66  ...  ...  IP67  IP67  ...  ...  ...    IP67  IP67  IP67  IP67  IP67      

Color  Silver  Silver  Silver  ...  Black + Silver  Black + Silver  Black + Silver  Black + Silver  White  White  White  ...  White  White  White + Black  White + Black  Black  White  White  White + Black  Black  Black  White  Black  ...  ...  ...  • White
• Black  White  White  Black  White  White + Black  Black / Silver  Silver + Black  

Operation temp  ...  ...  ...  -20 °C ... 60 °C  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  0 °C ... 50 °C  ...  ...  ...  ...  -10  ... 40 °C  -10  ... 40 °C  -10  ... 40 °C  ...  ...  ...  ...  0 °C ... 50 °C  -20 °C ... 50 °C  ...  ...  

Weight  0.94 kg  0.76 kg  1.8 kg  1.06 kg  • 0.22 kg (without stand)
• 0.24 kg (with stand)  

• 0.22 kg (without stand)
• 0.24 kg (with stand)  

• 0.22 kg (without stand)
• 0.24 kg (with stand)  2 kg  0.69 kg  0.46 kg  0.46 kg  0.09 kg - Network module

0.08 kg - Camera  0.46 kg  0.45 kg  0.96 kg  1.03 kg  • 0.21 kg (camera)
• 0.39 kg (with bracket)  0.97 kg  0.69 kg  1.47 kg (total)  0.47 kg  0.12 kg  1.28 kg  1.28 kg  0.22 kg (with stand)  0.22 kg (with stand)  0.22 kg (with stand)  0.16 kg  1.43 kg  1.46 kg  1.45 kg  1.45 kg (total)  9.67 kg (total)  0.31 kg  1.34 kg  

Dimensions  305  x 112  x 59 mm  112  x 220  x 41 mm (with
bracket)  366  x 132  x 144 mm  232  x 125  x 80 mm  

• 116  x 107  x 22 mm
(without stand)
• 116  x 107  x 78 mm (with
stand)  

• 116  x 107  x 22 mm
(without stand)
• 116  x 107  x 78 mm (with
stand)  

• 116  x 107  x 22 mm
(without stand)
• 116  x 107  x 78 mm (with
stand)  

313  x 130  x 59 mm  260  x 113  x 133 mm  Ø 122  x 90 mm  Ø 122  x 90 mm  78  x 70  x 26 mm - Network module
Ø 26  x 52 mm - Camera  Ø 122  x 90 mm  Ø 122  x 90 mm  244  x 90  x 90 mm  288  x 95  x 85 mm  

• 66  x 65  x 32 mm (camera)
• 50 cm (cable length)
• 150  x 70  x 88 mm ( Bracket )
• 70  ... 115 mm ( Mounting hole diameter for the meter )  

Ø 122  x 132 mm  183  x 99  x 78 mm  245  x 223  x 344 mm (total)  62  x 62  x 235 mm  71  x 54  x 45 mm  Ø 156  x 155.3 mm  Ø 156  x 155.3 mm  76  x 135  x 82 mm (with stand)  76  x 135  x 82 mm (with stand)  76  x 135  x 82 mm (with stand)  Ø 94  x 118 mm  119  x 105  x 307 mm  119  x 105  x 305 mm  119  x 105  x 305 mm  294  x 189  x 214 mm (total)  760  x 615  x 391 mm (total)  173  x 83  x 23 mm (without
bracket)  

117  x 290  x 35 mm
(without bracket)  

Supported languages  
Polish, English, French,
Spanish, German,
Portuguese, Russian,
Turkish, Italian  

Polish, English, French,
Spanish, German,
Portuguese, Russian,
Turkish, Italian  

English, French, Spanish,
Ukrainian, Italian  English  English  English  English  English  

Polish, English, Albanian,
Arabic, Spanish, Korean,
Russian, Thai, French,
Dutch, Hebrew, German,
Portuguese, Turkish,
Ukrainian, Vietnamese,
Italian  

Polish, English, Czech, French, Spanish, Dutch, German, Portuguese, Russian,
Italian  

Polish, English, Czech, French, Spanish, Dutch, German, Portuguese, Russian,
Italian  

English, Bulgarian, Czech, Estonian, French, Spanish, Lithuanian,
German, Portuguese, Russian, Slovak, Turkish, Hungarian,
Vietnamese  

Polish, English, Czech, French, Spanish, Dutch, German, Portuguese, Russian,
Italian  

Polish, English, Czech, French, Spanish, Dutch, German, Portuguese, Russian,
Italian  

Polish, English, Czech, French, Spanish, Dutch, German, Russian, Portuguese,
Italian  

Polish, English, Czech, French, Spanish, Dutch, German, Portuguese, Russian,
Romanian, Turkish, Ukrainian, Hungarian, Italian  English  Polish, English, Czech, French, Spanish, Dutch, German, Russian, Portuguese,

Romanian, Ukrainian, Hungarian, Italian  
Polish, English, Czech, French, Spanish, Dutch, German, Russian, Portuguese,
Romanian, Ukrainian, Hungarian, Italian  

Polish, English, Bulgarian, Czech, French, Greek, Spanish, German,
Portuguese, Russian, Romanian, Serbian, Slovak, Turkish, Hungarian, Italian  ...  ...  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Hungarian, Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Hungarian, Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Ukrainian, Hungarian,
Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Ukrainian, Hungarian,
Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Ukrainian, Hungarian,
Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Ukrainian, Hungarian,
Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Ukrainian, Hungarian,
Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Hungarian, Italian  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Hungarian, Italian  

Polish, English, Croatian, Czech, Romanian, Serbian, Slovenian,
Turkish  

Polish, English, Bulgarian, Croatian, Czech, Danish, Estonian,
Finnish, French, Greek, Spanish, Dutch, Lithuanian, Latvian,
German, Norwegian, Portuguese, Russian, Romanian, Serbian,
Slovak, Slovenian, Swedish, Turkish, Ukrainian, Hungarian,
Italian ,  

English, German, French,
Polish, Czech, Hungarian,
Bulgarian, Serbian,
Slovenian, Albanian  

Polish, English, French,
Spanish, Portuguese,
Russian, Italian  

Manufacturer / Brand  APTI  APTI  APTI  THOMSON  DAHUA  DAHUA  DAHUA  DAHUA  TIANDY  BCS  BCS  Hikvision  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  ...  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  Hikvision  
SAP Code  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  311318354   ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  311319443   311323800   311316098   311316102   311316098   311317004   311320496   311319679   311323807   311319441   311316656   302917454   302917212   
Guarantee  3 years  3 years  3 years  2 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  5 years  5 years  5 years  3 years  3 years  2 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  3 years  


