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Code: RV-2/4P

VIDEO SPLITTER RV-2/4P
Net: 78.57 PLN  Gross: 78.57 PLN

The RV-2/4P video splitter allows to split video signals. The
device is designed to continuous work in closed spaces. The
device  works  with  color  and  b/w  cameras  at  all  TV
standards PAL. The proper distances among sockets allow
to easy BNC connectors mounting.

SPECIFICATION

Standard: CVBS - PAL, NTSC

Number of inputs: 2 pcs BNC

Number of outputs: 4 pcs BNC

Bandwidth: 0  ... 40 MHz (-3dB)

Inputs impedance: 75 Ω

Outputs impedance: 75 Ω

Power supply: 12 V DC (power adapter not included)

Current consumption: 50 mA

Gain : 0 dB

Dimensions: 117  x 30  x 80 mm

Manufacturer / Brand: DELTA

Guarantee: 3 years

PRESENTATION

Front panel: 

Rear panel: 
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Top view: 

Connection diagram: 

1) Camera 1
2) Camera 2
3) Monitor 1
4) Monitor 2
5) Monitor 3
6) Monitor 4
7) Image from camera 1
8) Image from camera 2
9) 12V DC / 100mA power adapter
Amplitude - frequency response, output voltage Uw=-20dBm: 
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OUR OPINIONS

The device does not support the standards: AHD, HD-CVI, HD-TVI.

PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg
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