The OR-CR-230 time switch has been designed to control the lighting in rooms, corridors,
and staircases. The device has two operating modes: continuous or temporary. a'.?
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Code: OR-CR-230

STAIRS LIGHTING TIMER OR-CR-230 ORNO
Net: 12.15 EUR Gross: 12.15 EUR
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SPECIFICATION
Number of relay outputs: 1 pcs NC/NO
Power supply: 230 VAC

Relay maximal load:

16 A/ 250 V AC (max)

Lighting time adjustment:

30 s ... 10 minutes

Main features:

* Ability to operate in continuous mode: the first impulse given to the terminals of the
device turns on the power supply of the lighting, the next one turns it off
* Smooth adjustment of the working time

Assembly: DIN TS-35 rail

Operation temp: -20°C...55°C

Weight: 0.07 kg

Dimensions: 182 x65 x19 mm

Manufacturer / Brand: ORNO

Guarantee: 2 years
PRESENTATION

Front panel:
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Connectors view:

Side view:
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Mounting side view:
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Schematic diagram of example installation:
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S1 - Staircase lighting - TIMER
S2 - Staircase lighting - ON/OFF

PACKAGE

Dimensions (L x W x H): 0x0x0 mm | Gross Weight: 0 kg
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