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Code: DHI-VTO2000A-2

VIDEO DOORPHONE DHI-VTO2000A-2 DAHUA
Net: 260.55 EUR  Gross: 260.55 EUR

The DHI-VTO2000A-2 is designed to cooperation with video doorphones and
panels working in DAHUA 2-Wire standard.

SPECIFICATION

Sensor: 1.3 Mpx CMOS

Image compression method: H.264

LED illuminator:

Compatibility: DAHUA 2-wire

Main features:

• Doorbell button,
• Bidirectional communication,
• Microphone built-in,
• Speakers built-in,
• Camera position adjustment in all planes,
• Tamper detection - removing from mounting surface

Operation temp: -30 °C ... 60 °C

Power supply: 24 V DC

Housing: Metal, Waterproof

Color: Silver

Weight: 0.37 kg

Dimensions: 140  x 130  x 32 mm

Manufacturer / Brand: DAHUA

Guarantee: 3 years

PRESENTATION

Front view: 
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Rear view: 

Side view: 
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Connectors view: 

Connection schematic diagram: 

1. 1-pair cable
2. Ethernet
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3. INDOOR PANEL
4. Video doorphone
In the kit: 

PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg
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