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Code: AI-9/PROMO

PROMOTIONAL SET AI-9/PROMO
Net: 1 445.17 EUR  Gross: 1 445.17 EUR

Promotional set with AI-9 optical fiber fusion splicer.
Additionally, the set includes: HT-C151 kevlar scissors,
ZNO-1  fiber  optic  disposal  unit,  KIM-WIPES  fiber
cleaning wipes.

Attention!  The  purchase  of  the  set  entitles  you  to
receive  one  of  the  prizes:  a  Multi-functional
17Ah/12VDC  Jump  Starter  or  a  Goodram  512GB
external SSD drive. Information about the type of the
selected prize must be entered in the comments to the
order. Failure to enter such information may mean that
you will not be able to receive the prize. The promotion
is  valid  until  30.11.2021  or  until  the  prize  pool  is
exhausted.

The AI-9 optical fiber fusion splicer uses the high-speed
image process technology and special exact orientation
technology, so that the whole process of fiber's fusion
can be finished in 10 seconds automatically.

SPECIFICATION

Fiber optic type:
• Multi-Mode (MM) - G.651,
• Single-Mode (SM) - G.652 & G.657,
• Single-Mode (DS / NZDS) Non-Zero Dispersion Shifted Fiber (G.655)

Cladding diameter: 80  ... 150 µm

Outer coating diameter: 0.1  ... 1 mm

Fiber cleaved length: 16 mm

Orientation technology: core alignment, cladding alignment, manual

Display: 5.1 " LCD, 800 x 480 px
Image: display X and Y axis simultaneously

Average fusion loss:
0.01 dB (MM)
0.025 dB (SM)
0.04 dB DS / NZDS

Average fusion time: 5 s

Average heat time: 15 s

Fusion programs: (factory applications) + (user applications)

Internal light:

Internal heater:

Set fusions parameters:

• Surface angle test
• fiber forward
• prefuse power
• prefuse time
• arc power
• arc time, etc

Fusion storage:

Mechanical strength test: 2 N
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Computer interface: USB 2.0 - Possibility to charge smartphones

Main features:

• Built-in optical power meter :
    - Optical wavelength : 850 nm, 1300 nm, 1310 nm, 1490 nm, 1550 nm, 1625 nm
    - Wide measuring range : -70 dBm ... +6 dBm
    - Accuracy : < 0.3 dB ,
• VLS (VFL) - Visual Fault Locator of fiber cable :
    - Optical wavelength : 650 nm
    - Optical output power : 15 mW
    - Operation modes : continuous, pulsed - 2 Hz

Power supply: 13.5 V DC / 4.8 A (power adapter included)

Battery power supply: 11 V DC Li-Ion battery, 7800 mAh

Electrodes lifetime: 3000 fusions

Operation temp: -15 °C ... 50 °C

Permissible relative humidity: < 95 % (non-condensing)

Weight: 2.16 kg

Dimensions: 200  x 143  x 122 mm

Guarantee: 3 years

PRESENTATION

The purchase of the set entitles you to receive one of the prizes: a Multi-functional 17Ah/12VDC Jump Starter or a Goodram 512GB external SSD
drive: 

The Sena 4in1 battery starter allows you to start the car with a discharged battery. Thanks to the USB port, it can be used as a power source for
smartphones, laptops and other devices. It is equipped with a compressor and LED flashlight with SOS function. The minimum instantaneous
current of 300A enables trouble-free starting of gasoline and diesel engines. The maximum inrush current is 700A
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SSD GOODRAM HL100 with a capacity of 512 GB offers read speeds of 450 MB/s and write speeds of 420 MB/s. The drive is equipped with TLC
NAND Flash SSD technology and ensures safe data storage. As an external drive, it allows you to connect to consoles, laptops and computers via
USB v3.2
Operation elements of the splicer: 

Top view: 
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Fiber knife: 

Additionally included: 
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OUR OPINIONS

Very good quality fiber cleaver tool included in the kit.

PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg
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