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Code: Z02

VIDEO DOORPHONE KIT Z02 VIDOS
Net: 233.61 EUR  Gross: 233.61 EUR

IP video doorphone kit with a 7-inch touch screen monitor, the
possibility of alarm integration and a remote intercom from the
mobile application. Video Doorphone is mounted in a surface
housing.

SPECIFICATION

Doorbell button: 1 pcs

Alarm inputs: 4 pcs

proximity reader built-in: 13.56 MHz S50

Sensor: 2 Mpx

Camera resolution: 1920 x 1080  - 1080p

Camera view angle: 125 °

IR illuminator:

Network interface: 10 / 100 Mbps Ethernet

Network protocols: TCP/IP

Relay outputs: 2 x NO/NC

RS-485:

Assembly: Surface

Main features:

• Bidirectional communication,
• Memory of 20 RFID tags,
• Microphone built-in,
• Speakers built-in,
• Full support via network : LAN
• Video Doorphone is mounted in a surface housing
• Illuminated button and signboard for the surname

Power supply: • PoE (802.3af),
• 12 V DC

Power consumption: ≤ 10 W (operation)

Operation temp: -30 °C ... 50 °C

Housing: Aluminum + Plastic
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Color: Black + Gray

"Index of Protection": IP54

Weight: 0.385 kg

Dimensions: 176  x 90  x 30 mm

INDOOR PANEL:

Shield: 7 " - capacitive touch screen

Resolution: 1024 x 600 

Supported resolutions: 1080p, 720p

Mobile phones support: Android: Free application VIDOS X
iOS (iPhone): Free application VIDOS X

Internal memory: 65 MB : ( 15 MB - still images 50 MB - Video ) - Internal memory

Main features:

• Wi-Fi module,
• Microphone built-in,
• Speakers built-in,
• Bidirectional communication,
• Image parameters and volume adjustment,
• Automatically capture and save photos if there is no response to the bell button,
• IP cameras support,
• The ability of direct communication between two or more panels,
• The microSD cards support max. 32 GB

Controlling: capacitive touch screen

Default administrator password: 0000 

Default password for securing the zone:

Alarm inputs: 8 

Alarm outputs: 1 

Power supply: • PoE (802.3af),
• 12 V DC

Color: Black + Silver

Operation temp: -10 °C ... 50 °C

Weight: 0.368 kg

Dimensions: 210  x 145  x 20 mm

General information:

Supported languages: Polish, English

Manufacturer / Brand: VIDOS

Guarantee: 3 years

PRESENTATION

INDOOR PANEL: 

https://play.google.com/store/apps/details?id=com.vidos.vidosx&hl=pl&gl=US
https://apps.apple.com/pl/app/vidos-x/id1560954295?l=pl
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Bottom view: 

Connectors: 

Memory card slot: 

VIDEO DOORPHONE: 
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Mounting side view: 

Connectors description: 
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Connectors: 

In the kit: 
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PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg

obrazki3/z02_img9_d.jpg

