Code: LC-1

LENS CONTROLLER LC-1
Net: 0.24 EUR Gross: 0.24 EUR

The LC-1 controller is designed to MOTOZOOM lenses and cameras with
voltage zoom and focus control. It allows to control two functions: ZOOM -
lens zoom control, FOCUS - lens focus control.

To control the functions use the front panel keys. The LC-1 has the speed
switcher for MOTOZOOM lenses. The device is equipped with power LED
indicator and two two-colored LEDs, which indicate the output voltage
control. In case of 4-wires cameras and lenses zoom-focus interface, two of
them must be connected to common ground.

SPECIFICATION

ZOOM / FOCUS outputs voltage:

+ 3V at SLOW setting
+ 6 V at FAST setting

Current consumption in waiting mode:

30 mA

Camera control:

* Zoom - focal length adjustment
* Focus - sharpness adjustment

Control socket type:

terminals

Power socket type:

2.1/5.5 mm socket

Power supply: 12VDC/0.1 A

Weight: 0.07 kg

Dimensions: 118 x 59 x 30 mm

Guarantee: 2 years
PRESENTATION

Example of device mounting:

Front view:
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Rear view:
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PACKAGE
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Dimensions (L x W x H): 0x0x0 mm | Gross Weight: 0 kg
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