Switch allows to select one of the several signal
sources and switch it to the output. Remote controller

included in the kit.

Code: HDMI-SW-3/1-IR

SWITCH HDMI-SW-3/1-IR
Net: 6.50 EUR Gross: 6.50 EUR

SPECIFICATION
Number of HDMI inputs: 3 pcs
Number of HDMI outputs: 1 pcs
Supported HDMI standard: 1.4b

Supported audio formats:

LPCM, Dolby-AC3, DTS7.1, Dolby True HD, DTS-HD

Max. power consumption:

1w

Maximal transmission range:

<15m

Supported resolutions:

4801, 480p, 576i, 576p, 720p, 1080i, 1080p, 3D 1080p, 1920 x 1200

HDCP:

L

Power supply:

* 5V DC - from HDMI port
* 5V DC - 3.5/1.35mm socket

Main features:

Remote control - included

Weight: 0.048 kg

Dimensions: 82 x59 x 19 mm

Guarantee: 2 years
PRESENTATION

Device connectors:
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In the Kkit:

HDMI Switch

3 PortAmplifier Selector
Raemate Cantrol

OUR OPINIONS

®

o The device doesn't need external power adapter.

PACKAGE

Dimensions (L x W x H): 0x0x0 mm | Gross Weight: 0 kg
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