Code: DS-PK1-E-WE

WIRELESS KEYPAD AX PRO DS-PK1-E-WE Hikvision

Net: 99.47 EUR Gross: 99.47 EUR

The DS-PK1-E-WE wireless keypad is designed to work in the HIKVISION AX PRO alarm
systems operating in the 868MHz band. Wireless communication and the possibility of battery
power supply allow the device to be installed in places where it may be difficult to connect

cables.

SPECIFICATION

Support:

Wireless alarm systems HIKVISION AX PRO

Main features:

* Frequency range 868 MHz

* Radio communication range (at open area) : 1200 m

* Battery lifetime ~ 2 years

» Compliance with the Tri-X protocol

* Frequency hopping against jamming for reliable transmission
* Bidirectional communication

* AES-128 data encryption

* LED diodes indicating the device operation status

* backlight keys for easy keypad operation in dark rooms

* Arming, disarming, alarm clearing for specified area or all areas
* Remote configuration

* Buzzer

* TAMPER switch indicating open the cover

Color: White

Power supply: 4 x Battery - LR6 (AA) (included)
L 180 pA (Standby mode)

Current consumption: max. 251 mA

Operation temp: -10°C...55°C

Permissible relative humidity:

10% ...90 %

Weight: 0.25 kg
Dimensions: 140 x 86 x22 mm
Manufacturer / Brand: Hikvision

SAP Code: 302401663
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Guarantee: 2 years

PRESENTATION

Front panel:

=,

Place for batteries 4 x 1.5V AA:

Mounting side view:
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In the Kkit:
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PACKAGE

Dimensions (L x W x H): 0x0x0 mm | Gross Weight: 0 kg
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