Code: SP-6500-R

OUTDOOR SIREN SP-6500-R SATEL
Net: 46.38 EUR Gross: 46.38 EUR

Outdoor siren with optical and acoustical signaling intended for use - -_ i T -

in intruder alarm systems.

The device is equipped with 2 control inputs - possibility to select — — R i
the control method. Construction enables high level of tamper P - ~ —

protection (against opening and removing from mounting surface). L

Internal shield made of galvanized plate ensure an additional

protection of electronics against mechanical damage. High-impact
polycarbonate enclosure, featuring a very high mechanical strength
and guarantees aesthetic appearance of siren even after many years

of using.

SPECIFICATION

Sound pressure level:

120 dB

» Tamper protection (detection of removing from mounting surface and enclosure

Main features: opening)
’ * The possibility of installing the sealed lead-acid battery 12V/2.3Ah
* Grade 2
Internal backup battery: -
Color: Red
Operation temp: -25°C..70°C

Power supply: 12 VDC * 15% (powering from external adapter)
Maximal current consumption: 600 mA
Weight: 0.760 kg
Dimensions: 298 x 197 x 72 mm
Manufacturer / Brand: SATEL
Guarantee: 2 years
PRESENTATION

Internal view:
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Mounting side view:
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In the kit:

PACKAGE

Dimensions (L x W x H): 0x0x0 mm | Gross Weight: 0 kg
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