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Code: XB-TRUCK

VEHICLE CAMERA XB-TRUCK - 1440p QHD Xblitz
Net: 246.88 EUR  Gross: 246.88 EUR

Advanced Car Camera XB-TRUCK is the fully professional
car recorder designed for use in delivery vans and trucks.
Thanks to its quality and durability, the recorder meets the
needs of professional delivery drivers. With this recording
you  can  greatly  facilitate  any  investigation  of  guilt  for
various traffic incidents, as well as registered attempts to
break or damage the vehicle in the parking lot.
In addition to the front video recorder with clear display,
the  set  has  a  rear  view  camera  with  built-in  LED
illuminator,  which  is  irreplaceable  when  manoeuvring  a
long vehicle with a semi-trailer.
The car recorder set includes a wide range of assembly
equipment. Installation of the unit is very simple, and the
positioning of the camera does not cause any problems.
Currently  recording  section  is  protected  against
overwriting when it detects impact or hard braking by G-
Sensor, or using the corresponding button.

SPECIFICATION

Sensor: • OmniVision OV4689 CMOS - Main camera,
• SOI JX-H65 - Extra camera

View angle: 160 ° - Main camera ,
170 ° - Extra camera

Display: 7.84 " IPS LCD - 1280 x 400 px

Speaker:

Microphone:

LED illuminator:  Rear view camera

Memory: External: microSD cards socket (card is not included)

Max. capacity of memory card: 256 GB Class 10

Compression: H.264

Resolution of recording video files: • Main camera max. 2560 x 1440 px - 1440p QHD,
• Extra camera : 1280 x 720 px - 720p

Recorded frames resolution: 2560  x 1440 px

Operation modes:

• Auto recording after power on,
• Manual recording,
• Photo camera,
• Rear view camera,
• Parking monitoring mode

Main features:

• G-Sensor - impact and hard braking sensor
• Protection of currently recording section against overwriting - automatically after
triggering by G-Sensor / manual
• Parking monitoring mode - stand-by mode camera starts recording after impact
detection
• Audio recording
• The ability to display the car plate number on the recording
• Tilt angle adjustment of the display : 0 ° ... 90 °
• Tilt angle adjustment of the front camera : 210 °
• "Index of Protection" : IP65 - Rear view camera
• Rich assembly equipment

Extra camera cable length: 30 m

Power supply: • From built-in battery - 3.7 V DC
• Battery charging - 12  / 24 V DC from the car installation, 5 V DC mini USB

Battery capacity: 1500 mAh

Estimated battery operation time: Long and reliable operation in parking mode
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Dimensions: • 240  x 115  x 35 mm - LCD display + Main camera
• 70  x 43  x 60 mm - Rear view camera

Weight: 0.6 kg

Manufacturer / Brand: Xblitz

Guarantee: 2 years

PRESENTATION

Front view: 

Rear view: 

Bottom view: 

Connectors: 
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Extra camera: 

In the kit: 

OUR OPINIONS

Autostart of recording after switch on the device.
Parking monitoring mode.
Rear view camera.

PACKAGE

Dimensions (L x W x H): 0x0x0 mm Gross Weight: 0 kg
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