Code: ACCO-KLCDR-BW

PROXIMITY READER WITH KEYPAD ACCO-KLCDR-BW SATEL
Net: 146.50 EUR Gross: 146.50 EUR

The ACCO-KLCDR-BW keypad is a perfect supplement for the ACCO
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SPECIFICATION

Cards support:

Unique EM 125kHz

Reading distance of prox-keys: =5cm
Keyboard built-in: w
Communication: SATEL

Main features:

* LCD display

* Sound signaling

* Tamper protections

* Keypad backlight buttons

» LEDs for system state indication and user interface display

Power supply: 12V DC

Average current consumption: 160 mA

Operation temp: -10°C ... 55 °C

Permissible relative humidity: 93 %

Weight: 0.235 kg

Dimensions: 140 x 126 x 26 mm

Manufacturer / Brand: SATEL

Guarantee: 2 years
PRESENTATION

Front panel:

2024-04-27

DELTA-OPTI Monika Matysiak; https://www.delta.poznan.pl
POL; 60-713 Poznan; Graniczna 10
e-mail: delta-opti@delta.poznan.pl; tel: +(48) 61 864 69 60

1/3




fatel’ ———

[ ] [@a] [Faer] [#T]

f“‘a<
@] (S Gl [@0] Q/@ \7

(o] [B] [God] (7791 >

Internal view:

Mounting side view:
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PACKAGE
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Dimensions (L x W x H): 0x0x0 mm

Gross Weight: 0 kg
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