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Declaration
Copyright ©2019. All rights reserved.
Without the written permission of the company, any company or individual
should not extract, duplicate part of or all of contents of this manual and no
spreading in any form.
As the upgrade of the products or other reason, the contents of manual will
be upgraded periodically. Unless otherwise stipulated, the manual is used as
a instruction. All statements, information and suggestions of the manual do
not constitute any ostensive or implied guarantee.
Photographs, graphics, charts, and illustrations provided in the manual are
for explanation and illustration purposes only, and may differ from specific
products. Please prevail in kind.

A Notice

® Please do not place and install equipment directly under the sunlight or
near heating device.

® Please do not install equipment at moist place or place with dust or
soot.

® Please keep equipment installed horizontally, or install equipment in a
stable place, avoid the equipment falling down.

® Please avoid liquid dropping on the equipment, make sure no objects
filled (eg cups) with liquid on the equipment and prevent liquid from
leaking.

® Please install the device in a well-ventilated place, do not block the
vents of the equipment.

® Please only use equipment within rated input/output.

® Please do not disassemble at liberty.

® Please transport, use and reserve the equipment within allowing
humidity (10%~90%) and temperature (-10°C~+55°C) .

® \When cleaning the device, unplug the power cord and completely shut
off the power.

® The dust on the circuit board inside the NVR may cause a short circuit
after being exposed to moisture. Regularly clean the circuit board,
connectors, chassis, and chassis fan with a soft brush. If dirt is difficult

Safety Precautions



to remove, wipe it off with a neutral detergent diluted in water and
wipe it dry.

Do not use volatile solvents such as alcohol, benzene, or thinner when
cleaning the device. Do not use strong or abrasive cleaning agents. This
can damage the surface coating.

Please purchase the NVR dedicated hard drive recommended by the
equipment manufacturer from the formal channels to ensure the
quality and usage requirements of the hard drive.

Make sure that there is no threat due to uneven mechanical load.
Make sure that the video and audio cables have enough controls to
install the cable. The bend radius of the cable should not be less than 5
times the cable diameter.

Make sure that the alarm cable is firmly installed and the contact is
good.

Make sure that the NVR is reliably grounded.

AWarning

Please do use the battery as requested, or it may lead to a battery fire,
explosion or risk of burning!

Please use the same type of battery when changing it.

Please do use recommended cord sets (power cords), do use within the
rated specifications.

If you connect the product to the Internet at your own risk, including
but not limited to products that may be subject to cyber-attacks,
hacking attacks, virus infections, etc., the company will not be
responsible for product abnormality, information leakage, etc., but the
company will timely to provide you with product-related technical
support.

' Instruction

After receiving the product, please open the packing box, take out the
equipment, and confirm the packing product and accessories according
to the packing list in the box.

If you find any damage to the contents of the box or any missing parts,
please contact your dealer promptly.
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Chapter 1 Outline and Feature

1.1 Outline

This product is a new generation of high-performance NVR (Net Video
Recorder) independently developed by the company. It adopts several
high-tech technologies, such as video and audio codec technology,
embedded system technology, storage technology, network technology and
intelligent technology. With local preview, video multi-screen split display,
local real-time storage of video files, support for mouse shortcuts, remote
management and control. This product supports two storage methods:
front-end storage and client-side storage. The front-end monitoring point can
be located anywhere on the network, regardless of geographical location. It
is combined with other front-end devices such as network cameras and
network video servers to form a powerful security monitoring network with
professional video surveillance system software. In the networked
deployment system of this product, only one network cable can be used for
the central point and monitoring point. Connection, center to monitoring
point, no need to lay video lines, audio lines, etc., construction is simple,
wiring costs, maintenance costs are low.

This product can be widely used in security, such as finance,
telecommunications, transportation, electricity, education and other fields.

1.2 Default

® The factory default super administrator account is admin and the
password is 12345.

® NVR and PoE NVR factory default IPv4 address: 192.168.1.88.

®  Wi-Fi NVR factory default IPv4 address: 172.20.18.78 or 172.136.123.88.

1.3 Descriptive content agreement

In order to simplify the description in this manual, the following conventions
are made:
® The "device" mentioned in this manual mainly refers to the NVR.



The “IP device” mentioned in this manual mainly refers to IPC, IP DOME,
or DVS.

The "channel" mentioned in this manual refers to the NVR's IP channel.
Click the "X" or "Cancel" button to return to the previous screen.

Click All Interfaces Default to restore the current factory default
settings.

Click "Apply", "Confirm" and "Save" on all screens to save the current
settings.

1.4 Function Features

H.264 videos condense format, support 4K/6M/5M/4M/3M/2M/1080P

/720P/D1 resolution network camera input.

Some models support H.265 video compression format, support 4K /
6M /5M/4M /3M /2M / 1080P/720P / D1 resolution network camera
input.

G.711U and G711a audio condense format.

Windows-style user interface embedded real-time Linux3.0 operating
system.

Support the standard ONVIF protocol.

Support independent adjustment of coding parameters for each
channel, including coding type, resolution, frame rate, and bitrate.
Support the quick addition of IP channel functions.

Support our smart IPC face detection, Crossover, Regional intrusion,
people stay, people gathering and other intelligent detection access and
linkage.

Support manual capture and image playback.

Three-level authority user management, administrators can create
multiple operation users and set their rights, rights can be refined to the
channel.

Support video loss alarm, motion alarm, network disconnection alarm,
IP conflict alarm, hard disk error and no disk alarm.

Various alarms can trigger buzzing alarm, sending mail and screen
display.

Support preview, recording, play back, backup.

Supports 3 streams.

USB2.0 or USB3.0, support backup, software upgrading & mouse
operating.



The device only supports FAT32 and NTFS format U disk.

Supports Chinese simplified, Chinese Traditional, Polish, Czech, Russian,
Thai language, Hebrew, Bulgarian, Arabic, German, French, Portuguese,
Turkish, Spanish, Italian, Hungarian, Roman, Korean, Dutch, Greek and
Vietnamese switch.

Some NVRs support fisheye correction, dual-screen preview, and PoE,
face detection, crossover detection, regional intrusion,people stay
detection, people gathering whichever is the case.

Only one USB interface NVR needs to use USB interface such as
Configuration import, Configuration export, backup, IPC Update,
Manual Update, first select the corresponding function, such as click
"Config import", pop-up "Please insert the usb disk" 60 When the
second countdown prompts, unplug the mouse and plug it into the USB
device before the countdown ends. After the NVR recognizes the USB
device, it automatically proceeds to the next step.



Function Function Brief Introduction
Two video output, with VGA and HD interface, through
Real-time the monitor, monitor to achieve monitoring, some
models support TV, VGA, HD at the same time output.
H.264 standard compression, timing recording. Some
Record . .
models support H.265 video compression standard.
Support SATA interface maximum capacity of 8T hard
Storage drive, video recording can be realized on the hard disk
real-time storage function.
Playback Support 1~4 channel playback and network multi-channel
play back.
Support NVR backup to USB memory sticks, portable hard
Backup drive or network backup;
Support for VMS clip-by-clip backups
Network Support for remote client access, improve system safety.
Operating ! '
Mouse Support USB mouse operation and can set mouse
. movement speed to set system parameters conveniently
Operating .
and quickly.
Pan-tilt Though Onvif protocol, fulfill control functions of network
Control dome camera. PTZ preset point, automatic cruise.
By analyzing the video image, when the system detects
Motion that there is a movement signal that reaches the preset
Detection sensitivity, the motion detection alarm is started and the

linkage function is started.




Chapter 2 NVR Appearance
2.1 The Front Panel
2.1.1 The Front Panel

(For informational purposes only, subject to object)

Figure 2-1

No. Name Description

1 [Switch Turn on / off the device

Shows whether the hard drive is connected

p Hard disk indicator
properly

3  |Power Indicator The device is powered on normally

Shows whether the device is properly

4 Network Indicator
connected to the network

5 UsB2.0 Connect mouse or USB memory stick backup

' Instruction

® The panel diagram does not reflect the product size and ratio. Please
refer to the actual product for details.

2.2 Rear Panel

2.2.1 General equipment rear panel introduction
The schematic diagram of the rear panel of the common equipment is as
follows:
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Figure 2-2

The corresponding description of each interface in Figure 2-2 is shown in the
following table:

No. Name Description

1 Ethernet port Connect Network
1/2

2 Audio output | Equipment audio output interface

3 Audio Input Equipment audio input interface

4 HD Video Connect HD display devices such as computer
Output 2 monitors

5 VGA Conr?ect VGA display devices such as computer

monitors

6 HD Video Connect HD display devices such as computer
Output 1 monitors

7 usB3.0 Connect the mouse or U disk backup

8 eSATA External hard drive interface

9 Ground 485 Alarm when equipment is grounded

10 | Alarm Output | Equipment alarm output interface

11 | Alarm Input Equipment alarm input interface

12 | Powertoggle | 15y/530v switch
switch

13 Power Device power connector
Connector

14 | Switch Equipment switch

Table 2-1

2.2.2 Built-in PoE device rear panel introduction
The schematic diagram of the rear panel of the built-in PoE device is as
follows:

10
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The corresponding description of each interface in Figure 2-3 is shown in the

following table:

L

Figure 2-3

No. | Interface Connection instruction

1 HD Video Connect HD display devices such as computer
Output monitors

) VGA Conn.ect VGA display devices such as computer

monitors

3 Audio Input Equipment audio input interface

4 Audio output | Equipment audio output interface

5 PoE network | Connect IP devices and power IP devices and
port networks

6 Ethernet port | Connect Network

7 USB port Connect the mouse, U disk or removable hard disk
P

8 ower Device power connector
Connector

' Instruction

® The panel diagram does not reflect the product size and ratio. Please

refer to the actual product for details.

2.3 Mouse Instructions
Mouse instruction
Operate NVR through mouse left button, right button & scroll wheel.

Mouse actions

Function

Click left
mouse button

1. Select one of the options; 2. Insertion cursor, enter
or modify the value of a parameter.

Click right
mouse

button

1. When interface not locking, click right mouse
button, system menu pops up; 2. When interface
locking, click right button on real-time preview

11




interface, login interface pop up; 3. Entered to main
menu, to a submenu of PTZ control, click right mouse
button on the menu interface, return to previous menu
(except video playback interface); 4. Entered to close
system interface, click mouse right button on the
interface, return to preview interface.

1. When real-time preview multiple channels interface,
double-click maximized channel display of one channel

Single, . . .

8 . and return to the original state; 2. Single click the
double-click the . . . .
mouse left password input field on the login interface; 3. Single

click setting parameters (date, time, IP address, port
button .
number, bit stream value and user password) or user
names.
mouse .
Select the menu or menu item.
movements
Mouse drag Drag progress bar to playback video.
Slide mouse . .
1.Time setting; 2.Select the drop-down menu values;
scroll wheel

2.4 Input Method Introduction

Input method includes lowercase and uppercase English letters. Clicking

«
llﬂll

” button on the left can switch the input method and the symbol

represents deleting incorrect input.

1112134 5(6(7]8(9]0 1234|5678 ]3]0

QW E[R|TI|YI|[UlI|OfP qlwl|lel cltly|ulilol|p
AlS|D|F|G({H|J| K| L allsld|fllg(h{]llk|!
& | Z||X|cllv|B|N|M| & S |zl xllelv bl nim| &
#4= Space < || | Enter == <| ¥ | Entes
Uppercase English input Lowercase English input

12




Chapter 3 Connecting NVR
3.1 Hard Disk Installation

A Notice

® Before installation, please confirm that the power has been
disconnected.

® Please use the NVR dedicated monitor hard drive recommended by the
device manufacturer.

Installation tools
A Phillips screwdriver

Hard disk installation

The hard disk is installed as shown in Figure 3-1.

& Loosen the fixing screw on the cover, open the cover.

@ Connect one end of the hard disk data cable and power cable to the
motherboard, and connect the other end to the hard disk. Align the four
positioning screw holes at the bottom of the hard disk with the hard disk
positioning holes at the bottom of the chassis.

3 Hold the hard disk with hand, turn over the chassis, and fix the hard disk
with screw at the indicated position.
& After hard disk installed, turn over the chassis, fix the cover with screw.

il

S
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Figure 3-1

3.2 Device Connection

Use VGA cable or HD cable to transmit the NVR signal to the display. If it is a
controllable PTZ, use wire to connect RS485 A cable and RS485 B cable to the
corresponding RS485 interface on NVR. As show in Figure3-2.

= s | )
Bl w 7.
-

HDMI VGA LALARM_INy

; ALARM OUT

ROUTER
® oo
Q" fium

USER2 5

3
J .1
[
k

Figure3-2

A Notice

® Devices with built-in PoE network ports support IPC plug-and-play
functionality. When adding IP devices using the PoE network port
plug-and-play method, make sure that the IP devices also support the
PoE standard.

14



Chapter 4 NVR Startup

4.1 System Initialization

The steps to turn on NVR are as follows:

@ Connect the device to the monitor and plug in the mouse and power cord.
@ Turn on the power switch on the rear panel to start the device. The
system initialization screen appears, as shown in Figure 4-1.

Figure 4-1

'- Instruction

® Please confirm that the voltage to be connected matches the NVR
requirements and ensure that the NVR ground is well grounded.

® If the power supply is abnormal, the NVR may not work properly or
even damage the NVR. It is recommended to use a regulated power
supply for power supply.

® The illustrations that appear in the operation manual may not be exactly
the same as the menu interface displayed on your monitor, so all
illustrations are for user's reference only.

® After the device starts up, it can be simply configured through the boot
wizard, which is the normal operation of the device.

4.2 Boot wizard

15



4.2.1 Quick Startup Wizard
Quickly configuration the NVR as shown in Figure 4-2:

@ After the device starts, enter the "Boot Wizard" and click "Next Step".

Boot Wizard

Boot wizard settings, including general setting,network setting,adding camera and record settings.

® Setup Wizard Starts Automatically At Boc

Next Step Cancel

Figure 4-2 @
@ Then select a user name, enter the user password, select the system

language and click "Login" to login the system (the default username is
admin, password is 12345).

User Login

= admin

A

English

Login Close

Figure 4-2 @
16



@ When the login password is too simple, a security password prompt will

pop up. Click "Modify ".

The current password is too simple,please modify
the password!

Modify Modify later

Figure 4-2 @
@ Click the "New password" box, enter a new password, confirm the new

password, select the security question, enter the corresponding answer, click
"Save"; insert a USB flash drive on the device, and click "Export key".
Modify Password

User Name admin
New Password
Confirm

Unlock Pattem

Please set security issue
Security Issue1 Please select issue
Answer1

ity |ssue2
Answer2

ity lssued

Answer3

Warmning e S on't

Save Clear Export Key Cancel

Figure 4-2 @

17



Unlock Pattern: Check "Unlock Pattern", draw the unlock pattern through the
mouse, draw the pattern again for confirmation, complete the unlock
pattern settings.

@ Go to the "General" interface, configure the Device setting and date,

and click “Next Step". For details, see "5.3.6.1 General".

English
Overwrite
No Limit
PAL
andby Time(Min) 10 Minutes
e Name NVR

Default al Next Step

Figure 4-2 @
@ Go to the "Network" interface, configure the network parameters of the

device. Click “Next Step". For details, see "5.3.6.2 Network".

18



Network

IP Address

Enable DHCP

twork Mask

Gateway

Primary DNS
dary DNS
06:0B:0C:0D:37:19
TCP Port 5000
HTTP Port
RTSP Port
Private Port

Network Rate 100Mb/s

ious Step Next Step

Figure 4-2 @
@ Go to the "Add Camera" interface, you can search for and add devices
and click "Next Step". For details, see "5.3.5.1 Add Camera".

Device Binded Bandwidth die:

Figure 4-2 @

19



Go to the "Record Setup" interface, set the video plan, support the

manual drawing schedule, click "Complete", the boot wizard is set up. For
details, see section "5.3.4.1 Schedule".

Figure 4-2

' Instruction

® On the startup wizard screen, click Cancel to exit the startup wizard.

® When the password is too simple, after the login, a password strength
security interface will pop up. You can click "Modify later" to continue
using the existing password.

® Please confirm that the XVR device has been properly connected to the
network before setting up the network parameters.

® System default setting is all channels are recorded 24 hours a day.

® [f the boot wizard has been configured for the first time, click "Menu —
Configuration — General", cancel check "Enable wizard at startup",
and the boot wizard interface will no longer appear after the next boot.

4.2.2 Forget Password

If you forget your password, you can click "Forget password" on the login
page to enter the safety verification interface to reset the password (as
shown in Figure 4-3). The password can be reset via "Answer the question"
or "Import Key".

20



Safety verification

Verification Mode Answer The Question

Security Issue Please select issue
Answer1
Security Issue2 Please select issue
Answer2
Security |ssue3 Please select issue

Answer3

Next Step Cancel

Figure 4-3

™

> Answer the question: Select the three security questions when setting
the password and enter the answer to the corresponding question to

enter the new password setting interface, as shown in Figure 4-4.

Modify User

User name
Modify password
Old password
New password
Confirm

Level

Cancel
Figure 4-4

21




» Import key: Select the authentication method as Import Key, as shown
in Figure 4-5.

Safety verification

Import key

impaort

Figure4-5
@ Insert the USB disk (the key file exported when the device setting
password is stored) on the device, and click Import to import the key file into
the device.
@ In the modification user interface, select “Change Password”, enter a
new password, confirm the password, and click “Save”, as shown in Figure
4-6.

Modify User

User name
Modify password
Old password
New password
Confirm

Level

Cancel

Figure4-6

' Instruction

22



® When you select "Security Issues", the issues and answers must exactly
match the settings when you set the password to proceed to the next
Modify User screen.

® When you select "Import Key", the key file in the USB flash drive must
be the key file that was exported when the password was set.

4.3 Preview Interface
After the system is fully booted, it will enter into the default preview
interface, as shown in Figure 4-7.

Figure 4-7
After the device normally starts up, the default setting is to preview in
multi-screen display mode. Products with different channels has different
amount of split screens to display. On the preview interface, you can set the
appropriate date and time. On the bottom left of the screen, it shows the
recording status of each video channel or alarm status icon.
The function of each icon is shown in the following table:

Icon Function

r— The monitoring channel is in video.

:H: The monitoring channel is in the motion detection
state.

'.':.l]] The monitoring channel is in the state of intelligent

i alarm

23



Table 4-1

4.4 Quick add device

Quick add device is shown in Figure 4-8:
@ At the preview menu, for the channel of unconnected IP Camera, click

anywhere in the channel interface, the lower right corner of the channel

display “ @ ”icon.

Figure 4-8 @
@ Select the device to add and click “Add”.

Device Search

Filter Onvif And Private

IP d/De § Protocol Firmware Version
172.18.182.156 * 8 Private S2L55M_OV4689_W _6.1.44.3
172.18.193.85 8 Private 3516CV500_IMX327_AR_BASE
172.18.193.86 :] Private 3516CV300_IMX323_X10T1A1A
172.18.193.87 8 Private 3519v101_IMX185_H_AF_W_9
172.18.193.92 8 Private FH8856_K03_B1T1AOMOCOP1_
172.18.193.93 ¢ 8 Private 3516EV100_F23_B1TOATMOCO

172.18.193.96 ¥ B Private 3516CV300_IMX323_B2T1A1M(

172.18.193 97 : Private FH8856_K03_BASE_BD_W_9.1

172.18.193.105 F 8 Private 3516CV300_IMX327_B1T1ATM(

47A 40 400 ane . Plibimkn ACAPT AUIABOA AL DAM A A"

Search Manual Add Cancel

Figure 4-8 @

24



>
>

>

Search: Click to search all online IP devices in the LAN according to the
protocol in the "Display Filter" box.

Add: Add selection device.

Manual Add: For details on how to manually enter device information,
see 5.3.5.1.

Filter: Sort the filter display in the device that has been searched.

' Instruction

Filter Search Add Device: In the Add Device interface, select the
corresponding protocol in the "Filter" column —"Search" —Select
Device — Click "Add".

Manual Add: On the Add Device screen, click "Manual add" — Click
"Enable check box"— Select Protocol, Preview Stream, Enter Password,
IP, Port — click "Save".

4.5 Channel shortcut menu
After adding a device to a channel, click the channel. The shortcut menu

appears as shown in Figure 4-9 @ @ .

Figure 4-9 @

Figure 4-9 @
The function of each icon is shown in the following table:

Icon Function

Manual capture, click the button to capture the current
video pictures. Search, view and backup pictures can be
carried out in "Search Backup" — "Normal Search"—
"Normal Picture".

ﬂ- Face detection, click to enter the face detection
interface.
Screen rotation button, click the button, the screen
(:‘j clockwise 90 ° rotation, click the button again, the

screen clockwise 90 ° again.

25



Instant playback button, click the button, the channel
playback 5 minutes before the video.

Audio output control button, click to set the channel
output volume and mute.

§o

(Wi-Fi NVR)

Electronic zoom button, click to open the electronic
zoom function, press and hold the left mouse button to
select the zoom area, release the mouse, the preview
interface is displayed as the selected zoom area,

click the right mouse button to exit the electronic zoom
and restore the live preview interface.

Electronic zoom button, click to enter the full-screen
zoom mode, display the unmagnified image of the
channel in the lower right corner of the screen, and
drag the red frame of the unmagnified image by mouse
to switch the position of the enlarged image. Click

"E" and "" or scroll the mouse wheel to adjust

the zoom. multiple. Click the right mouse button to exit
the electronic zoom and restore the live preview
interface.

ik

Image color button, click into the image interface, you
can set the channel brightness, contrast, saturation,
sharpness of the parameter values.

®

Bit stream information button, when the mouse moves
to the icon position, the channel shows the current
stream and other related parameters.

e

Image channel shortcut menu close button, click to
close the image channel menu.

Table 4-2

»  Face detection

Click " ﬂ

in the channel shortcut menu to enter the face detection

interface, as shown in Figure 4-10 below:

26




-3

ace Capture

Figure 4-10
The face detection interface displays the detected face on the right and
bottom of the interface, and displays the device's judgment on whether the
person's age, gender, and whether to wear glasses or a hat are bearded.

Click "% to enter the setting interface, you can set the snap face attribute
parameters (age, gender, glasses, hat and beard).

' Instruction

® The image shortcut menu appears only if you click Channel after adding
the device to the channel.

® Some NVRs support preview electronic zoom to switch to full screen,
and can be zoomed in and out with the mouse wheel.

® The face detection function is only valid for the IP channel of the face
detection function.
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Chapter 5 NVR Menu

5.1 Shortcut menu

Log in system, right-click it to pop up the NVR shortcut menu. As shown in
Figure 5-1, you can enter the Menu, preview screen, stream information, Poll,
record setup, start record, add device, playback, PTZ setup, NVR image, etc.

Menu Menu

1-Win
1 Screen »

4-Win
Multiple Screen »

8-Win

Stream Info 9-Win

Poll 16-Win
25-Win
Record Set
36-Win

Start Record » Poll
Add Camera Record Setup

Start Record

©
>
o
=
O)

Playback

Add Camera

9

PTZ
Plackback

NVR Image PTZ Setup

(o]
.
=
=
=
<
-
=
=
e
*®
)
L -]
4

Fisheye Unfold NVR Image

@R |

Figure 5-1

» Menu: Click and enter the main menu.

»  1-Win: Display all channel numbers of the device (CH1, CH2,
CH3...CH36), click to select a channel, and the preview interface will
display the channel monitoring screen.

»  4-Win: Divided into nine groups showing all channel numbers, each
group of 4 channels (CH1-CH4, CH5-CH8, CH9-CH12, CH13-CH16,
CH17-CH20, CH21-CH24, CH25-CH28, CH29-CH32, CH33-CH36 ), click to
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select a group, and the preview interface 4 screen shows the group 4
Monitoring screen for each channel.

8-Win: Divided into five groups showing all channel numbers, each
group of 8 channels (CH1-CH8, CH9-CH16, CH17-CH24, CH25-CH32,
CH29-CH36), click to select a group, and the preview interface 8 screen
shows the group 8 Monitoring screen for each channel.

9-Win: Divided into four groups to display all channel numbers, each
group of 9 channels (CH1-CH9, CH10-CH18, CH19-CH27, CH28-CH36),
click to select a group, and the preview interface 9 screen shows the
group 9 Monitoring screen for each channel.

16-Win: Divided into three groups to display all channel numbers, each
group of 16 channels (CH1-CH16, CH17-CH32, CH21-CH36), click to
select a group, and the preview interface 16 screen shows the group 16
Monitoring screen for each channel.

25-Win: Divided into two groups to display all channel numbers, each
group of 25 channels (CH1-CH25, CH22-CH36), click to select a group,
and the preview interface 25 screen shows the group 25 Monitoring
screen for each channel.

36-Win: Click on the preview screen 36-screen to display all channel
monitoring screens.

Multiple Screen: Some devices that support multiple channels have
more screen splits. Except for 1 screen, other split screens are hidden in
the multi-screen menu.

Stream Info: Click into the stream information interface to view the
stream information of the corresponding channel (such as resolution,
frame rate, bit rate, encode type, IP address, record status, protocol,
etc.).

Poll: Click into the poll setup interface (Detailed operation as 5.1.1).
Record Set: Click into the record setup interface (Detailed operation as
5.3.4).

Start Record: Click to open the recording menu to quickly set up
24-hour normal recording or motion detection recording for all
channels.

Add Camera: Click and enter the add camera configuration menu
(Detailed operation as 5.3.5.1).

Playback: Click into the Playback interface.(Detailed operation as 5.3.1).
PTZ: NVR supports PTZ control, allowing users to remotely control the
camera.(Detailed operation as 5.1.2).
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NVR Image: Click into the image color configuration interface. (Detailed
operation as 5.1.3)

Fisheye Unfold: Enter the fisheye expansion interface. (This menu is
only available for fisheye expansion function devices. For details, see
5.1.4)

Switch Screen: Click OK to switch between the primary and secondary
screens. At this time, the mouse can operate on the screen (only
supports dual-screen devices with this menu).

'- Instruction

At present, only some equipment of the company supports fisheye
correction.

Multi-screen display depends on the maximum number of channels
supported by the device. For example, there are 9 screens in the
shortcut menu of the 9-channel device and 16 screens in the 16-channel
device shortcut menu...

The 64-channel NVR supports dual-screen preview device real-time
video, in which interface HD1 and VGA are the main screen interfaces,
and HD2 is the auxiliary screen interface. In the main screen, you can
set the system to preview 64 channel video. Add the channel added to
the main screen to the sub screen by adding the device interface. The
sub screen can add up to 32 channels of the main screen. In the sub
screen, you can preview the real time video, set PTZ, playback.

5.1.1 Poll

The poll settings are as shown in Figure 5-2 below:

@ In the preview interface, right-click and select "Poll".

@ Enable round robin, set polling interval and mode, click "Save".
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=™ Menu

Enable

Time(s)

Mode

g NVR Image
O Fisheye Unfold

Default Cancel

@

Figure 5-2
Enable: Turn on/off poll function, default is off.
Time(s): Round trip interface time, default 10 seconds.
Mode: The screen number of split screen, the default single channel
display.

Y V V

5.1.2 PTZ Setup

In the preview channel, right-click and select "PTZ" to enter the PTZ control
interface (single screen mode). PTZ setup interface is divided into PTZ control
and Common control.

B PTZ control interface

PTZ control interface is used to set the PTZ direction rotation (including
upper, lower, left, right, upper left, lower left, upper right and lower right) of
the gimbal equipment, focusing, zooming, aperture, rapid positioning and
cruising, etc., use with the direction keys when setting.
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A\

>
|

Multiple

Stream Info

Poll Channel
Record Set

Start Record

m e
O
]
(@)
O
%
R

Add Camera

.
]

Playback

PTZ

NVR Image

(O3 K |

Fish Unfold

Figure 5-3
Channel: Select the channel where the PTZ device is located.

Zoom: Click / = to adjust camera zoom in/out.
Focus: Click / = to adjust camera focusing.

Iris: Click / = to adjust camera brightness.
Speed: To control the speed of the pan/tilt, for example, the rotation
speed in steps of 7 is much greater than the rotation speed in steps of 1.

Direction: Use n/ﬂ/ “/n/ﬂ/u/ﬂ/n to adjust the

direction of the PTZ camera.

c-a—'-,
% : Click to enter the Patrol setup interface.
Patrol Setup interface

In the PTZ control interface, click on the “%% " icon to enter the cruise setup
interface. You can set related presets and cruise line settings, including dwell

time and cruise speed, as shown in Figure 5—4@ @
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Figure 5-4 @
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Preset setup: In the Patrol Setup interface, use the direction button to
rotate the head to the position where it stays when cruising, and then
click the “set” button below the preset point to complete the preset
point setting.

Call: Click “Call” and the PTZ will jump to the currently selected preset
position.

Cruise setting: In the Patrol Setup interface, select the cruise line and

click the “€”” button. In the pop-up cruise setting interface, select the
preset number, stay time (seconds) and speed, click “Confirm” button,
return to the cruise setting interface and click again. "Cruise on" saves
settings and the device starts cruising. The cruise settings are detailed in
5.3.5.5.

Cruise on: Follow the cruise line to start cruising.

Cruise off: Close the current cruise line.

Del cruise: Select the cruise line, click " " or "Del cruise" to
complete the cruise line to remove.

Del all cruise: After clicking, delete all the set cruise lines.
Stay Time: PTZ stays at the preset position.

Patrol speed: PTZ speed when cruising.

Common control

Common control for calling preset points, Select the cruise line to turn on /

off the cruise, as shown in Figure 5-5:

PTZ b4

Channel 1 W
Ptz contral m

Preset

Cruise

Cruise on Cruise off

Figure 5-5
Preset: Select a preset point.
Call: Click on the PTZ to jump to the selected preset point position.
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»  Cruise: Select the cruise route you have set and click to turn cruise
on/off.

»  Cruise on: Follow the cruise line to start cruising.

»  Cruise off: Close the current cruise line.

' Instruction

® The NVR supports up to 128 preset points, but the actual number of
preset positions is limited by the number of preset points that can be
set by the camera. The maximum number of preset points supported by
different PTZ is not necessarily the same.

5.1.3 NVR Image

On the preview interface, right click mouse, select the “NVR Image” to enter
the NVR Image interface, and then can configure the video properties of IPC.
As shown in Figure 5-6.

NVR Image

Bright

Contrast
Saturation

Hue

Default Cancel

Figure 5-6
Bright: It is to adjust monitor window bright.
Contrast: It is to adjust monitor window contrast.
Saturation: It is to adjust monitor window saturation.
Hue: It is to adjust the overall color of the NVR image.

YV VY
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5.1.4 Fisheye Unfold

In the preview interface, right-click the fish-eye channel - select Fisheye
Unfold, and the system displays the fish-eye expansion interface, as shown in
Figure 5-7. Here you can set the fisheye installation mode and deployment
mode. The fisheye installation modes are divided into top mounted mode,
wall mounted mode and ground mounted mode, as shown in Table 5-1
below.

Installation Method

Expand Mode

Figure 5-7

icon Instructions

Desktop

Top suspend

Wall hanging

Fisheye, panorama original

Four expansion

180 degree panorama

360 degree panorama, hold down
the left mouse button and drag
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the red box in the lower right
corner of the video to switch the
magnification angle

Full screen, right click to exit full
screen

' Instruction

® Only some models support the fish-eye function. Please refer to the

Table 5-1

actual function of the device.

® [f the channel in the shortcut menu is not connected to the fisheye
camera, the system prompts "The non-fisheye channel does not support

this function".

5.2 Main Menu

Main Menu includes Playback, Export(General NVR) / Search Backup(Smart
NVR), HDD, Record, Camera, Configuration, Maintenance, and Shutdown as

shown in Figure 5-8 (1) (2). Select one and click the left mouse button to

open the next menu options.

Menu

Playback Export

Camera Configuration Maintenance

System dateitime,network, display, exception,user setup

Figure 5-8 @
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Playback Record

Configuration ntenance Shutdown

nd camera encode set

Figure 5-8 @

5.3 Operation
5.3.1 Playback

After entering the main menu, open the "Playback" menu or right-click to
choose select "Playback" menu in the preview interface, switch to playback

interface, shown in Figure 5-9 @) @).

Figure 5-9 @
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Figure 5-9 @

No. | Function Description
Display searched video, according to different
systems, support 1,4,8,16 screen playback at the
1 Display same time, multi-screen playback, double-click a
window screen, video playback interface into a single screen
playback, right-click at this time, return Screen
playback.
Playback control keys: play/pause, stop, fast-forward
Playback (speeds are 1x, 2x, 4x, 8x, 16x, where 1x is played at
2 control
area 1 normal speed; continuously click “@” and “~&”
button to switch playback speed )
Shows the recording type under the current
conditions and the time period in which it is located.
When multi-split screen, click the playback interface
channel to select, the first time axis is the selected
3 Time axis | channel recording time axis.
Clicking on a point in the green area with the mouse
starts playback from that point in time.
Roll the mouse wheel to zoom in and out of the
timeline.
Playback
4 control &”: Click full-screen playback, full-screen playback,
area 2 click the right mouse button to exit
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24H, 6H, 2H, 1H, 30M: Time axis unit. If 6H is
selected, only 6 hours of video will be displayed on
the time axis. You can hold down the left mouse
button and drag the time axis left and right. The
smaller the time unit, the smaller the time. The
greater the proportion.

’ /: When the timeline zooms in, click to move
the timeline left or right in the direction of the
arrow.

i i
: Play time when you choose, click to set the
playback time, and click "Save" to complete.

: Clip/Exit Clip.

7. Clip time (click the "Clip" button, pop
up the button), clicks the start and end time settings
for clipping, and clicks "Save" to complete.

Export Clip (click the "Clip" button, pop up
the button), click on the just edited file backup, the
file automatically backup to the device’s external usb
disk.

@: Backup progress, Click to see the backup
progress of the clip.

Video

mode Select the check box to select the type of recording
selection | to be queried, All, Record, Motion.

area

Page n 1/2 u: NVR channel page

turning "More operation": Click to enter the video file list
area interface
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Select the channel number to be queried (multiple

7 Channel channels can be selected at the same time,
depending on device performance)

The green highlighted date means there is file.
Otherwise, there is no file.

8 Calendar | Inany play mode, click the date you want to see, you
can see the corresponding record file trace in the
time bar.

Save: Enter the video backup interface. Select the
Save/Ret files to be backed up in the 11 file list as needed, and

9 urn click ”Save” to enter the video backup interface for
backup.

Return: Exit the file list interface.

10 Video file | Displays the start time, end time, and file size of the

details selected file in the 11 file list.
The channel recording files are displayed in
Video file | chronological order. You can view the other channel
11 . . . s .
list recording files by switching the recording channels

above 1, 2, 3, and 4.

Table 5-1

In the file list bar, you can see the start time of the video file, video type(“R”:
Record; “A”: Motion record), select a video file, you can view the video of
recording start time, end time and file size, as shown in Figure 5-10.
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Figure 5-10

In the file list box, check the ““~” icon to back up the file, click "Save" to
enter the Record backup interface, as shown in Figure 5-11:

Record backup

Remaining 0.000 MB d 0.000 MB File Format

Start Time End Time Size
2018-07 00:00 2018-07-16 00:06:01 84 ME~

1010.121 ME

9.856 ME _

Figure 5-11
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In the video backup interface, backup the selected file to an external U disk,
backup video file for the avi format. At the same time can choose multiple
video files for backup, the user can also in the backup operation menu to

cancel the file list box """ icon, delete the file does not want to back up.
Remaining: The external capacity of the device U disk capacity space.
Required: Select the total capacity of the backup file.

File Format: Backup video file format.

CH: Video channel to which the video file belongs.

Type: Video type, with common record and motion record selection.
Start Time / End Time: The time range of the video file.

Refresh: Click to update the interface data.

Backup: Select the file to be backed up, click Backup, start the backup.
Clear: Clear all the video files in the file list.

' Instruction

® In the right-click menu of the preview interface, click the "video
playback" menu to enter the video playback interface.

® Previewing the right-click menu and selecting "Playback" will select the
channel where the mouse is to be played by default.

YVVVVVVVYY

® The interface shown in Figure 5-9 @ @ is for reference only. The

number of channels supported by different models for simultaneous
playback is different and the functions are different. Please refer to the
actual interface.

5.3.2 File backup

Click “Export” button in the main menu, enter the file backup interface, you

can backup the video file to an external USB device, as shown in Figure 5-15:
R xport
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Figure 5-12
Insert the USB device into the NVR USB interface before backup. Select the
backup file type, channel, file format, time range, and click "Search", the list
shows the search to the video file, click "Start", the device began to backup.
File type: Video type, with All, common and motion selection.
Channel: Video channel to which the video file belongs.
File Format: Backup video file format.
Start Time / End Time: The time range of the video file.
Required capacity: Select the total capacity of the backup file.
Available/Total capacity: The external capacity of the device U disk
capacity space.
>  Fast export: Set the recording type, channel, file format, and the time
range for 30 minutes to automatically cut.
» Search: According to set the video type, channel, file format and time
range to the corresponding video file, and displayed in the file list.
» Clear: Clear all files that have been queried in the list of video files.
»  Start: Start the backup.

5.3.3 Search Backup

Search backup is used for viewing and backing up videos and pictures in
devices. It consists of conventional retrieval, face detection retrieval and
behavior retrieval.

5.3.3.1 Normal Search

Click “Search Backup” button in the main menu, enter the search backup
interface, which consists of normal search and normal picture, as shown in
Figure 5-13:

Normal Recorc

Y VVVYVY

B Al

[ 2 3 [ m5 WS T C ) | 10

| 11 | 14 | 15 B 16 | 19 | 20
4

File Type All

File Format Avi

Start Time 2019 - 07 - 08

End Time 2019 - 07 - 08

Fast Export Search Cancel
Figure 5-13
B Normal Record

Normal Record backup steps are as follows:
Step 1: Insert USB device into NVR USB interface before backup.
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Step 2: Click the "Search Backup" in the main menu, select the backup channel,
file type and file format, set the search time (start time and end time), and click
"Search".

Step 3: Click "Start"and wait for the backup progress to complete.

»  Channel: Video channel to which the file belongs.

»  File type: Video type, with All, record, motion, intelligent, alarm, motion

and alarm selection.

File Format: Backup video file format.

Start Time / End Time: The time range of the video file.

Required capacity: Select the total capacity of the backup file.

Available/Total capacity: The external capacity of the device U disk

capacity space.

»  Fast export: Set the recording type, channel, file format, and the time
range for 30 minutes to automatically cut.

» Search: According to set the video type, channel, file format and time
range to the corresponding video file, and displayed in the file list.

YV VYV

®  Normal Picture

Normal Picture backup steps are as follows:

Step 1: Insert USB device into NVR USB interface before backup.

Step 2: Click the "Search Backup"—"Normal Picture" in the main menu, select the
backup channel, file type, set the search time (start time and end time), and
click "Search".

Step 3: Click "Start"and wait for the backup progress to complete.

Channel: Video channel to which the file belongs.

File type: Picture type, with All and manual capture selection.

Start Time / End Time: The time range of the picture file.

Search: According to set the snapshot type, channel and time range to

the corresponding picture file, and displayed in the file list.

5.3.3.2 Face Detection Search

Click "Search Backup"— "Face Detection Search" button in the main menu,
enter the Face Detection Search interface, you can view and back up face
videos and snapshots, as shown in Figure 5-14:

YV VY
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Face Detection Search

m Al
.1 2 m3 |4 [
. 1 2 m 13 | 14 |

Start Time 2019 - 07 - 08 00 :: 00 &

End Time 2019 - 07 - 08 16/ 37 :

Search Cancel

Figure 5-14

Face detection search backup steps are as follows:

Step 1: Insert USB device into NVR USB interface before backup.

Step 2: Click the "Search Backup"—"Face Detection Search" in the main menu,
select the backup channel, set the search time (start time and end time), and
click "Search".

Step 3: According to the actual needs, select "backup picture", "backup video",
click "backup”, wait for the backup progress to complete the backup.

»  Channel: Video channel to which the file belongs.

»  Start Time / End Time: The time range of the file.

» Search: According to set the snapshot type, channel and time range to
the corresponding file, and displayed in the file list.

' Instruction

® The retrieved video files can be replayed in the upper right corner of the
interface.

5.3.3.3 Behavioral Search
Click "Search Backup"—"Behavioral Search" button in the main menu, enter
the Behavioral Search interface, you can view and backup intelligent videos

and snapshots, as shown in Figure 5-15:

m A
m m2 m3 |4 ms ms 3 mo m 10

IRE] m 12 m 3 m 1 m 15 m 16 7 ] m 19 m 20
< >

Type All Types

Start Time 2019 - 07 - 08 00 :
End Time 2019 - 07 - 08
Search Cancel

Figure 5-15
Behavioral search backup steps are as follows:
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Step 1: Insert USB device into NVR USB interface before backup.

Step 2: Click the "Search Backup"—"Behavioral Search" in the main menu, select
the backup channel and type, set the search time (start time and end time),
and click "Search".

Step 3: According to the actual needs, select "backup picture", "backup video",
click "backup”, wait for the backup progress to complete the backup.

»  Channel: Video channel to which the file belongs.

» Type: There are All, Cross-Border Detection, Regional Intrusion
Detection, People Stay and People Gathering selection.

»  Start Time / End Time: The time range of the file.

» Search: According to set the type, channel and time range to the
corresponding file, and displayed in the file list.

' Instruction

® The retrieved video files can be replayed in the upper right corner of the
interface.

5.3.4 HDD

In the Menu interface, click "HDD" to enter the disk management interface.
You can see the hard disk information and format the hard disk. As shown in
Figure 5-16:

Normat

Figure 5-16

» No.: The number of HDD that connect the system.

»  State: Detect the current working status of HDD, you could use only that
displays “In use”; after formatting is completed, you need to restart NVR,
the status displays "In use".

» Total Capacity: The total available HDD capacity, the single HDD capacity
can not exceed the maximum capacity: 8TB.

» Residual Capacity: Display the residual capacity of the current HDD;

» Device Type: SATA.
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»  Refresh: Click update disk list information.
»  Format: Formatting the HDD, select the HDD — click the "Format"
button — click the "Confirm" button.

' Instruction

® "Not connecting disk" indicates that the device is not connected or the
hard disk is not detected.

® The hard disk information is displayed on the HDD interface when the
hard disk is used normally.

® The hard disk must be formatted first when the hard disk is connected
to the NVR for the first time or when "Not formatted" is displayed.

® The device does not need to format the hard disk when the hard disk
status shows "In use".

® After formatting the hard disk, restart the NVR to takes effect.

5.3.5 Record

5.3.5.1 Schedule

In the Menu interface, click "Record — Schedule" to enter the Record setting
interface. The system will automatically perform the corresponding type of
recording according to the set planned time after setting the recording plan,

as shown in Figure 5-17:
cord

Channel

B Al 0 2 : 6 8 0 2 6 8 20 22 24 Operate

B Sun

B Mon

B Tue

B Wed

B Thu

B Fr

B sat

@ Motion @ Intelligent

Default Apply

Figure 5-17
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»  Channel: Please select the channel number first. You can select “all” if
you want to set for the whole channels.

» Record Type: Select check the box to select corresponding record type.
There are Record, Motion, Alarm, M And A, Intelligent.

»  Week day: Select the week number. If you select “All”, it means to the

entire week, or you can select ““ " in front of the number of days to
set individual days.

»  More Settings: Support motion detection pre-recording, pre-recorded
time is 0S, 5S, 10S, 158, 20S, 25S, and 30S.

P
» = :Delete the time period for the currently selected recording type.

' : Click to enter the Record Schedule.
Copy: After complete the setup, you can click “Copy” button to copy
current setup to other channel(s).

Y VY

B Drawing schedule record
Step 1: Select the recording channel to be set (as shown in Figure 5-18 1).

Step 2: Select the recording type to be set. Green is normal recording, and
yellow is motion detection recording, sky blue is the motion measurement
and alarm video, blue is the intelligent video. (as shown in Figure 5-18 2).

Step 3: Hold down the left mouse button and drag the mouse to draw the
time period in the time period diagram (as shown in Figure 5-18 3).

Figure 5-18

' Instruction

® There are 6 time periods available for each day, and the device will start
the corresponding type of recording within the set time range.
® Select “All” to edit the time period of all week.
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You can select """ multiple times a week to synchronize editing and
draw time periods for multiple weeks. When the box before the week is
“v", it means that you can edit simultaneously.

In the same period of time, motion video and M&A video can only
choose one of them.

Input data to set the schedule record

Step 1: Click “%&' " to enter the Record Schedule interface, as shown in
Figure 5-19.

Step 2: Set the "recording type" for each time period. There are 6 time
periods for setting each day. Select the week of "Use to" and apply to the
corresponding week.

Step 3: Click “Save” to complete the settings. The system returns to the
“Record” interface.

Current Set Week:  Sunday

S ule 1 § eCor Motion

Schedule 2 rc Motion
el Motion

ule 4 Record Motion
Schedule 5 Record Motion

Schedule 6 Record Motion

Use to

B AL

¥ Sun. Mon d B Thu

Figure 5-19

' Instruction

At the same time, normal recording and motion detection recording are
motion detection recording are enabled at the same time. When
motion detection occurs, the device only has motion detection
recording and no ordinary recording.

5.3.4.2 Parameters
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According to the actual network bandwidth, set the video stream parameters,
including the encoding type, resolution, and so on.

Step 1: In the Menu interface click “Record—Parameters” to enter the
Encoding parameters interface, as shown in Figure 5-20.

Step 2: According to the actual network bandwidth condition, the video
stream parameter settings include resolution, stream type, frame rate, and
corresponding channel sub streams.
Step 3: Click “Apply” to save the settings.

Figure 5-20

»  Channel: Select to configure the channel.

»  Video Encoding: System supports H.264, H264+, H265, H265+ according
to device performance; some devices only support H.264 and H.264+.

» Resolution: Read and set the main and substream resolution. The
system supports various resolutions. You can select from the drop-down
list. Different types of IPC support different resolutions please refer to
the actual interface.

»  Stream type: Select video and A/V.

>  Bitrate (Kb/S): Setting bit rate can change the picture quality, the larger
the bit rate and the better the picture quality.

»  Frame Rate: The number of frames per second that the video displays.
The higher the frame rate, the more realistic and smooth the image.
The frame rate varies with the resolution. PAL system: 1 frame/sec - 25
frames / sec; NTSC system: 1 frame / sec - 30 frames / sec.

> H265+: Enable/disable the H265+ function of the IPC channel that
supports H265.

5.3.5 Camera
5.3.5.1 Add Camera
B Add Camera
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After adding a remote device, you can view the video screen of the remote
device directly on the NVR, and perform operations such as storage and
management. Different devices support different numbers of remote devices.
You can add required remote devices based on actual conditions. Add the
device as follows:

Step 1: In the Menu interface, click “Camera - Add Camera”, or right-click in
preview interface and select “Add Camera” to enter the Add Camera

interface, as shown in Figure 5-21.

Step2: Click “Add - select device to Add = Add = Cancel”, complete to add
device, as shown in Figure 5-22.

N B

| " B B EEEENEEESEEEEENBE
(3 SR (A SR S SR SR 3 S B B B 3

Figure 5-21

» Bandwidth idle: Displays the NVR remaining bandwidth in real time.

>  Add to vice: Select the added device channel and click "Add to vice" to
add the channel device to the sub-screen channel.

» Delete from vice: Select the sub-screen to add the device channel, click
"delete from vice", the channel device is removed from the sub-screen.

»  Add: Click to enter the “Device Search” interface.
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Figure 5-22
Filter: Filter search device type. On the Add Device interface, the
NVR automatically searches for all devices in the LAN that comply
with the Onvif and Private protocol. Select the protocol or network
segment device according to the need to display the filter location.
Click "Search" to search for the corresponding device in the LAN.
Search: Click it to search IP address. It includes device IP address,
port, and protocol.
Sorting: Click "IP" in the search list menu bar, the system displays
"IP" from small to large will search the device to sort. Click "IP"
again and the system displays the order of the IP addresses from
big to small. You can also click on other items to sort them for
easier viewing.
Add: Add a selection device to the system.
Match code: Apply to the Wi-Fi IPC in the Wi-Fi NVR Quick Add Kit.
The wired pairing step is as follows:
Step 1: Connect the Wi-Fi IPC and Wi-Fi NVR LAN ports in the
package to the same switch with the network cable;
Step 2: On the NVR main menu page, select "Camera - Add
Camera", or right click on the preview interface and select
"Add Camera" to enter the Add Device Management
interface.

n B2l " to delete the added device;
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Step 4: Click "Add" —>select add device - Match code -
Cancel to complete the addition.

v" The wireless code step is as follows:
Step 1: Right click on the NVR and click "Add Camera" in the
shortcut menu to enter the Add Camera interface.
Step 2: Click "Wireless Code Add", within 120 seconds of the
NVR pair code countdown.

Step 3: Within 120 seconds of the NVR pairing the code pair,
long press the button on the camera tail line (about 6 seconds) until
the camera infrared light flashes. At this time, the code pairing will
be performed and automatically output images.

' Instruction

® The Wi-Fi IPC restore factory settings: The camera supports forced
recovery of the factory settings by quickly pressing the button on the
tail line 3 times, including network setting parameters and wireless
pairing parameters, etc., please be careful.

v' Change IP: Select """ before one or more searched IPs, click
"Batch to IP", enter "IP Address", "Subnet Mask", "Default
Gateway", "Port", and "User Password" ”, click “OK” to select the
device IP will be modified incrementally.

»  Manual add: Click to enter the “Channel Setup” interface. You can add
devices by closing channels, switching channels, modifying protocols,
switching preview streams, or manually inputting device-related
information, as shown in Figure 5-23. There are two methods of
manually adding IP and domain name addition. When adding IPC
through a domain name, only Private and ONVIF protocols are
supported.
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Figure 5-23
Enable: The channel enable on/off, defaulting to be off. Tick
“Enable” then the related channels can be previewed and recorded
normally.
Channel: Select Set Channel.
Add way: Shows how the current channel is added.
Protocol: Select Add Device Protocol with Onvif, Private, and RTSP
options.
Preview: The default is sub-stream preview, IPC side to be set to
dual-stream, and is H264, H264+ encoding format to normal
preview (support H265, H265+ encoding format NVR can also be a
normal preview stream), sub-stream resolution can be D1 or CIF
format.
User name: The login user name of IPC (if the defaulted user name
is not admin, please change it to be valid user name).
Password: Login password of IPC (if the defaulted login password is
not admin, please change it to be valid password).
IP: Need to add IPC IP address.
Domain: Need to add IPC domain name address, such as peanut
shell address, DDNS address.
Port: Access to the port used by IPC, the default is 80.

Auto add: All LANs in the LAN to reconfigure the network, automatically
added to the NVR.
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Delete: Delete the added device. In the list of added devices, click the

" ﬁ" icon to delete the channel quickly. You can also click the "'
icon to select multiple devices and click the "Delete" button to delete all
selected devices.

Open H264+/H265+: Click to enable all channels H264+/H265+
encoding. To turn off H264+/H265+ encoding, close the channel
H264+/H265+ in the encoding parameter interface.

Update: Click the button "upgrade" to search for IPC, check "!
before one or more searched IPC s, and click "Upgrade " to batch
upgrade IPC.

Status: " @ " indicates that the connection is successful, and @
indicates that the connection fails. If the connection fails, the
connection status will indicate the cause of the failure. If the password
is incorrect, the user password will be incorrect.

Conf.: Configuration. Click "" icon to enter the “Encode” interface,
you can modify the encoding type, resolution, bit rate, frame rate and
other coding-related information.

Edit: Click the "€ " icon to enter the channel setting interface. The
function is the same as "Manually add".

' Instruction

If remote devices have been added to all digital channels, add them
again and the device will prompt that the add fails.

Open H264+/H265+ button only in the "Add Device" interface in the
shortcut menu of the preview interface.

When modifying IPs in batches, ensure that the user name and
password of all selected devices are the same.

If you modify IPs in batches, if the IP addresses conflict, the system
automatically skips conflicting IPs and re-assigns them incrementally.
After modifying the IP in batches, search for the remote device again.
The new IP address will be displayed in the list.

After you select a device to add a button, all devices will re-assign the IP
address. Use caution.

Adding mode can be set to “Manual” or “Plug and play” in the POE NVR,
which is not settable in the normal NVR.
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® Before using the upgrade function, copy the upgrade package
corresponding to the device to be upgraded to a USB flash drive and
insert the USB flash drive into the NVR.

® When you upgrade multiple IP devices, you can only select the same IP
device. During the upgrade, all IP devices cannot be powered off.
Otherwise, the upgrade fails or the device cannot start.

® Only supports dual screen systems with "Add to Sub Screen" and
"Delete from vice" functions.

® The Wi-Fi NVR only supports the code function and is only valid for IPC
in the Wi-Fi package.

B PoE

After adding a PoE device, you can view the status and power of each PoE
port on the PoE configuration page.

The step as follows:

Step 1: On the menu page, select "Camera - Add Camera - PoE" to enter
the PoE configuration interface, as shown in Figure 5-24.

Step 2: Check the PoE device connection status, actual power, and remaining
power.

Add Camera

Figure 5-24

' Instruction

® Only PoE-capable devices have a PoE configuration interface. Please
refer to the actual one.

® According to the performance of the device, each interface is labeled
with the rated power and normal power range of each PoE port. When
the actual PoE power exceeds the rated power, the system
automatically shuts down the PoE port one by one according to the
channel number. Until the actual power is less than the rated power.
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5.3.5.2 0SD

On the menu page, choose "Camera - OSD" Settings to enter the OSD
management interface, as shown in Figure 5-25. Here you can get and set
the IPC OSD text, time and other device related information.

Figure 5-25

»  Channel: Select to set the channel.

»  OSD Text: Displays the OSD text information obtained to the IPC.

» Time: Turn on / off the IPC display interface time information.

»  Text: Turn on / off the IPC display interface text message.

» Date format: Set the IPC display interface date format, drop-down
menu "Year Month Day", "Month Day Year", "Day Month Year" option.

»  0SD position: Set the time and OSD text location, drop-down menu
with the” Top_ left, Bottom_ left “options.

»  Mirror: Set the IPC mirror to flip the direction, drop-down menu with

“Off, Horizontal, Vertical, Both” options.

'. Instruction

® The current OSD function only supports the private protocol to add the
device to obtain and set.

5.3.5.3 Image

On the menu page, select "Camera-» Image" to enter the NVR image color
setting interface. You can view and set the brightness, contrast, saturation,
and sharpness values of the IPC channel, as shown in Figure 5-26:
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Figure 5-26
Channel: Select to set the channel.
Brightness: Get and set the brightness of the IPC.
Contrast: Get and set the contrast of the IPC.
Saturation: Get and set the saturation of the IPC.
Sharpness: Get and set the sharpness of the IPC.

._ Instruction

® For the Wi-Fi NVR image color interface, in addition to setting the
brightness, contrast, saturation and chroma of the IP channel's video
adjustment, you can also set the relevant parameters of the Wi-Fi IPC,
such as fill light, exposure, backlight, white balance, video adjustment,
Parameters such as image enhancement and defogging.

The steps for image setup are as follows:

Step 1: On the menu page, select "Camera - Image" to enter the NVR to set

the channel image color interface, as shown in Figure 5-27.

Step 2: Select the configuration channel.

Step 3: Set image adjustment, fill light, exposure, backlight, white balance,

video adjustment, image enhancement and defogging according to actual

needs.

Step 3: Click "Apply" to save the settings.

Y VVVY
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Image Settings

Channel

Image adjustment
Fill light

Exposure setting
Backlight setting
White balance
Video adjustment
Image enhancement

Defog mode

Default Apply Cancel

& 5-27
> Image adjustment: According to the actual environment, you can adjust
the brightness, contrast, saturation and sharpness of the preview screen
by dragging the progress bar. You can also set the value behind the
progress bar, "Brightness", "Contrast", "Saturation", "Sharpness". Valid

values range from 0-255 and the default value is 128.

>  Fill light: The default is auto, the sensitivity is 3, the filtering time is 3,
the light brightness is 100. When the fill light mode is "Auto", the device
will turn on the fill light according to the actual environment. The user
can switch the fill mode to "Day", "Night" and "Scheduled switch"
according to the actual video scene in the scene, and switch the
sensitivity and filtering time of the device according to the fill mode.

When the fill light mode is "Scheduled switch", you can set the daylight

and dark time(ie, start and end fill time) and fill light brightness.

v" When the fill mode is "Day", the device monitor video is added to
the daytime effect.

v" When the fill mode is “Night”, the device monitor video is patched
into a night effect.

v"  Filtering time: It is used to prevent the ambient light from getting
better and the light is frequently turned on and off, and the
filtering time is set. During this time period, the camera is not
disturbed by ambient light.

v Light brightness: It is used to adjust the brightness of fill light, and
the adjustable range is 0-100.

> Exposure setting: The default is Auto, which switches the Manual
mode according to actual needs. When “Manual” is selected, the
exposure time and gain control are activated.
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»  Backlight: It is used to set backlight compensation and strong light
suppression. The default is off, it can be turned on manually, and the
backlight can be set.

»  White balance: The default is auto and can be switched to "Manual".
v/ Manual white balance: Support R, G, B gain adjustable, adjustment

range is (0-255), please click "Save" after setting.

» Video adjustment: Here you can turn on and set 2D or 3D digital noise
reduction.

» Image enhancement: Here you can select the flicker control mode, turn
on and set the wide dynamic intensity.

v Flicker control : The flicker control mode is selected according to
the IPC installation environment and the flicker standard. The PAL
standard is 50HZ and the NTSC standard is 60HZ. When the device
is installed outdoors, it can be selected outdoor. The default setting
is PAL.

v' Sensor linear WDR: The default is "Shutdown", you can switch the
wide dynamic strength (Automatic, Weak, Moderate, Strong, Super)
in the drop-down menu.

» Defog mode: Used to set the defogging mode and strength.

v'  Defog mode: The default is off, and you can select On or Auto from
the drop-down menu.

v' Defog strength: The default is 0. When the defogging mode is on,
the defogging intensity can be set. The range of values can be set
from 0 to 255.

' Instruction

® The camera image interface only displays the device support functions.
The specific interface is subject to the actual product.

5.3.5.4 Motion

Motion detection uses computer vision and image processing techniques to
analyze the video images to see if there are enough changes in the images.
When the moving target appears on the monitoring screen and the moving
speed reaches the preset sensitivity, the system performs an alarm linkage
action.

Step 1: On the menu page, select "Camera - Motion" to enter the motion
detection interface, as shown in Figure 5-28 below.
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Step 2: Enable motion detection and configure parameters such as channel,
area, sensitivity, record, and email.
Step 3: Click "Apply" to save the settings.

Motion

Channel Set Area

Enabl 2ction

Buzzer Alarm

00 : 00 - 24 :

00 : 00 - 00 :

Default Copy

Figure 5-28

» Channel: Select to set the channel.

»  Sensitivity: According to the need, can be set 0,1,2,3,4,5,6,7,8,9,10
eleven file sensitivity, the higher the value, the more sensitive the
device.

» Set Area: Select all areas by default, click to enter the area setting
interface, set the range of the dynamic detection area, press and hold
the left mouse button to select the alarm area. After selection, the
alarm area is replaced by the red grid. Select the red grid again to cancel
the alarm area setting.

> Enable Detection: Che_ck_"~ " to turn on / off motion detection alarm.

>  Buzzer Alarm: Check """ to turn on / off the buzzer alarm function.

> E-mail Notification: Check " " to turn on / off when the device alerts
the mail function.

» Record Channel: Check """ to turn on / off the channel recording
function.

» Record Time (sec): Set the duration of each recording when the alarm is
triggered.

»  Week: Select "All" or "X" according to the day of the week to set the
time for sending alarm emails. Up to two time periods can be set each
day.

» Time period1/Time period2: Set the time for sending alarm emails.
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»  Copy: After the channel has been set up, click "Copy" to apply the
setting to another channel.

' Instruction

® After setting motion detection to open email notification, click "Main
Menu -> Configuration - Network - Email" to enter the email setup
interface to set up the email. When the system sends a linkage alarm
within the set time period, the recipient receives the alarm e-mail.

® After e-mail notification is enabled, and the specific week and time
period is set, the NVR can send an e-mail to the set e-mail box to notify
the user only if the alarm is triggered within the time period of the
week.

5.3.5.5 Video Loss
On the menu page, select "Camera - Video loss" to enter the video loss
setup interface is displayed, as shown in Figure 5-29. Here, you can set the
corresponding channel when the video is lost when the device makes the
appropriate alarm.

Channel

Detault

Figure 5-29

» Channel: Select _th_e channel.

> Enable: Check " " to turn on / off video loss alarm.

»  Screen Display: Check " " to turn on / off the device when the screen
is displayed. o

> E-mail Notification: Check """ " to turn on / off when the device alerts
the mail function. o

>  Buzzer Alarm: Check "' " to turn on / off the device when the buzzer

sounds.
»  Copy: After the channel has been set up, click "Copy" to apply the
setting to another channel.
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5.3.5.6 PTZ
On the menu page, click "Camera = PTZ" to enter the PTZ setup interface, as

shown in Figure 5-30 @ below. In the PTZ setup interface, other channels

can be switched to adjust the pan/tilt movement speed and control the
pan/tilt movement direction.

Figure 5-30 @
PTZ setup interface is use d to set the PTZ direction, speed and lens zoom,
focus and aperture settings and cruise settings shortcut button.

» Channel: Select the channel where the dome camera is connected to
the NVR.

»  Zoom: Adjust the camera magnification by / = key, long-range /
wide-angle function.

>  Focus: Use the / = key, zoom in/out function, adjust the camera
to focus.

> lIris: Use the / = key, zoom in / out the aperture function, adjust
the aperture of the camera.

» Speed: It is mainly used to set the pan/tilt rotation speed operation. For
example, the rotation speed in step 7 is much greater than the rotation
speed in step size 1.

»  Preset setting: Through the direction of the button to turn the PTZ to
the desired location, and then click the preset button below the "set"
button to complete the preset point settings.

»  Cruise setting: After selecting the cruise line, click the setting button,
select the preset number, dwell time (seconds) and cruise speed in the
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pop-up cruise line setting interface, as shown in Figure 5-30 @, click

"OK" button, Return to the cruise settings screen and click "Cruise on"
again to save the settings and make the device start cruising.

Figure 5-30 @

v" Preset No.: Select preset points.
v'  Stay Time: Stay time on the Preset.
v' Speed: Speed for Cruise.
> Del cruise: Select the cruise line, click to "del cruise", and complete the
cruise line to remove.
» Delall cruise: After clicking, delete all the set cruise lines.

' Instruction

® The NVR supports up to 128 preset points, but the actual number of
preset positions is limited by the number of preset points that can be
set by the camera. The maximum number of preset points supported by
different PTZs is not necessarily the same.

5.3.5.7 Privacy Mask

On the Menu interface, click "Camera = Privacy Mask" to enter the Privacy
Mask interface, as shown in Figure 5-31. Here you can get and set IPC privacy
mask related information. After setting, click "Apply" to save the settings.

65



Channel

Clearall

Clear Zone 1

Clear Zone 2

Clear Zone 3

Apply Cancel

Figure 5-31
»  Channel: Select the channel to set the privacy mask device on.
»  Privacy area selection: In the left video window, hold down the left
mouse button to select the area to be blocked.

»  Clear all: Clear all selected areas masks.
» Clear Zooml, 2, 3: Clear the selected occlusion area 1, 2, 3.
5.3.5.8 Channel Name
On the Menu interface, click "Camera - Channel Name" to enter the
Channel Name interface, as shown in Figure 5-32. Here you can set the name
of the corresponding channel, after setting. After setting, click "Apply" to
save the settings.
Channel Name

Channel 1 Cl Channel 2

Channel 3 CH3 Channel 4

Channel 5 CH5 Channel 6

Channel 7 CH7 Channel 8

Channel 9

Default

Figure 5-32
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»  Channel: Select the channel to set the privacy mask device on.

5.3.5.9 IPEYE

The IPEYE of the NVR is the IPEYE function switch of the linkage IP channel.
After IPEEYE is enabled, you can log in to the IPEYE corresponding website
(https://www.ipeye.ru/) to add devices and view the real-time audio/video
of the NVR channel..

The steps are as follows:

Step 1: On the Menu interface, click "Camera - IPEYE" to enter the IPEYE
enable interface, select the channel, enable IPEYE, refresh the interface, and

the displays IPEYE Client address as shown in Figure 8-33 @
IPEYE
Channel
Enable

IPEYE Client

Warning:|PEYE only supports H264 encoding

Apply Cancel

Figure 8-33 (O

Step 2: Log in to IPEYE Client http://182.18.193.105:8282, enter the IP device
username, password, IPC user, password, click “Confirm” to add the device,

as shown in Figure 8-33 @
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Figure 8-33 @

Step 3: Log in to https://www.ipeye.ru/ and enter the IPEYE device list to
view the newly added device name as “cloud_xxxxx”. Click Play to view the
device real-time monitoring video. The list of IPEYE devices is shown in

Figure 8-33 @ .
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Figure 8-33 @

' Note:

® Some cameras do not support the IPEYE function. The specific interface
is subject to the actual product.

5.3.5.10 Intelligent Detection (Intelligent NVR)

The steps are as follows:

Stepl: On the Menu interface, click "Camera - Intelligent Detection" to

Intellige;

Channel

Q Image

(®) Motion

] Privacy Mask
“mg Channel Name
@ IPEYE

& Inteligent Detection >

enter the Intelligent Detection interface, as shown in Figure 5-34.

Camera Management

1
Regional Intrusion  Peo

L]
&

! v Rule Setting

Draw A Line
Draw A Quadrilateral

Clear All

Figure 5-34

Step2: Select the intelligent detection alarm mode for setting the channel.
Intelligent detection alarms supported by the device include face detection,
crossover detection, regional intrusion detection, people stay detection and
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people gathering detection. Each smart detection can be configured with
different alarm rules.

' Note:

® Allintelligent detection modes can only be set if the IPC supports it.
That is, the channel number where the support device is located is
available for configuration in the "channel" position. Otherwise, the
channel number is not displayed in the "channel" position.

® The IPC supporting intelligent detection can set up at most one face
detection rule, four crossover detection rules, four regional intrusion
rules, four people stay detection rules and four people gathering rules.

B Face Detection
The face detection function can be used to detect the face appearing in the
scene. The steps of the face detection configuration are as follows:

Stepl: On the Menu interface, click "Camera = Intelligent Detection" to
enter the Intelligent Detection interface, as shown in Figure 5-35.

Channel 1
Face Crossover Regional Intrusion People Stay People Gathering
Enat | A
Processing Method
Rules Selection v Rule Setting

Draw A Line

Draw A Quadrilateral

Clear Al

Cancel
Figure 5-35
Step2: Select the configuration channel and click "Face" to enter the face

detection configuration mode.
Step3: Click "Enable".

Step4: Click n to set the processing method according to the need, open
the buzzer alarm, e-mail notification, channel recording and trigger alarm
output, click "Apply".
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Step5: Select the rule, click "Rule Setting", set the sensitivity, click "Save —
Apply" to complete the configuration.

' Note:

® The sensitivity is low, medium, high, and the highest option. The lower
the sensitivity, the less likely the side face or the face that is not clear
enough to be detected. The user needs to adjust according to the actual
environment.

B Crossover Detection

Crossover detection can detect whether there is an object across the set

warning surface, and the alarm is linked according to the judgment result.

The specific operation steps are as follows:

Stepl: On the Menu interface, click "Camera = Intelligent Detection" to

enter the Intelligent Detection interface.

Step2: Select the configuration channel and click "Crossover" to enter the

crossover detection configuration mode, as shown in Figure 5-36.

Intelligent Detection
Channel 1
Face Regional Intrusion Py Stay People Gathering
Enable [ ]
Processing Method o
Rules Selection 1 Rule Setting

# DrawAline

Draw A Quadrilateral

‘& Clear Al

Cancel

Figure 5-36
Step3: Click "Enable".

Step4: Click n i to set the processing method, open the buzzer alarm,
e-mail notification, channel recording and trigger alarm output, click "Apply".
Step5: Set the detection rule, the steps are as follows:

1. In the Rule Selection drop-down list, select any rule.
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' Note:

® For cross-border detection, you can set