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Code: OR-VID-XE-1051/W

WIRELESS VIDEO DOORPHONE OR-VID-XE-1051/W ORNO

DOOR STATION:

Sensor: 0.3 Mpx CMOS

Camera view angle: 63 °

IR illuminator:

LED illuminator: LED diodes - 6 pcs

proximity reader built-in:

Video output:

Power supply: • 9 V ... 12 V DC (power adapter not included)
• 2 x battery LR14 (not included)

Power consumption: ≤ 2.4 W

Frequency band: 2.4 GHz ... 2.835 GHz

Wireless transmission range: 150 m (open area)

Transmitter power: 19 dBm

Main features: • Number of supported headphones : max. 2 pcs



DATA SHEET

DELTA-OPTI Monika Matysiak; https://www.delta.poznan.pl
POL; 60-713 Poznań; Graniczna 10
e-mail: delta-opti@delta.poznan.pl; tel: +(48) 61 864 69 60

2024-04-27 OR-VID-XE-1051/W 2/2

Housing: Plastic

Color: Silver

"Index of Protection": IP55

Operation temp: -20 °C ... 55 °C

Weight: 0.4 kg

Dimensions: 105  x 167  x 50 mm

UNIPHONE:

Shield: 2.4 " TFT-LCD color matrix

Resolution: 320 x 240 

Main features:

• 3 Sounds (melodies)
• Smooth adjustment of monitor parameters: image brightness, ring tone volume and
conversation volume
• Additional gate control
• Memory module - Recording of the last 100 images from the camera
• Expandability to additional door station

Frequency band: 2.4 GHz ... 2.4835 GHz

Wireless transmission range: 150 m (open area)

Power supply: Battery 3.7 V BL-5C - 1100 mAh

Operation temp: -10 °C ... 40 °C

Weight: 0.134 kg

Dimensions: 188  x 52  x 26 mm

Manufacturer / Brand: ORNO

Supported languages: English, Polish

Guarantee: 2 years


