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Code: INTEGRA-32/EN

ALARM CONTROL PANEL INTEGRA-32/EN SATEL

Advanced  alarm  control  unit  providing  alarm  functions  and  optional
implementation of home automation and access control systems. With a
broad range of  extension modules,  its  applications  can be adapted to
individual needs - from minor systems to extensive installations.
A major advantage of the INTEGRA control units are their communication
features combined with additional modules - GSM and TCP/IP.
System operation is possible with LCD keypads, partition keypads, keyfobs
and proximity cards or remotely with PC or mobile phone. Flash firmware
upgrade with a PC.

Mainboard inputs: 8 pcs

Mainboard outputs: 8 pcs

Maximal number of supported inputs: 32 pcs

Maximal number of supported outputs: 32 pcs

Current-carrying capacity, low-current programmable
outputs: 50 mA

Current-carrying capacity, high-current programmable
outputs (+/-10%): 2 A - 2 pcs

Maximal load: 1.2 A

Users + admins: 64  + 4 

Partitions: 4 

Zones: 16 

Expansion modules: max. 32 

Events memory: 439 

Timers: 28 

Supported keypads: max. 4 pcs

Supporting the wireless ABAX system via bus:

Keyboard included:

Enclosure included:

Protection class (Grade): 2 

Main features: Access control and home automation functions
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Power supply: 18 V AC / 234 mA

Operation temp: -10 °C ... 55 °C

Permissible relative humidity: 93 %

Weight: 0.211 kg

Dimensions: 173  x 106 mm

Supported languages: English

Manufacturer / Brand: SATEL

Guarantee: 2 years


