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Code: VTO9341D

VIDEO DOORPHONE VTO9341D DAHUA

Sensor: 1/2.7 ", 2 Mpx CMOS

Lens: 4 mm

View angle: 105 °

Display: 10 " IPS - capacitive touch screen

Image compression method: H.264

LED illuminator:

IR illuminator:

Compatibility: DAHUA
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Main features:

• proximity reader built-in - 13.56 MHz S50,
• Fingerprint reader built-in - Memory of 3000 fingerprint patterns,
• Face recognition - Memory of 10000 face templates,
• Cooperation with the SIP server,
• LCD display - capacitive touch screen,
• Bidirectional communication,
• Microphone built-in,
• Speakers built-in,
• Tamper detection - removing from mounting surface,
• Alarm inputs / outputs : 2 / 2,
• Relay output,
• Door contact and request button for exit inputs,
• RS-485,
• Wiegand

Operation temp: -20 °C ... 60 °C

Power supply: 12 V DC / 5 A (power adapter included)

Power consumption: ≤ 24 W

Housing: Tempered glass

"Index of Protection": IP55

IK rating: IK07

Color: Black + Silver

Weight: 2.12 kg

Dimensions: 476  x 174  x 58 mm

Supported languages: English, Bulgarian, Czech, Finnish, Polish, Slovenian, Slovak, Hungarian

Manufacturer / Brand: DAHUA

Guarantee: 3 years


