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Code: AGT-042

FLUX AGT-042 RF800 AG TERMOPASTY

The RF800 flux is a medium-active rosin solution which does not require washing. It is used for machine
soldering in both professional and utility electronics, whitening of wire ends, mixed assembly and soldering
of passivated surfaces. In addition, the solution perfectly moisturizing the Cu and PbSn surfaces.

The product should be stored in its original packaging, away from direct sunlight, in a dry, cool and well-
ventilated place.

Package: Plastic bottle

Flux marking in accordance with ISO 29454-1: 1.1.3.A 

Type of flux: rosin based

Kind of flux: halide-free, lead-free

Form of flux: Liquid

Color: Amber

Flash point: 12 °C

Boiling temperature: 82 °C

Lower limit of explosion: 2 %

Upper limit of explosion: 12 %

Relative density: 0.794  ( 1 = air )

Flux solubility: easily soluble in cold and hot water

Package capacity: 15 ml



DATA SHEET

DELTA-OPTI Monika Matysiak; https://www.delta.poznan.pl
POL; 60-713 Poznań; Graniczna 10
e-mail: delta-opti@delta.poznan.pl; tel: +(48) 61 864 69 60

2024-05-11 AGT-042 2/2

Manufacturer / Brand: AG TERMOPASTY

Guarantee: 2 years


