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Code: WDP-91H2

BATTERY-FREE WIRELESS DOORBELL WITH 230V AC OUTLET WDP-91H2 AC 230V
EURA

Eura  Kinetic  is  a  wireless  doorbell  system  with  a
battery-free button operating in the 433 MHz band.
The WDP-91H2 doorbell is equipped with a 230V AC
power outlet.

The kit is based on elements whose mutual cooperation
is possible thanks to the use of a special coding system
of signal transmitters and receivers.

Signaling mode: Sound signaling

Number of ring-tones: 58 

Volume adjustment: max. 85 dB / 1 m

Operation range: max. 100 m in open area

Frequency band: 433.92 MHz

Power supply: • 230 V AC - Wireless doorbell,
• Electromagnetic transducer - Doorbell button

Main features:
• The doorbell button is powered by an electromagnetic transducer, does not require
any battery
• Wireless doorbell + 1 grounded outlet 16A/250V CEE 7/5

"Index of Protection": • IP55 - Doorbell button
• IP20 - Wireless doorbell

Operation temp: • -18 °C ... 40 °C - Doorbell button
• 0 °C ... 45 °C - Wireless doorbell

Weight: • 0.044 kg - Doorbell button
• 0.1 kg - Wireless doorbell
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Dimensions: • 38  x 85  x 23 mm - Doorbell button
• 62  x 102  x 74 mm - Wireless doorbell

Manufacturer / Brand: EURA

Guarantee: 2 years


