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Code: CE-100

EXTENDER VGA + USB CE-100

The CE-100 USB BALUN ensures access to the PC from remote USB
console (VGA monitor, USB klawiatura, USB mouse) via single UTP cat. 5e
cable.
Transmitter and receiver are in the kit.

Device type: Active / Transmitter

Number of channels: 1  x VGA
2  x USB

Power supply: 5 V / 1000 mA

Video transmission range: max. 100 m

Connectors type: 1  x VGA Socket HDB-15
2  x USB-A Socket

Symmetrical socket type: RJ-45 (8-pin, 4 pairs) Socket

Weight: 0.170 kg

Dimensions: 91  x 56  x 25 mm

Device type: Active / Receiver

Number of channels: 1  x VGA
2  x USB

Power supply: 5 V USB

Video transmission range: max. 100 m

Connectors type: 1  x VGA Plug HDB-15
1  x USB-B Socket

Symmetrical socket type: RJ-45 (8-pin, 4 pairs) Socket

Weight: 0.170 kg

Dimensions: 91  x 56  x 25 mm
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Main features:
• Real-time DDC communication support
• Built-in ESD protection 8  / 15 kV
• Manual compensation adjustment
• Possibility to mount to the wall

Resolution:
• 1920 x 1080  / 60 Hz @ 30 m
• 1920  x 1200  / 60 Hz @ 30 m
• 1280  x 1024  / 60 Hz @ 100 m

Guarantee: 2 years


