DATA SHEET

Code: VDP-22A3

VIDEO DOORPHONE KIT VDP-22A3

DOOR STATION:

Sensor: 1/3" CCD

Camera view angle: ~92°

IR illuminator: Built-in Infra-Red illuminator enables night monitoring
proximity reader built-in: -

Video output: 1Vpp/75Q

Operation temp: -18 °C...50 °C

Power supply: 12V DC

Power consumption: <5W

Housing: Metal, Waterproof

Color: Graphite

Weight: 0.185 kg

Dimensions: 51 x 131 x47 mm
INDOOR PANEL:

Shield: 7 " TFT-LCD color matrix
Resolution: 480 x 234

DELTA-OPTI Monika Matysiak; https://www.delta.poznan.pl
POL; 60-713 Poznan; Graniczna 10
e-mail: delta-opti@delta.poznan.pl; tel: +(48) 61 864 69 60

2024-04-19 VDP-22A3




DELTA DATA SHEET
N WA

* Plug & Play,

¢ A choice of 16 sounds,

* Ultra-flat hands-free monitor, with speakerphone,

* Smooth adjustment of monitor parameters: image brightness, ring tone volume and
conversation volume,

 Additional gate control,

* 4-wire cable installation,

¢ Door lock (strike) - 2-wire cable installation (not included),

* Can be extended with additional monitor and camera,

* Communication : via cable (duplex)

Main features:

Power supply: 12V DC

< 0.2 W Standby

Power consumption: < 5'W Operation

Operation temp: 0°C...30°C
Weight: 0.47 kg
Dimensions: 240 x 160 x 17 mm
Manufacturer / Brand: EURA

Guarantee: 2 years
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